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YOU HAVE THE ENJOYMENT. 
JUNKER HAS THE TECHNOLOGY.
Are you in the mood for a quick fried egg? Or will it have to be a Michelin-
starred menu to satisfy your culinary ambitions? Whatever it is that inspires  
you to cook, Junker built-in appliances ensure that cooking will be effortless. 

Superior technology, high-quality manufacturing and ergonomic design all  
guarantee that you will enjoy cooking at its best, particularly as we also offer  
smart equipment features such as combined induction or the professional 
freshness system that allows your food to be kept for longer. Or take our self-
cleaning function, for instance. This feature even makes light work of cleaning  
the oven. 

We hope you enjoy using our built-in appliances!

JUNKER –  
QUALITY FROM  
THE VERY BEGINNING 04 – 05

COOKING & BAKING 06–11

Built-in electric ovens 12 – 16
Built-in electric cookers/ 
special accessories 17 – 19
Compact ovens/ 
microwaves 20 – 21
Hotplates, stand-alone 22 – 26
Gas hobs 27
Hobs / hob plates 28– 29

EXTRACTOR HOODS 30 – 33

Flat kitchen hoods /hipped-roof  
wall-mounted hoods 34 – 36
Box/glass wall-mounted hoods 36 – 37
Island hoods 38
Noise levels/
special accessories 39
Box hoods/angled hoods 40–41

DISHWASHING  42–47

Integrable/ fully integrable 
(60 cm width 81.5 /  
86.5 cm height)  48–52
Fully integrable (45 cm width) 53
Special accessories 51

REFRIGERATION APPLIANCES 54–57

Built-in refrigerators/ 
built-in freezers 58–61
Refrigerator-freezers 61–63
Combination refrigerator-freezers 64–65
Built-in refrigerators with
professional freshness system 66–67

Outstanding service 68–69



JUNKER   Sales handbook 20174

1870 1904 1950s

ONE EYE ON THE FUTURE FROM THE  
VERY BEGINNING. THE OTHER ON QUALITY.

1870

It all began in 1870. Karl 
Junker and August Ruh make 
a name for themselves as 
producers of high-quality 
sewing machines and expand 
their product range to include 
slow-burning stoves, which they 
go on to sell worldwide. They 
were already working on the 
development of their first gas 
stove at that time.

1904

Series production of gas stoves 
commences. Gas stoves were 
a true revelation, enriching and 
simplifying domestic life and ever 
growing in importance. The gas 
stove manufactured by Junker 
& Ruh becomes the best-selling 
model in Germany.

THE 1950s

As a company driven by inno-
vation, Junker & Ruh contin-
uously expands its product 
range further. It soon includes 
a fully secured gas stove, 
extractor hoods for kitchens, 
electric cookers and small 
electrical appliances. 
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1990s 2011 2016

THE 1990s

Around 130 years after the 
company was founded, Junker 
& Ruh offers a wide and 
appealing range of built-in 
kitchen appliances. Ovens 
and cookers continue to take 
centre stage in the production 
range of the long-established 
German brand.

2011

The topic of cooking is now 
firmly at the heart of the com-
pany. Junker takes heed of the 
existing passion for gastrono-
my by expanding the range to 
include modern and innovative 
technologies – possibilities 
that leave almost nothing to 
be desired. The high-quality 
built-in appliances from Junker 
are now exclusively available 
with nobilia kitchens.

2016

We haven't stopped trying to 
become even better. Quality 
is continuously advanced, as 
is the range of our appliances. 
These are equipped with an 
ever-growing array of techno-
logical features to make cook-
ing even easier. The exquisite, 
purist design also represents 
the high calibre of our built-in 
appliances. They make cook-
ing a pleasure!
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A GOOD RECIPE 
STARTS WITH JUNKER.
THE COOKERS, OVENS AND HOBS FROM JUNKER
Adding Junker to your shopping list is already a step in 
the right direction. The quality and capabilities of our  
wide range of cookers, hobs and many freely placeable  
hotplates are outstanding.

Precise temperature control? Induction technology  
for rapid and precise heating? New microwaves?  
Touch Control? Simple cleaning with pyrolytic cleaning,  
Hydro Clean or a fully glazed inside door?

Our built-in appliances convince across the board and  
offer high convenience and impressive energy-efficiency.
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REMOVABLE OVEN DOOR 

The Junker oven door can be cleaned 
very simply, thus saving time. With one 
touch of the finger, the door can be 
loosened on the left and right, nothing 
is screwed in place any more and the 
glass panes can be easily removed for 
cleaning.

ê  Removable and easily disassembled  
for even easier cleaning

THE RIGHT HEATING TYPE 
FOR EVERY DISH.

PYROLYTIC SELF-CLEANING 

At the touch of a button, all deposits from 
baking, roasting and grilling turn to ash 
at high temperatures – then simply wipe 
them off with a cloth. 3 different settings 
are present to ensure optimum cleaning of 
the oven, depending on the type of soiling 
in question.

ê No chemicals required 
ê  Works even with tough residues

HYDRO CLEAN 

Water is added to the cooled base tray 
with a drop of detergent and the Hydro 
Clean function is started. The soiling 
deposits evaporate in the steam. All 
you have to do is wipe. Appliances with 
Hydro Clean also feature a self-cleaning 
rear wall in the oven.

ê Environmentally friendly cleaning
 ê Saves time and energy

CATALYTIC CLEANING 
 

On models with a catalytic cleaning 
function, the side walls and the rear wall 
feature a special coating. This eliminates 
soiling deposits through oxidation, even 
during the baking and roasting process.

 ê  Reduces cleaning effort thanks to a  
special coating on the oven's rear wall 
and side walls

FULLY GLAZED INSIDE DOOR

The inside of the oven door consists of a 
pane of full glass. It provides an unob-
structed view of the interior and is also 
easy to clean. It can also be used to set 
dishes down.

 ê  Non-porous, fully glazed surface  
makes cleaning easy 
ê  High-quality aesthetics with an  
appealing design

CHILD LOCK 

The child lock button allows you to 
safeguard every glass ceramic hob with 
a digital function display and all cookers/
ovens with an electronic clock from 
straying fingers quickly and easily. The 
child lock blocks all functions at the 
touch of a button.

ê   Prevents straying fingers from  
changing programmes 
ê  For hobs and ovens alike

SAFETY SWITCH-OFF FUNCTION

You'll never have to worry again about  
whether you actually switched the cooker  
off. The safety switch-off function switches  
the appliance off automatically after a 
certain time.

ê  The cooker switches itself off 
safely and automatically after  
a certain time

POP-OUT KNOBS 

The knobs can be completely retracted 
at the push of a button when switched off.  
This means you can make sure at a glance 
that everything is switched off.  
Safe and convenient.

ê  Easy cleaning of the flat panel  
possible
ê  No longer possible to switch on  
by accident

YOUR ADVANTAGES:

Easy to 
clean

Pyrolytic Hydro Clean Catalytic 
system

All-glass
inside door



The trusted programme 
for traditional dishes.

TOP/BOTTOM HEATING

Separately switchable, e.g. for 
cake bases with a moist topping.

BOTTOM HEATING

Ensures healthy preparation of 
food in combination with the sys-
tem steamer (special accessory).

STEAM COOKING SETTING

Ensures the best results for crispy, 
fine-pored bread with optimum 
heat regulation. 

BREAD BAKING SETTING

The classic heating type for 
even heat, even on 2 levels.

CIRCULATED AIR

Targeted heat on all sides. The 
grill and fan are switched alter-
nately.

CIRCULATED AIR GRILL

Ensures that the pores of roasted 
and baked food are closed quickly, 
meaning that steaks stay tender 
and juicy, to name one example.

FULL-SURFACE GRILL

Just like at the pizzeria. High heat 
distributes itself ideally around the 
pizza for a crispy result.

PIZZA SETTING

Save a lot of energy when baking 
on one level and with the best heat 
distribution.

HOT AIR ECO

Perfect baking results on up to  
3 levels thanks to optimum heat 
distribution with hot air. 

HOT AIR

CENTRE-AREA GRILL

For grilling and gratinéeing small 
portions.

THE MOST IMPORTANT OPERATING MODES AT A GLANCE: 
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HOB OR HOTPLATE –  
THE PERFECT CHOICE  
FOR EVERY STYLE OF COOKING.

EXTENDED COOKING ZONE 
INDUCTION

You can finally enjoy the advantages of 
Power induction when cooking with a 
roaster. It is not necessary to activate 
this function. The roaster is detected 
and the extended cooking zone activated 
automatically.

 ê  Also for oval and square  
cookware
 ê   No additional activation required

INDUCTION 

The bottom of the pot is directly heated 
by the induction coil. Heat is only 
produced where it's needed – in the 
bottom of the pot. This means short 
boiling times, greater safety and a lot 
less cleaning.

 ê  Fast, safe and easy to clean
 ê  Short times for heating up and cooling 
down mean more time saved

COMBINED INDUCTION 

Two cooking zones can be used together 
as one, so providing for very large cook-
ware. Both of the 21 cm hotplates can of 
course also be used separately.

 ê  High flexibility when cooking
 ê   Allows large cookware to be used

POWER BOOST FUNCTION 

With the help of the Junker Power Boost 
function, the time required to heat water 
or food up is reduced by up to 20 %. 
 
 

 ê  Big saving in time now also for 
conventional hotplates

TOUCH CONTROL 

Elegant and very user-friendly – a gentle 
tap on the Touch Control buttons is suffi-
cient to select the required setting.

 ê  Simple selection of functions with a 
gentle touch

RESIDUAL HEAT INDICATOR 

The residual heat indicator helps you to
see which cooking zones are still hot at a
glance. This allows you to take full ad-
vantage of the heat still present, and the 
risk of burning your fingers is reduced.

 ê   Warning indicator for hot cooking zones

AUTOMATIC WEIGHT FEATURE

Microwaves with this automatic weight 
feature regulate the supply of energy for 
all defrosting, cooking and combination 
programmes. Simply select the pro-
gramme and weight – your appliance will 
do the rest on its own.

 ê  Optimum energy supply

SAFETY SWITCH-OFF FUNCTION

You'll never have to worry again about 
whether the appliance is switched off. 
The safety switch-off function switches 
the appliance off after a certain time.
 

 ê   The hotplate switches itself off
       safely and automatically after
       a certain time

MEMORY FUNCTION

Set up your own programme with the 
Memory function and select it with ease 
at the push of a button.

 ê   Your favourite programme at the  
push of a button

YOUR ADVANTAGES:

Combi
Induction

Induction Induction

Touch
Control

Residual heat 
Indicator
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BUILT-IN OVENS

Junker JB 11AC50
Built-in electric oven

Junker JB 13AC50
Built-in electric oven

Junker JB 23UC50
Built-in electric oven

Junker JB 23UK52
Built-in electric oven

Junker JB 23PQ50
Built-in electric oven

DESIGN Stainless steel Stainless steel Stainless steel Stainless steel Stainless steel

FEATURES Oven system with 2 operating modes,  
can be set between 50 °C and 250 °C:
 } Top/bottom heating
 } Top heating

Oven system with 6 operating modes,  
can be set between 50 °C and 270 °C:
 } Top/bottom heating
 } Bottom heating
 } Circulated air
 } Circulated air grill
 } Full-surface grill
 } Centre-area grill

Oven system with 6 operating modes,  
can be set between 50 °C and 270 °C:
 } Top/bottom heating
 } Bottom heating
 } Circulated air
 } Circulated air grill
 } Full-surface grill
 } Centre-area grill

Oven system with 5 operating modes,  
can be set between 50 °C and 270 °C:
 } Top/bottom heating
 } Bottom heating
 } Hot air (3 levels)
 } Circulated air grill
 } Full-surface grill

Oven system with 5 operating modes,  
can be set between 50 °C and 270 °C:
 } Top/bottom heating
 } Bottom heating
 } Hot air (3 levels)
 } Circulated air grill
 } Full-surface grill

CONVENIENCE  }   Fully glazed inside door, removable
 }  Smooth, scratch- and impact-resistant 
enamel in the oven chamber

 }  Smooth oven with removable 
 shelf rack (with 4 levels)

 } Cooling fan
 } Oven lighting: 40 W
 } Indicator light for the oven
 }  Accessories: 1 aluminium baking tray, 
1 brilliant chrome-plated roasting shelf

 } Special accessories: see page 19

 } Fully glazed inside door, removable
 }  Smooth, scratch- and impact-resistant 
enamel in the oven chamber

 }  Smooth oven with removable 
shelf rack (with 4 levels)

 } Cooling fan
 } Oven lighting: 40 W
 } Indicator light for the oven
 }  Accessories: 1 universal pan, 
1 brilliant chrome-plated roasting shelf

 } Special accessories: see page 19

 }   Fully retractable knobs
 } Electronic clock
 } Child lock
 } Fully glazed inside door, removable
 }  Smooth, scratch- and impact-resistant 
enamel in the oven chamber

 }  Smooth oven with removable 
shelf rack (with 4 levels)

 } Cooling fan
 } Oven lighting: 40 W
 } Indicator light for the oven
 }  Accessories: 1 universal pan, 
1 brilliant chrome-plated roasting shelf

 } Special accessories: see page 19

 }   Fully retractable knobs
 } Electronic clock
 } Child lock
 } Fully glazed inside door, removable
 }  Catalytic self-cleaning – self-cleaning  
roof, rear wall and side walls

 }  Smooth, scratch- and impact-resistant 
enamel in the oven chamber

 }  Smooth oven with removable 
shelf rack (with 4 levels)

 } Rapid heating
 } Cooling fan
 } Oven lighting: 40 W
 } Indicator light for the oven
 }  Accessories: 1 universal pan, 
1 brilliant chrome-plated roasting shelf

 } Special accessories: see page 19

 } Fully retractable knob
 } Electronic clock
 } Child lock
 } Fully glazed inside door, removable
 } Pyrolytic self-cleaning
 }  Smooth, scratch- and impact-resistant 
enamel in the oven chamber

 }  Smooth oven with removable 
shelf rack (with 5 levels)

 } Rapid heating
 } Cooling fan
 } Oven lighting: 25 W
 }  Accessories: baking tray, enamelled, 
1 brilliant chrome-plated roasting shelf

 } Special accessories: see page 19

Power 
& dimensions  
(H x W x D)

 }    Connected load: 220 – 240 V/2.6 kW
 }  Appliance dimensions: 
59.5 x 59.5 x 54.8 cm

 }  Installation dimensions: 
57.5 – 59.7 x 56 x 55.0 cm

 }  Connected load: 220 – 240 V/2.8 kW
 }  Appliance dimensions: 
59.5 x 59.5 x 54.8 cm

 }  Installation dimensions: 
57.5 – 59.7 x 56 x 55.0 cm

 }    Connected load: 220 – 240 V/2.8 kW
 }  Appliance dimensions: 
59.5 x 59.5 x 54.8 cm

 }  Installation dimensions:  
 57.5 – 59.7 x 56 x 55.0 cm

 } Connected load: 220 – 240 V/3.6 kW
 }  Appliance dimensions: 
59.5 x 59.5 x 54.8 cm

 }  Installation dimensions: 
57.5 – 59.7 x 56 x 55.0 cm

 } Connected load: 220 – 240 V/3.58 kW
 }  Appliance dimensions: 
59.5 x 59.5 x 51.5 cm

 }  Installation dimensions: 
57.5 – 59.7 x 56 x 55.0 cm

Energy All-glass
inside door

Energy All-glass
inside door
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Junker JB 11AC50
Built-in electric oven

Junker JB 13AC50
Built-in electric oven

Junker JB 23UC50
Built-in electric oven

Junker JB 23UK52
Built-in electric oven

Junker JB 23PQ50
Built-in electric oven

DESIGN Stainless steel Stainless steel Stainless steel Stainless steel Stainless steel

FEATURES Oven system with 2 operating modes,  
can be set between 50 °C and 250 °C:
 } Top/bottom heating
 } Top heating

Oven system with 6 operating modes,  
can be set between 50 °C and 270 °C:
 } Top/bottom heating
 } Bottom heating
 } Circulated air
 } Circulated air grill
 } Full-surface grill
 } Centre-area grill

Oven system with 6 operating modes,  
can be set between 50 °C and 270 °C:
 } Top/bottom heating
 } Bottom heating
 } Circulated air
 } Circulated air grill
 } Full-surface grill
 } Centre-area grill

Oven system with 5 operating modes,  
can be set between 50 °C and 270 °C:
 } Top/bottom heating
 } Bottom heating
 } Hot air (3 levels)
 } Circulated air grill
 } Full-surface grill

Oven system with 5 operating modes,  
can be set between 50 °C and 270 °C:
 } Top/bottom heating
 } Bottom heating
 } Hot air (3 levels)
 } Circulated air grill
 } Full-surface grill

CONVENIENCE  }   Fully glazed inside door, removable
 }  Smooth, scratch- and impact-resistant 
enamel in the oven chamber

 }  Smooth oven with removable 
 shelf rack (with 4 levels)

 } Cooling fan
 } Oven lighting: 40 W
 } Indicator light for the oven
 }  Accessories: 1 aluminium baking tray, 
1 brilliant chrome-plated roasting shelf

 } Special accessories: see page 19

 } Fully glazed inside door, removable
 }  Smooth, scratch- and impact-resistant 
enamel in the oven chamber

 }  Smooth oven with removable 
shelf rack (with 4 levels)

 } Cooling fan
 } Oven lighting: 40 W
 } Indicator light for the oven
 }  Accessories: 1 universal pan, 
1 brilliant chrome-plated roasting shelf

 } Special accessories: see page 19

 }   Fully retractable knobs
 } Electronic clock
 } Child lock
 } Fully glazed inside door, removable
 }  Smooth, scratch- and impact-resistant 
enamel in the oven chamber

 }  Smooth oven with removable 
shelf rack (with 4 levels)

 } Cooling fan
 } Oven lighting: 40 W
 } Indicator light for the oven
 }  Accessories: 1 universal pan, 
1 brilliant chrome-plated roasting shelf

 } Special accessories: see page 19

 }   Fully retractable knobs
 } Electronic clock
 } Child lock
 } Fully glazed inside door, removable
 }  Catalytic self-cleaning – self-cleaning  
roof, rear wall and side walls

 }  Smooth, scratch- and impact-resistant 
enamel in the oven chamber

 }  Smooth oven with removable 
shelf rack (with 4 levels)

 } Rapid heating
 } Cooling fan
 } Oven lighting: 40 W
 } Indicator light for the oven
 }  Accessories: 1 universal pan, 
1 brilliant chrome-plated roasting shelf

 } Special accessories: see page 19

 } Fully retractable knob
 } Electronic clock
 } Child lock
 } Fully glazed inside door, removable
 } Pyrolytic self-cleaning
 }  Smooth, scratch- and impact-resistant 
enamel in the oven chamber

 }  Smooth oven with removable 
shelf rack (with 5 levels)

 } Rapid heating
 } Cooling fan
 } Oven lighting: 25 W
 }  Accessories: baking tray, enamelled, 
1 brilliant chrome-plated roasting shelf

 } Special accessories: see page 19

Power 
& dimensions  
(H x W x D)

 }    Connected load: 220 – 240 V/2.6 kW
 }  Appliance dimensions: 
59.5 x 59.5 x 54.8 cm

 }  Installation dimensions: 
57.5 – 59.7 x 56 x 55.0 cm

 }  Connected load: 220 – 240 V/2.8 kW
 }  Appliance dimensions: 
59.5 x 59.5 x 54.8 cm

 }  Installation dimensions: 
57.5 – 59.7 x 56 x 55.0 cm

 }    Connected load: 220 – 240 V/2.8 kW
 }  Appliance dimensions: 
59.5 x 59.5 x 54.8 cm

 }  Installation dimensions:  
 57.5 – 59.7 x 56 x 55.0 cm

 } Connected load: 220 – 240 V/3.6 kW
 }  Appliance dimensions: 
59.5 x 59.5 x 54.8 cm

 }  Installation dimensions: 
57.5 – 59.7 x 56 x 55.0 cm

 } Connected load: 220 – 240 V/3.58 kW
 }  Appliance dimensions: 
59.5 x 59.5 x 51.5 cm

 }  Installation dimensions: 
57.5 – 59.7 x 56 x 55.0 cm
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inside door
PyrolyticEnergy All-glass
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BUILT-IN OVENS

Junker+ JB 33AC51
Built-in electric oven

Junker+ JB 33UC51
Built-in electric oven

Junker+ JB 33UK51
Built-in electric oven

Junker+ JB 33DF51
Built-in electric oven

DESIGN Stainless steel, control panel  
with glass inlay

Stainless steel, control panel  
with glass inlay

Stainless steel, control panel  
with glass inlay

Stainless steel, control panel  
with glass inlay

FEATURES Oven system with 8 operating modes,  
can be set between 40 °C and 275 °C:
 } Top/bottom heating
 } Bottom heating
 } Circulated air 40 °C – 200 °C
 } Full-surface grill
 } Centre-area grill
 } Circulated air grill
 } Pizza setting
 } Defrosting

Oven system with 8 operating modes,  
can be set between 40 °C and 275 °C:
 } Top/bottom heating
 } Bottom heating
 } Circulated air 40 °C – 200 °C
 } Full-surface grill
 } Centre-area grill
 } Circulated air grill
 } Pizza setting
 } Defrosting

Oven system with 8 operating modes,  
can be set between 40 °C and 275 °C:
 } Top/bottom heating
 } Bottom heating
 } Circulated air 40 °C – 200 °C
 } Full-surface grill
 } Centre-area grill
 } Circulated air grill
 } Pizza setting
 } Defrosting

Oven system with 10 operating modes,  
can be set between 40 °C and 275 °C:
 } Top/bottom heating 
 } Bottom heating
 } Hot air (3 levels)
 }  Hot air eco (1 level)
 }  Full-surface grill

 } Centre-area grill
 } Thermo grill 
 } Pizza setting 
 } Steam cooking setting 
 } Bread baking setting 180 °C – 220 °C

CONVENIENCE  } Fully retractable knobs
 } Cooling fan
 } Fully glazed inside door, removable
 }  Smooth, acid-resistant enamel, 
crystal grey

 }  Large oven chamber with 
suspended grates (4 levels)

 }  Accessories: aluminium baking tray,  
brilliant chrome-plated roasting shelf,  
universal pan

 } Special accessories: see page 19

 } Fully retractable knobs
 } Electronic clock
 } Cooling fan
 } Fully glazed inside door, removable
 }  Smooth, acid-resistant enamel, 
crystal grey

 }  Large oven chamber with 
suspended grates (4 levels)

 }  Accessories: aluminium baking tray,  
brilliant chrome-plated roasting shelf,  
universal pan

 } Special accessories: see page 19

 }   Fully retractable knobs
 } Electronic clock
 } Cooling fan
 } Fully glazed inside door, removable
 }  Catalytic self-cleaning – self-cleaning 
rear wall and side walls

 }  Smooth, acid-resistant enamel, 
crystal grey

 }  Large oven chamber with 
suspended grates (4 levels)

 }  Accessories: aluminium baking tray,  
brilliant chrome-plated roasting shelf,  
universal pan

 } Special accessories: see page 19

 }   Fully retractable knob
 } Electronic clock 
 } Information button
 } Child lock 
 } Digital display 
 } Operating mode symbol display
 } Actual temperature indicator 
 } Rapid heating
 } Visual heating indicator 
 } Residual heat indicator 
 } Automatic safety switch-off

 } Cooling fan 
 } Fold-down dual-circuit grill
 } Hydro Clean® 
 } Fully glazed inside door, removable
 } Self-cleaning oven rear wall
 }  Smooth, acid-resistant enamel,  
crystal grey 

 }  Large oven chamber with 
suspended grates (4 levels)

 }  Accessories: aluminium baking tray,  
brilliant chrome-plated roasting shelf,  
universal pan 

 } Special accessories: see page 19

Power 
& dimensions  
(H x W x D)

 }    Connected load:  
220 – 230  V / max. 2.9  kW

 }  Appliance dimensions:  
59.5 x 59.5 x 55.0 cm

 }  Installation dimensions:  
57.5 - 59.7 x 56.0 - 56.8 x 55.0 cm

 }  Connected load:  
220 – 230 V/max. 2.9 kW

 }  Appliance dimensions:  
59.5 x 59.5 x 55.0 cm

 }  Installation dimensions:  
57.5 - 59.7 x 56.0 - 56.8 x 55.0 cm

 }    Connected load:  
220  – 230 V / max. 2.9 kW

 }  Appliance dimensions:  
59.5 x 59.5 x 55.0 cm

 }  Installation dimensions:  
57.5 - 59.7 x 56.0 - 56.8 x 55.0 cm

 }  Connected load:  
220  –  230  V / max.  3.65  kW

 }  Appliance dimensions:  
59.5 x 59.5 x 55.0 cm

 }  Installation dimensions:  
57.5  -  59.7  x  56.0  -  56.8  x  55.0 cm

Energy All-glass
inside door

Energy All-glass
inside door

Electronic 
clock
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Junker+ JB 33AC51
Built-in electric oven

Junker+ JB 33UC51
Built-in electric oven

Junker+ JB 33UK51
Built-in electric oven

Junker+ JB 33DF51
Built-in electric oven

DESIGN Stainless steel, control panel  
with glass inlay

Stainless steel, control panel  
with glass inlay

Stainless steel, control panel  
with glass inlay

Stainless steel, control panel  
with glass inlay

FEATURES Oven system with 8 operating modes,  
can be set between 40 °C and 275 °C:
 } Top/bottom heating
 } Bottom heating
 } Circulated air 40 °C – 200 °C
 } Full-surface grill
 } Centre-area grill
 } Circulated air grill
 } Pizza setting
 } Defrosting

Oven system with 8 operating modes,  
can be set between 40 °C and 275 °C:
 } Top/bottom heating
 } Bottom heating
 } Circulated air 40 °C – 200 °C
 } Full-surface grill
 } Centre-area grill
 } Circulated air grill
 } Pizza setting
 } Defrosting

Oven system with 8 operating modes,  
can be set between 40 °C and 275 °C:
 } Top/bottom heating
 } Bottom heating
 } Circulated air 40 °C – 200 °C
 } Full-surface grill
 } Centre-area grill
 } Circulated air grill
 } Pizza setting
 } Defrosting

Oven system with 10 operating modes,  
can be set between 40 °C and 275 °C:
 } Top/bottom heating 
 } Bottom heating
 } Hot air (3 levels)
 }  Hot air eco (1 level)
 }  Full-surface grill

 } Centre-area grill
 } Thermo grill 
 } Pizza setting 
 } Steam cooking setting 
 } Bread baking setting 180 °C – 220 °C

CONVENIENCE  } Fully retractable knobs
 } Cooling fan
 } Fully glazed inside door, removable
 }  Smooth, acid-resistant enamel, 
crystal grey

 }  Large oven chamber with 
suspended grates (4 levels)

 }  Accessories: aluminium baking tray,  
brilliant chrome-plated roasting shelf,  
universal pan

 } Special accessories: see page 19

 } Fully retractable knobs
 } Electronic clock
 } Cooling fan
 } Fully glazed inside door, removable
 }  Smooth, acid-resistant enamel, 
crystal grey

 }  Large oven chamber with 
suspended grates (4 levels)

 }  Accessories: aluminium baking tray,  
brilliant chrome-plated roasting shelf,  
universal pan

 } Special accessories: see page 19

 }   Fully retractable knobs
 } Electronic clock
 } Cooling fan
 } Fully glazed inside door, removable
 }  Catalytic self-cleaning – self-cleaning 
rear wall and side walls

 }  Smooth, acid-resistant enamel, 
crystal grey

 }  Large oven chamber with 
suspended grates (4 levels)

 }  Accessories: aluminium baking tray,  
brilliant chrome-plated roasting shelf,  
universal pan

 } Special accessories: see page 19

 }   Fully retractable knob
 } Electronic clock 
 } Information button
 } Child lock 
 } Digital display 
 } Operating mode symbol display
 } Actual temperature indicator 
 } Rapid heating
 } Visual heating indicator 
 } Residual heat indicator 
 } Automatic safety switch-off

 } Cooling fan 
 } Fold-down dual-circuit grill
 } Hydro Clean® 
 } Fully glazed inside door, removable
 } Self-cleaning oven rear wall
 }  Smooth, acid-resistant enamel,  
crystal grey 

 }  Large oven chamber with 
suspended grates (4 levels)

 }  Accessories: aluminium baking tray,  
brilliant chrome-plated roasting shelf,  
universal pan 

 } Special accessories: see page 19

Power 
& dimensions  
(H x W x D)

 }    Connected load:  
220 – 230  V / max. 2.9  kW

 }  Appliance dimensions:  
59.5 x 59.5 x 55.0 cm

 }  Installation dimensions:  
57.5 - 59.7 x 56.0 - 56.8 x 55.0 cm

 }  Connected load:  
220 – 230 V/max. 2.9 kW

 }  Appliance dimensions:  
59.5 x 59.5 x 55.0 cm

 }  Installation dimensions:  
57.5 - 59.7 x 56.0 - 56.8 x 55.0 cm

 }    Connected load:  
220  – 230 V / max. 2.9 kW

 }  Appliance dimensions:  
59.5 x 59.5 x 55.0 cm

 }  Installation dimensions:  
57.5 - 59.7 x 56.0 - 56.8 x 55.0 cm

 }  Connected load:  
220  –  230  V / max.  3.65  kW

 }  Appliance dimensions:  
59.5 x 59.5 x 55.0 cm

 }  Installation dimensions:  
57.5  -  59.7  x  56.0  -  56.8  x  55.0 cm
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BUILT-IN OVENS AND COOKERS

Junker+ JB 33DP50
Built-in electric oven

Junker JH 11AC50
Built-in electric cooker

Junker JH 13AC50
Built-in electric cooker

Junker JH 23UC50
Built-in electric cooker

DESIGN Stainless steel, control panel  
with glass inlay

Stainless steel Stainless steel Stainless steel

FEATURES Oven system with 10 operating modes,  
can be set between 40 °C and 275 °C:
 } Top/bottom heating
 } Bottom heating
 } Hot air (3 levels)
 } Hot air eco (1 level)
 } Full-surface grill 

 } Centre-area grill
 } Thermo grill
 } Pizza setting
 } Steam cooking setting
 } Bread baking setting 180 °C – 220 °C

Oven system with 2 operating modes,  
can be set between 50 °C and 250 °C:
 } Top/bottom heating
 } Top heating

Oven system with 4 operating modes,  
can be set between 50 °C and 270 °C:
 } Top/bottom heating
 } Circulated air
 } Circulated air grill
 } Full-surface grill

Oven system with 6 operating modes,  
can be set between 50 °C and 270 °C:
 } Top/bottom heating
 } Bottom heating
 } Circulated air
 } Circulated air grill
 } Full-surface grill
 } Centre-area grill

CONVENIENCE

 

 

Combinable:

 } Fully retractable knob
 } Electronic clock
 } Information button
 } Child lock
 } Digital display
 } Operating mode symbol display
 } Actual temperature indicator
 } Rapid heating
 } Visual heating indicator
 } Residual heat indicator
 } Automatic safety switch-off

 } Pyrolytic self-cleaning
 } Fully glazed inside door, removable
 } Cooling fan
 } Oven lighting: 40 W
 }  Smooth, acid-resistant enamel, 
crystal grey

 }  Large oven chamber with 
suspended grates (4 levels)

 }  Accessories: brilliant, chrome-plated  
roasting shelf, 1 x enamelled baking  
tray, suitable for pyrolytic self-cleaning,  
1 x universal pan, suitable for pyrolytic  
self-cleaning

 } Special accessories: see page 19

 }   Fully glazed inside door, removable
 }  Smooth, scratch- and impact-resistant 
enamel

 }  Smooth oven with removable 
shelf rack (4 levels)

 }  Cooling fan
 }  Oven lighting: 40 W
 }  Indicator light for the oven
 } Indicator light for the hob
 }  Accessories: 1 aluminium baking tray, 
1 brilliant chrome-plated roasting shelf

 } Special accessories: see page 19

 
 
 

 } With all Junker hobs

 }   Fully glazed inside door, removable
 }  Smooth, scratch- and impact-resistant 
enamel

 }  Smooth oven with removable 
shelf rack (4 levels)

 }  Cooling fan
 }  Oven lighting: 40 W
 }  Indicator light for the oven
 } Indicator light for the hob
 }  Accessories: 1 aluminium baking tray, 
1 brilliant chrome-plated roasting shelf

 } Special accessories: see page 19
 

 

 } With all Junker hobs

 } Fully retractable knob
 } Electronic clock
 } Child lock
 } Fully glazed inside door, removable
 }  Smooth, scratch- and impact-resistant  
enamel

 }  Smooth oven with removable 
shelf rack (4 levels)

 } Cooling fan
 } Oven lighting: 40 W
 } Indicator light for the oven
 } 2 indicator lights for the hob
 }   Accessories: 1 universal pan, 
1 brilliant chrome-plated roasting shelf

 } Special accessories: see page 19

 } With all Junker hobs

Power 
& dimensions  
(H x W x D)

 }    Connected load:  
220  –  240  V / max.  3.65  kW

 }  Appliance dimensions: 
59.5 x 59.5 x 54.8 cm

 }  Installation dimensions:  
57.5 - 59.7 x 56 - 56.8 x 55.0 cm

 }  Connected load:  
220 – 240 V/2.8 kW

 }  Appliance dimensions: 
59.5 x 59.5 x 54.8 cm

 }  Installation dimensions:  
57.5 – 59.7 x 56.0 x 55.0 cm

 }    Connected load:  
220 – 240 V/10.4 kW

 }  Appliance dimensions: 
59.5 x 59.5 x 54.8 cm

 }  Installation dimensions: 
60.0 x 56.0 x 55.0 cm

 }    Connected load:  
220 – 240 V/10.6 kW

 }  Appliance dimensions: 
59.5 x 59.5 x 54.8 cm

 }  Installation dimensions: 
60.0 x 56.0 x 55.0 cm

 }    Connected load:  
220 – 240 V/10.6 kW

 }  Appliance dimensions: 
59.5 x 59.5 x 54.8 cm

 }  Installation dimensions: 
60.0 x 56.0 x 55.0 cm

Electronic 
clock

Energy All-glass
inside door

Pyrolytic
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Junker+ JB 33DP50
Built-in electric oven

Junker JH 11AC50
Built-in electric cooker

Junker JH 13AC50
Built-in electric cooker

Junker JH 23UC50
Built-in electric cooker

DESIGN Stainless steel, control panel  
with glass inlay

Stainless steel Stainless steel Stainless steel

FEATURES Oven system with 10 operating modes,  
can be set between 40 °C and 275 °C:
 } Top/bottom heating
 } Bottom heating
 } Hot air (3 levels)
 } Hot air eco (1 level)
 } Full-surface grill 

 } Centre-area grill
 } Thermo grill
 } Pizza setting
 } Steam cooking setting
 } Bread baking setting 180 °C – 220 °C

Oven system with 2 operating modes,  
can be set between 50 °C and 250 °C:
 } Top/bottom heating
 } Top heating

Oven system with 4 operating modes,  
can be set between 50 °C and 270 °C:
 } Top/bottom heating
 } Circulated air
 } Circulated air grill
 } Full-surface grill

Oven system with 6 operating modes,  
can be set between 50 °C and 270 °C:
 } Top/bottom heating
 } Bottom heating
 } Circulated air
 } Circulated air grill
 } Full-surface grill
 } Centre-area grill

CONVENIENCE

 

 

Combinable:

 } Fully retractable knob
 } Electronic clock
 } Information button
 } Child lock
 } Digital display
 } Operating mode symbol display
 } Actual temperature indicator
 } Rapid heating
 } Visual heating indicator
 } Residual heat indicator
 } Automatic safety switch-off

 } Pyrolytic self-cleaning
 } Fully glazed inside door, removable
 } Cooling fan
 } Oven lighting: 40 W
 }  Smooth, acid-resistant enamel, 
crystal grey

 }  Large oven chamber with 
suspended grates (4 levels)

 }  Accessories: brilliant, chrome-plated  
roasting shelf, 1 x enamelled baking  
tray, suitable for pyrolytic self-cleaning,  
1 x universal pan, suitable for pyrolytic  
self-cleaning

 } Special accessories: see page 19

 }   Fully glazed inside door, removable
 }  Smooth, scratch- and impact-resistant 
enamel

 }  Smooth oven with removable 
shelf rack (4 levels)

 }  Cooling fan
 }  Oven lighting: 40 W
 }  Indicator light for the oven
 } Indicator light for the hob
 }  Accessories: 1 aluminium baking tray, 
1 brilliant chrome-plated roasting shelf

 } Special accessories: see page 19

 
 
 

 } With all Junker hobs

 }   Fully glazed inside door, removable
 }  Smooth, scratch- and impact-resistant 
enamel

 }  Smooth oven with removable 
shelf rack (4 levels)

 }  Cooling fan
 }  Oven lighting: 40 W
 }  Indicator light for the oven
 } Indicator light for the hob
 }  Accessories: 1 aluminium baking tray, 
1 brilliant chrome-plated roasting shelf

 } Special accessories: see page 19
 

 

 } With all Junker hobs

 } Fully retractable knob
 } Electronic clock
 } Child lock
 } Fully glazed inside door, removable
 }  Smooth, scratch- and impact-resistant  
enamel

 }  Smooth oven with removable 
shelf rack (4 levels)

 } Cooling fan
 } Oven lighting: 40 W
 } Indicator light for the oven
 } 2 indicator lights for the hob
 }   Accessories: 1 universal pan, 
1 brilliant chrome-plated roasting shelf

 } Special accessories: see page 19

 } With all Junker hobs

Power 
& dimensions  
(H x W x D)

 }    Connected load:  
220  –  240  V / max.  3.65  kW

 }  Appliance dimensions: 
59.5 x 59.5 x 54.8 cm

 }  Installation dimensions:  
57.5 - 59.7 x 56 - 56.8 x 55.0 cm

 }  Connected load:  
220 – 240 V/2.8 kW

 }  Appliance dimensions: 
59.5 x 59.5 x 54.8 cm

 }  Installation dimensions:  
57.5 – 59.7 x 56.0 x 55.0 cm

 }    Connected load:  
220 – 240 V/10.4 kW

 }  Appliance dimensions: 
59.5 x 59.5 x 54.8 cm

 }  Installation dimensions: 
60.0 x 56.0 x 55.0 cm

 }    Connected load:  
220 – 240 V/10.6 kW

 }  Appliance dimensions: 
59.5 x 59.5 x 54.8 cm

 }  Installation dimensions: 
60.0 x 56.0 x 55.0 cm

 }    Connected load:  
220 – 240 V/10.6 kW

 }  Appliance dimensions: 
59.5 x 59.5 x 54.8 cm

 }  Installation dimensions: 
60.0 x 56.0 x 55.0 cm
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BUILT-IN COOKERS

Junker+ JH 33AC51
Built-in electric cooker

Junker+ JH 33UC51
Built-in electric cooker

DESIGN Stainless steel, control panel with glass 
inlay

Stainless steel, control panel with glass inlay

FEATURES Oven system with 8 operating modes,  
can be set between 40 °C and 275 °C:
 } Top/bottom heating
 } Bottom heating
 } Circulated air 40 °C – 200 °C
 } Circulated air grill
 } Full-surface grill
 } Centre-area grill
 } Pizza setting
 } Defrosting

Oven system with 8 operating modes,  
can be set between 40 °C and 275 °C:
 } Top/bottom heating
 } Bottom heating
 } Circulated air 40 °C – 200 °C
 } Circulated air grill
 } Full-surface grill
 } Centre-area grill
 } Pizza setting
 } Defrosting

CONVENIENCE

 
 
 
 
 

Combinable:

 } Fully retractable knobs
 } Fully glazed inside door, removable
 } Cooling fan
 }  Smooth, acid-resistant enamel, 
crystal grey

 }  Large oven chamber with 
suspended grates (4 levels)

 } Indicator light for the oven
 } Indicator light for the hob
 } Oven lighting: 40 W
 }  Accessories: aluminium baking tray,  
brilliant chrome-plated roasting shelf,  
universal pan

 } Special accessories: see page 19
 

 

 } With all Junker hobs

 } Fully retractable knobs
 } Electronic clock
 } Fully glazed inside door, removable
 } Cooling fan
 }  Smooth, acid-resistant enamel, 
crystal grey

 }  Large oven chamber with 
suspended grates (4 levels)

 } Indicator light for the oven
 } Indicator light for the hob
 } Oven lighting: 40 W
 }  Accessories: aluminium baking tray,  
brilliant chrome-plated roasting shelf,  
universal pan

 } Special accessories: see page 19

 } With all Junker hobs

Power 
& dimensions  
(H x W x D)

 }     Connected load: 220 – 230 V / max. 10.8 kW 
with hob

 }  Appliance dimensions: 
59.5 x 59.5 x 55 cm

 }  Installation dimensions: 
60.0 - 60.4 x 56.0 - 56.8 x 55.0 cm

 }   Connected load: 220–230 V/max. 10.8 kW 
with hob

 }  Appliance dimensions: 
59.5 x 59.5 x 55 cm

 }  Installation dimensions: 
60.0 - 60.4 x 56.0 - 56.8 x 55.0 cm

Energy All-glass
inside door

Electronic 
clock

Energy All-glass
inside door
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Junker+ JH 33AC51
Built-in electric cooker

Junker+ JH 33UC51
Built-in electric cooker

DESIGN Stainless steel, control panel with glass 
inlay

Stainless steel, control panel with glass inlay

FEATURES Oven system with 8 operating modes,  
can be set between 40 °C and 275 °C:
 } Top/bottom heating
 } Bottom heating
 } Circulated air 40 °C – 200 °C
 } Circulated air grill
 } Full-surface grill
 } Centre-area grill
 } Pizza setting
 } Defrosting

Oven system with 8 operating modes,  
can be set between 40 °C and 275 °C:
 } Top/bottom heating
 } Bottom heating
 } Circulated air 40 °C – 200 °C
 } Circulated air grill
 } Full-surface grill
 } Centre-area grill
 } Pizza setting
 } Defrosting

CONVENIENCE

 
 
 
 
 

Combinable:

 } Fully retractable knobs
 } Fully glazed inside door, removable
 } Cooling fan
 }  Smooth, acid-resistant enamel, 
crystal grey

 }  Large oven chamber with 
suspended grates (4 levels)

 } Indicator light for the oven
 } Indicator light for the hob
 } Oven lighting: 40 W
 }  Accessories: aluminium baking tray,  
brilliant chrome-plated roasting shelf,  
universal pan

 } Special accessories: see page 19
 

 

 } With all Junker hobs

 } Fully retractable knobs
 } Electronic clock
 } Fully glazed inside door, removable
 } Cooling fan
 }  Smooth, acid-resistant enamel, 
crystal grey

 }  Large oven chamber with 
suspended grates (4 levels)

 } Indicator light for the oven
 } Indicator light for the hob
 } Oven lighting: 40 W
 }  Accessories: aluminium baking tray,  
brilliant chrome-plated roasting shelf,  
universal pan

 } Special accessories: see page 19

 } With all Junker hobs

Power 
& dimensions  
(H x W x D)

 }     Connected load: 220 – 230 V / max. 10.8 kW 
with hob

 }  Appliance dimensions: 
59.5 x 59.5 x 55 cm

 }  Installation dimensions: 
60.0 - 60.4 x 56.0 - 56.8 x 55.0 cm

 }   Connected load: 220–230 V/max. 10.8 kW 
with hob

 }  Appliance dimensions: 
59.5 x 59.5 x 55 cm

 }  Installation dimensions: 
60.0 - 60.4 x 56.0 - 56.8 x 55.0 cm

Built-in ovens/built-in cookers

Order no. Item

JZ 11BA11 
Junker

Aluminium baking tray for all 
Junker cookers and ovens  
(except those featuring  
pyrolytic self-cleaning)

JZ11BE11 
Junker

Enamelled baking tray for all 
Junker cookers and ovens  
(except those featuring  
pyrolytic self-cleaning)

JZ 11BE22 
Junker

Universal pan for JB23PQ50

JZ 1332X0 
Junker+

Aluminium baking tray for all 
Junker+ cookers and ovens 
(except those featuring  
pyrolytic self-cleaning)

JZ 1342X0 
Junker+

Enamelled baking tray for all 
Junker+ cookers and ovens 

JZ 1242X1 
Junker+

Universal pan with roasting  
shelf insert for all Junker+  
cookers and ovens

JZ 1432X1 
Junker+

Baking tray/roasting shelf,  
stepped

JZ 1352X0 
Junker+

Pizza baking tray

JZ 1282X3  
Junker+

System steamer

JZ 1702X2 
Junker+

Telescopic rails x 2

JZ 1742X2 
Junker+

Telescopic rails x 3

JZ 1755X2  
Junker+

Fully extending telescopic  
rails x 4 with locking function

JZ 1765X2  
Junker+

Telescopic rails x 2 with  
ocking function for JC33AC50

JZ 1913X0 
Junker+

Ceramic baking stone

Special accessories 
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BUILT-IN OVENS

Junker+ JC 33AC50
Built-in compact oven

Junker+ JM 46GA50
Built-in combi-microwave

Junker JM 15AA51
Built-in microwave

Junker JM 26AA52
Built-in microwave

Junker JM 16GA52
Built-in microwave oven with grill

DESIGN Stainless steel Stainless steel, control panel with glass inlay Stainless steel Stainless steel Stainless steel

FEATURES Oven system with 8 operating modes,  
can be set between 50 °C and 275 °C:
 } Top/bottom heating
 } Bottom heating
 } Hot air (2 levels)
 } Full-surface grill
 } Centre-area grill
 } Thermo grill
 } Pizza setting
 } Defrosting

 } 900 W microwave
 }  5 power settings: 900 W, 600 W, 
360 W, 180 W, 90 W

 }  4 heating types: hot air and  
circulated air grilling up to 230 °C,  
full-surface grill, intensive heat

 }    44 l stainless steel cooking  
compartment

 } 800 W microwave
 }  5 power settings: 800 W, 600 W, 
360 W, 180 W, 90 W

 }    17 l stainless steel cooking compartment
 }  Built-in appliance for a 50 cm-wide  
wall unit

 } 900 W microwave
 }  5 power settings: 900 W, 600 W, 
360 W, 180 W, 90 W

 }    25 l stainless steel cooking compartment
 }  Built-in appliance for a 60 cm-wide  
tall housing

 } 800 W microwave
 }  5 power settings: 800 W, 600 W, 
360 W, 180 W, 90 W

 } Grill function
 }    20 l stainless steel cooking compartment
 }  Built-in appliance for a 60 cm-wide 
wall unit, tall housing

CONVENIENCE  }   Fully retractable knobs
 } Cooling fan
 } Fully glazed inside door, removable
 }  Smooth, acid-resistant enamel, 
crystal grey

 }  Large oven chamber with 
suspended grates (3 levels)

 } Oven lighting: 25 W
 } Operating state indicator lamp
 }  Accessories: aluminium baking tray,  
brilliant chrome-plated roasting shelf

 }  Simple electronic operation with a  
retractable rotary selector and short- 
stroke keys for 5 power settings  
(900 W, 600 W, 360 W, 180 W, 90 W)  
for heating up, cooking,

 }    warming up, continuous cooking,  
defrosting

 } 15 automatic programmes
 }    Automatic weight sensor for  
4 defrosting programmes

 }    Automatic weight sensor for  
3 cooking programmes

 } Fully retractable knobs
 }  Electronic clock with time display  
and child lock

 } Interior lighting

 }  Simple operation:  
particularly simple, effective setting

 } 7 automatic programmes
 }  Automatic weight sensor for  
4 defrosting programmes

 }    Automatic weight sensor for  
3 cooking programmes

 } Memory function (1 saving slot)
 } Electronic clock with time display
 } 24.5 cm rotary glass plate
 } Interior lighting
 } LED display 

 }    Simple operation:  
particularly simple, effective setting

 } 7 automatic programmes
 }  Automatic weight sensor for  
4 defrosting programmes

 } Memory function (1 saving slot)
 } Electronic clock with time display
 } 31.5 cm rotary glass plate
 } Interior lighting
 } LED display

 }  Simple operation:  
particularly simple, effective setting

 } 8 automatic programmes
 }  Automatic weight sensor for  
4 defrosting programmes

 }    Automatic weight sensor for  
3 cooking programmes

 } Memory function (1 saving slot)
 } Electronic clock with time display
 } 25.5 cm rotary glass plate
 } Interior lighting
 } LED display

Junker JM 16AA52:
Identical construction,  
without grill function

Power 
& dimensions  
(H x W x D)

 }    Connected load: 220 – 230 V/2.8 kW
 }    Appliance dimensions:  
45.4 x 59.5 x 55.0 cm

 }    Installation dimensions:  
45.0 x 56.0 x 55.0 cm

 }  Connected load: 220 – 230 V/2.8 kW
 }    Appliance dimensions:  
45.4 x 59.4 x 57.0 cm

 }    Installation dimensions:  
45.0 x 56.0 x 55.0 cm

 }    Connected load:  
220 – 230 V/max. 1.27 kW

 }    CAppliance dimensions:  
28.0 x 45.3 x 32.0 cm

 }    Connected load:  
220 – 230 V/1.45 kW

 }    Appliance dimensions:  
38.2 x 59.4 x 38.8 cm

 }    Connected load:  
220 – 230 V/1.27 kW

 }    Appliance dimensions:  
38.2 x 59.4 x 31.7 cm

Energy All-glass
inside door
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Junker+ JC 33AC50
Built-in compact oven

Junker+ JM 46GA50
Built-in combi-microwave

Junker JM 15AA51
Built-in microwave

Junker JM 26AA52
Built-in microwave

Junker JM 16GA52
Built-in microwave oven with grill

DESIGN Stainless steel Stainless steel, control panel with glass inlay Stainless steel Stainless steel Stainless steel

FEATURES Oven system with 8 operating modes,  
can be set between 50 °C and 275 °C:
 } Top/bottom heating
 } Bottom heating
 } Hot air (2 levels)
 } Full-surface grill
 } Centre-area grill
 } Thermo grill
 } Pizza setting
 } Defrosting

 } 900 W microwave
 }  5 power settings: 900 W, 600 W, 
360 W, 180 W, 90 W

 }  4 heating types: hot air and  
circulated air grilling up to 230 °C,  
full-surface grill, intensive heat

 }    44 l stainless steel cooking  
compartment

 } 800 W microwave
 }  5 power settings: 800 W, 600 W, 
360 W, 180 W, 90 W

 }    17 l stainless steel cooking compartment
 }  Built-in appliance for a 50 cm-wide  
wall unit

 } 900 W microwave
 }  5 power settings: 900 W, 600 W, 
360 W, 180 W, 90 W

 }    25 l stainless steel cooking compartment
 }  Built-in appliance for a 60 cm-wide  
tall housing

 } 800 W microwave
 }  5 power settings: 800 W, 600 W, 
360 W, 180 W, 90 W

 } Grill function
 }    20 l stainless steel cooking compartment
 }  Built-in appliance for a 60 cm-wide 
wall unit, tall housing

CONVENIENCE  }   Fully retractable knobs
 } Cooling fan
 } Fully glazed inside door, removable
 }  Smooth, acid-resistant enamel, 
crystal grey

 }  Large oven chamber with 
suspended grates (3 levels)

 } Oven lighting: 25 W
 } Operating state indicator lamp
 }  Accessories: aluminium baking tray,  
brilliant chrome-plated roasting shelf

 }  Simple electronic operation with a  
retractable rotary selector and short- 
stroke keys for 5 power settings  
(900 W, 600 W, 360 W, 180 W, 90 W)  
for heating up, cooking,

 }    warming up, continuous cooking,  
defrosting

 } 15 automatic programmes
 }    Automatic weight sensor for  
4 defrosting programmes

 }    Automatic weight sensor for  
3 cooking programmes

 } Fully retractable knobs
 }  Electronic clock with time display  
and child lock

 } Interior lighting

 }  Simple operation:  
particularly simple, effective setting

 } 7 automatic programmes
 }  Automatic weight sensor for  
4 defrosting programmes

 }    Automatic weight sensor for  
3 cooking programmes

 } Memory function (1 saving slot)
 } Electronic clock with time display
 } 24.5 cm rotary glass plate
 } Interior lighting
 } LED display 

 }    Simple operation:  
particularly simple, effective setting

 } 7 automatic programmes
 }  Automatic weight sensor for  
4 defrosting programmes

 } Memory function (1 saving slot)
 } Electronic clock with time display
 } 31.5 cm rotary glass plate
 } Interior lighting
 } LED display

 }  Simple operation:  
particularly simple, effective setting

 } 8 automatic programmes
 }  Automatic weight sensor for  
4 defrosting programmes

 }    Automatic weight sensor for  
3 cooking programmes

 } Memory function (1 saving slot)
 } Electronic clock with time display
 } 25.5 cm rotary glass plate
 } Interior lighting
 } LED display

Junker JM 16AA52:
Identical construction,  
without grill function

Power 
& dimensions  
(H x W x D)

 }    Connected load: 220 – 230 V/2.8 kW
 }    Appliance dimensions:  
45.4 x 59.5 x 55.0 cm

 }    Installation dimensions:  
45.0 x 56.0 x 55.0 cm

 }  Connected load: 220 – 230 V/2.8 kW
 }    Appliance dimensions:  
45.4 x 59.4 x 57.0 cm

 }    Installation dimensions:  
45.0 x 56.0 x 55.0 cm

 }    Connected load:  
220 – 230 V/max. 1.27 kW

 }    CAppliance dimensions:  
28.0 x 45.3 x 32.0 cm

 }    Connected load:  
220 – 230 V/1.45 kW

 }    Appliance dimensions:  
38.2 x 59.4 x 38.8 cm

 }    Connected load:  
220 – 230 V/1.27 kW

 }    Appliance dimensions:  
38.2 x 59.4 x 31.7 cm
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HOTPLATES

Junker JR 16AK51
Stand-alone electric hotplate,  

stainless steel

Junker JR 36DK53
Stand-alone electric hotplate,  

glass ceramic

Junker JR 36DT52
Stand-alone electric hotplate,  

glass ceramic

Junker JR 36FT52
Stand-alone electric hotplate,  

glass ceramic

Junker JR 36ET54
Stand-alone electric hotplate,  

glass ceramic

DESIGN Stainless steel with integrated 
hotplate controls

With stainless steel frame and
integrated hotplate controls

With stainless steel frame and
integrated hotplate controls

Stainless steel Stainless steel

FEATURES 4 cast hotplates:
 } 2 cooking zones Ø 18 cm, 2.0 kW
 } 2 cooking zones Ø 14.5 cm, 1.5 kW

4 High Speed cooking zones:
 } 2 cooking zones Ø 18 cm, 2.0 kW
 } 2 cooking zones Ø 14.5 cm, 1.2 kW

4 High Speed cooking zones:
 } 1 cooking zone Ø 21 cm, 2.2 kW
 } 1 cooking zone Ø 18 cm, 2.0 kW
 } 2 cooking zones Ø 14.5 cm, 1.2 kW

4 High Speed cooking zones:
 }  1 cooking zone Ø 17/26.5 cm 
with connectible extended cooking zone 
1.8/2.6 kW

 }  1 dual-circuit cooking zone  
Ø 12/21 cm, 0.75/2.2 kW

 } 2 cooking zones Ø 14.5 cm, 1.2 kW

4 High Speed cooking zones:
 }  1 cooking zone Ø 14.5 cm, 1.2 kW 
radiation heating (max. Power setting 
1.6 kW) 

 } 1 cooking zone Ø 18 cm, 2.0 kW
 }  1 cooking zone Ø 12 cm, 21 cm,  
0.8 kW, 1.2 kW radiation heating 
(max. Power setting 2.6 kW)

 } 1 cooking zone Ø 14.5 cm, 1.2 kW

CONVENIENCE  } Hotplate controls at the side
 }    Cooking zones can be set to  
9 different settings

 } Operation indicator lamp

 } Hotplate controls at the side
 }    Cooking zones can be set to  
9 different settings

 }  Residual heat indicator for  
every cooking zone

 }  Touch Control
 } Restart function
 } Digital display of the heat settings
 } 17 power settings
 }  2-stage residual heat indicator 
per cooking zone

 } Child lock
 } Main switch with stop function
 } Automatic safety switch-off
 } Operation indicator lamp

 }    Touch Control
 } Restart function
 } Digital display of the heat settings
 } 17 power settings
 }  2-stage residual heat indicator 
per cooking zone

 } Child lock
 } Main switch with stop function
 } Automatic safety switch-off
 } Operation indicator lamp

 }    Touch Control with timer
 } Power boost function for 2 cooking zones
 } Wipe-proof function
 } Restart function
 } Digital display of the heat settings
 } 17 power settings
 }  2-stage residual heat indicator 
per cooking zone

 } Child lock
 } Main switch with stop function
 } Automatic safety switch-off
 } Operation indicator lamp

Power 
& dimensions  
(H x W x D)

 } Connected load: 230 V/7.0 kW
 } Appliance dimensions: 58.0 x 51.0 cm
 }    Installation dimensions:  
4.5 x 56.0 x 49.0 cm

 }  Connected load: 220 – 240 V/6.4 kW
 } Appliance dimensions: 58.3 x 51.3 cm
 }    Installation dimensions:  
4.8 x 56.0 x 49.0-50.0 cm

 }    Connected load: 220 – 240 V/6.6 kW
 } Appliance dimensions: 58.3 x 51.3 cm
 }    Installation dimensions:  
4.8 x 56.0 x 49.0-50.0 cm

 } Connected load: 220 – 240 V/6.7 kW
 } Appliance dimensions: 58.3 x 51.3 cm
 }    Installation dimensions:  
4.8 x 56 x 49.0-50.0 cm

 } Connected load: 220 – 240 V/6.7 kW
 } Appliance dimensions: 58.3 x 51.3 cm
 }    Installation dimensions:  
4.8 x 56.0 x 49.0 cm
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Junker JR 16AK51
Stand-alone electric hotplate,  

stainless steel

Junker JR 36DK53
Stand-alone electric hotplate,  

glass ceramic

Junker JR 36DT52
Stand-alone electric hotplate,  

glass ceramic

Junker JR 36FT52
Stand-alone electric hotplate,  

glass ceramic

Junker JR 36ET54
Stand-alone electric hotplate,  

glass ceramic

DESIGN Stainless steel with integrated 
hotplate controls

With stainless steel frame and
integrated hotplate controls

With stainless steel frame and
integrated hotplate controls

Stainless steel Stainless steel

FEATURES 4 cast hotplates:
 } 2 cooking zones Ø 18 cm, 2.0 kW
 } 2 cooking zones Ø 14.5 cm, 1.5 kW

4 High Speed cooking zones:
 } 2 cooking zones Ø 18 cm, 2.0 kW
 } 2 cooking zones Ø 14.5 cm, 1.2 kW

4 High Speed cooking zones:
 } 1 cooking zone Ø 21 cm, 2.2 kW
 } 1 cooking zone Ø 18 cm, 2.0 kW
 } 2 cooking zones Ø 14.5 cm, 1.2 kW

4 High Speed cooking zones:
 }  1 cooking zone Ø 17/26.5 cm 
with connectible extended cooking zone 
1.8/2.6 kW

 }  1 dual-circuit cooking zone  
Ø 12/21 cm, 0.75/2.2 kW

 } 2 cooking zones Ø 14.5 cm, 1.2 kW

4 High Speed cooking zones:
 }  1 cooking zone Ø 14.5 cm, 1.2 kW 
radiation heating (max. Power setting 
1.6 kW) 

 } 1 cooking zone Ø 18 cm, 2.0 kW
 }  1 cooking zone Ø 12 cm, 21 cm,  
0.8 kW, 1.2 kW radiation heating 
(max. Power setting 2.6 kW)

 } 1 cooking zone Ø 14.5 cm, 1.2 kW

CONVENIENCE  } Hotplate controls at the side
 }    Cooking zones can be set to  
9 different settings

 } Operation indicator lamp

 } Hotplate controls at the side
 }    Cooking zones can be set to  
9 different settings

 }  Residual heat indicator for  
every cooking zone

 }  Touch Control
 } Restart function
 } Digital display of the heat settings
 } 17 power settings
 }  2-stage residual heat indicator 
per cooking zone

 } Child lock
 } Main switch with stop function
 } Automatic safety switch-off
 } Operation indicator lamp

 }    Touch Control
 } Restart function
 } Digital display of the heat settings
 } 17 power settings
 }  2-stage residual heat indicator 
per cooking zone

 } Child lock
 } Main switch with stop function
 } Automatic safety switch-off
 } Operation indicator lamp

 }    Touch Control with timer
 } Power boost function for 2 cooking zones
 } Wipe-proof function
 } Restart function
 } Digital display of the heat settings
 } 17 power settings
 }  2-stage residual heat indicator 
per cooking zone

 } Child lock
 } Main switch with stop function
 } Automatic safety switch-off
 } Operation indicator lamp

Power 
& dimensions  
(H x W x D)

 } Connected load: 230 V/7.0 kW
 } Appliance dimensions: 58.0 x 51.0 cm
 }    Installation dimensions:  
4.5 x 56.0 x 49.0 cm

 }  Connected load: 220 – 240 V/6.4 kW
 } Appliance dimensions: 58.3 x 51.3 cm
 }    Installation dimensions:  
4.8 x 56.0 x 49.0-50.0 cm

 }    Connected load: 220 – 240 V/6.6 kW
 } Appliance dimensions: 58.3 x 51.3 cm
 }    Installation dimensions:  
4.8 x 56.0 x 49.0-50.0 cm

 } Connected load: 220 – 240 V/6.7 kW
 } Appliance dimensions: 58.3 x 51.3 cm
 }    Installation dimensions:  
4.8 x 56 x 49.0-50.0 cm

 } Connected load: 220 – 240 V/6.7 kW
 } Appliance dimensions: 58.3 x 51.3 cm
 }    Installation dimensions:  
4.8 x 56.0 x 49.0 cm
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HOTPLATES

Junker+ JR 38IT54
Stand-alone electric hotplate,  

glass ceramic

Junker+ JI 36BT54
Stand-alone induction hotplate,  

glass ceramic

Junker+ JI 36GT54
Stand-alone induction hotplate,  

glass ceramic

Junker+ JI 36ET54
Stand-alone induction hotplate,  

glass ceramic

Junker JI 36LT55
Stand-alone induction hotplate with  

combined induction, glass ceramic

DESIGN With stainless steel frame and
integrated hotplate controls

With stainless steel frame and
integrated hotplate controls

With stainless steel frame and
integrated hotplate controls

With stainless steel frame and
integrated hotplate controls

With stainless steel frame and
integrated hotplate controls

FEATURES 4 High Speed heating elements:
 } 1 cooking zone Ø 14.5 cm, 1.2 kW
 }  1 dual-circuit cooking zone  
Ø 12/21 cm, 0.75 kW/2.2 kW

 }  1 cooking zone Ø 17/26.5 cm 
with connectible extended cooking zone 
1.8/2.6 kW

 }  1 dual-circuit cooking zone  
Ø 18/23 cm, 1.5 kW/2.4 kW

3 induction cooking zones:
 }  1 cooking zone Ø 14.5 cm, 1.4 kW 
(Power setting 2.2 kW)

 }  1 cooking zone Ø 21 cm, 2.2 kW 
(Power setting 3.7 kW)

 }  1 cooking zone Ø 28 cm, 2.6 kW 
(Power setting 3.7 kW)

4 induction cooking zones:
 }  2 cooking zones Ø 14.5 cm, 1.4 kW 
(Power setting 1.8 kW)

 }  2 cooking zones Ø 18 cm, 1.8 kW 
(Power setting 2.5 kW)

4 induction cooking zones:
 }  1 cooking zone Ø 14.5 cm, 1.4 kW 
(Power setting 2.2 kW)

 }  1 cooking zone Ø 18 cm, 1.8 kW 
(Power setting 3.1 kW)

 }  1 cooking zone Ø 21 cm, 2.2 kW 
(Power setting 3.7 kW)

 }  1 cooking zone Ø 18, 1.8 kW with 
connectible extended cooking zone  
18/28 cm, 1.8/2.0 kW  
(Power setting 3.7 kW)

4 induction cooking zones:
 }  1 cooking zone Ø 14.5 cm, 1.4 kW 
(Power setting 2.2 kW)

 }  1 cooking zone Ø 18 cm, 1.8 kW 
(Power setting 3.1 kW)

 }  2 cooking zones Ø 21 cm, 2.2 kW 
with combined induction 
(Power setting 3.7 kW)

CONVENIENCE  } Touch Control with timer 
 } Power boost function for 2 cooking zones
 } Wipe-proof function
 } Restart function
 } Digital display of the heat settings
 } 17 power settings
 }  2-stage residual heat indicator 
per cooking zone

 } Main switch with stop function
 } Child lock
 } Automatic safety switch-off
 } Operation indicator lamp

 }  Touch Control with timer
 } Power setting for all cooking zones
 } Power management
 } Quick Start
 } Restart function
 } Short-term timer
 } Digital display of the heat settings
 }    2-stage residual heat indicator per  
cooking zone

 } Child lock
 } Main switch with stop function
 } Automatic safety switch-off
 } Operation indicator lamp

 }  Touch Control with timer
 } Power setting for all cooking zones
 } Power management
 } Quick Start
 } Restart function
 } Short-term timer
 } Digital display of the heat settings
 }  2-stage residual heat indicator 
per cooking zone

 } Child lock
 } Main switch with stop function
 } Automatic safety switch-off
 } Operation indicator lamp

 } Touch Control with timer
 } Power setting for all cooking zones
 } Power management
 } Quick Start
 } Restart function
 } Short-term timer
 } Digital display of the heat settings
 }  2-stage residual heat indicator 
per cooking zone

 } Child lock
 } Main switch with stop function
 } Automatic safety switch-off
 } Operation indicator lamp

 }  Touch Control with timer
 } Combined induction
 } Combined Move
 } Power setting for all cooking zones
 } Power management
 } Quick Start and Restart function
 } Wipe-proof function
 } Short-term timer
 } Digital display of the heat settings
 }  2-stage residual heat indicator 
per cooking zone

 } Child lock
 } Main switch with stop function
 } Automatic safety switch-off
 } Operation indicator lamp

Power 
& dimensions  
(H x W x D)

 }    Connected load: 220 – 240 V/max. 7.4 kW
 } Appliance dimensions: 79.5 x 51.7 cm
 }    Installation dimensions:  
4.8 x 78.0 x 50.0 cm

 }  Connected load: 220 – 240 V/7.4 kW
 } Appliance dimensions: 58.3 x 51.3 cm
 } I   nstallation dimensions:  

5.5 x 56.0 x 49.0-50.0 cm

 }    Connected load: 220 – 240 V/4.6 kW
 } Appliance dimensions: 58.3 x 51.3 cm
 }    Installation dimensions:  
5.5 x 56.0 x 49.0-50.0 cm

 } Connected load: 220 – 240 V/7.4 kW
 } Appliance dimensions: 58.3 x 51.3 cm
 }    Installation dimensions:  
5.5 x 56.0 x 49.0-50.0 cm

 } Connected load: 220 – 240 V/6.9 kW
 } Appliance dimensions: 58.3 x 51.3 cm
 }    Installation dimensions:  
5.5 x 56.0 x 49.0-50.0 cm
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Junker+ JR 38IT54
Stand-alone electric hotplate,  

glass ceramic

Junker+ JI 36BT54
Stand-alone induction hotplate,  

glass ceramic

Junker+ JI 36GT54
Stand-alone induction hotplate,  

glass ceramic

Junker+ JI 36ET54
Stand-alone induction hotplate,  

glass ceramic

Junker JI 36LT55
Stand-alone induction hotplate with  

combined induction, glass ceramic

DESIGN With stainless steel frame and
integrated hotplate controls

With stainless steel frame and
integrated hotplate controls

With stainless steel frame and
integrated hotplate controls

With stainless steel frame and
integrated hotplate controls

With stainless steel frame and
integrated hotplate controls

FEATURES 4 High Speed heating elements:
 } 1 cooking zone Ø 14.5 cm, 1.2 kW
 }  1 dual-circuit cooking zone  
Ø 12/21 cm, 0.75 kW/2.2 kW

 }  1 cooking zone Ø 17/26.5 cm 
with connectible extended cooking zone 
1.8/2.6 kW

 }  1 dual-circuit cooking zone  
Ø 18/23 cm, 1.5 kW/2.4 kW

3 induction cooking zones:
 }  1 cooking zone Ø 14.5 cm, 1.4 kW 
(Power setting 2.2 kW)

 }  1 cooking zone Ø 21 cm, 2.2 kW 
(Power setting 3.7 kW)

 }  1 cooking zone Ø 28 cm, 2.6 kW 
(Power setting 3.7 kW)

4 induction cooking zones:
 }  2 cooking zones Ø 14.5 cm, 1.4 kW 
(Power setting 1.8 kW)

 }  2 cooking zones Ø 18 cm, 1.8 kW 
(Power setting 2.5 kW)

4 induction cooking zones:
 }  1 cooking zone Ø 14.5 cm, 1.4 kW 
(Power setting 2.2 kW)

 }  1 cooking zone Ø 18 cm, 1.8 kW 
(Power setting 3.1 kW)

 }  1 cooking zone Ø 21 cm, 2.2 kW 
(Power setting 3.7 kW)

 }  1 cooking zone Ø 18, 1.8 kW with 
connectible extended cooking zone  
18/28 cm, 1.8/2.0 kW  
(Power setting 3.7 kW)

4 induction cooking zones:
 }  1 cooking zone Ø 14.5 cm, 1.4 kW 
(Power setting 2.2 kW)

 }  1 cooking zone Ø 18 cm, 1.8 kW 
(Power setting 3.1 kW)

 }  2 cooking zones Ø 21 cm, 2.2 kW 
with combined induction 
(Power setting 3.7 kW)

CONVENIENCE  } Touch Control with timer 
 } Power boost function for 2 cooking zones
 } Wipe-proof function
 } Restart function
 } Digital display of the heat settings
 } 17 power settings
 }  2-stage residual heat indicator 
per cooking zone

 } Main switch with stop function
 } Child lock
 } Automatic safety switch-off
 } Operation indicator lamp

 }  Touch Control with timer
 } Power setting for all cooking zones
 } Power management
 } Quick Start
 } Restart function
 } Short-term timer
 } Digital display of the heat settings
 }    2-stage residual heat indicator per  
cooking zone

 } Child lock
 } Main switch with stop function
 } Automatic safety switch-off
 } Operation indicator lamp

 }  Touch Control with timer
 } Power setting for all cooking zones
 } Power management
 } Quick Start
 } Restart function
 } Short-term timer
 } Digital display of the heat settings
 }  2-stage residual heat indicator 
per cooking zone

 } Child lock
 } Main switch with stop function
 } Automatic safety switch-off
 } Operation indicator lamp

 } Touch Control with timer
 } Power setting for all cooking zones
 } Power management
 } Quick Start
 } Restart function
 } Short-term timer
 } Digital display of the heat settings
 }  2-stage residual heat indicator 
per cooking zone

 } Child lock
 } Main switch with stop function
 } Automatic safety switch-off
 } Operation indicator lamp

 }  Touch Control with timer
 } Combined induction
 } Combined Move
 } Power setting for all cooking zones
 } Power management
 } Quick Start and Restart function
 } Wipe-proof function
 } Short-term timer
 } Digital display of the heat settings
 }  2-stage residual heat indicator 
per cooking zone

 } Child lock
 } Main switch with stop function
 } Automatic safety switch-off
 } Operation indicator lamp

Power 
& dimensions  
(H x W x D)

 }    Connected load: 220 – 240 V/max. 7.4 kW
 } Appliance dimensions: 79.5 x 51.7 cm
 }    Installation dimensions:  
4.8 x 78.0 x 50.0 cm

 }  Connected load: 220 – 240 V/7.4 kW
 } Appliance dimensions: 58.3 x 51.3 cm
 } I   nstallation dimensions:  

5.5 x 56.0 x 49.0-50.0 cm

 }    Connected load: 220 – 240 V/4.6 kW
 } Appliance dimensions: 58.3 x 51.3 cm
 }    Installation dimensions:  
5.5 x 56.0 x 49.0-50.0 cm

 } Connected load: 220 – 240 V/7.4 kW
 } Appliance dimensions: 58.3 x 51.3 cm
 }    Installation dimensions:  
5.5 x 56.0 x 49.0-50.0 cm

 } Connected load: 220 – 240 V/6.9 kW
 } Appliance dimensions: 58.3 x 51.3 cm
 }    Installation dimensions:  
5.5 x 56.0 x 49.0-50.0 cm
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HOTPLATES

Junker JI 38LT55
Stand-alone induction hotplate

with combined induction, glass ceramic

Junker JG 16BB51
Stand-alone gas hob 

Junker JG 17BB51
Stand-alone gas hob

DESIGN With stainless steel frame and
integrated hotplate controls

Stainless steel Stainless steel

FEATURES 4 induction cooking zones:
 }  1 cooking zone Ø 14.5 cm, 1.4 kW 
(Power setting 2.2 kW)

 }  1 cooking zone Ø 28 cm, 2.6 kW 
(Power setting 3.7 kW)

 }  2 cooking zones Ø 21 cm, 2.2 kW 
combined induction 
(Power setting 3.7 kW for each)

4 hob burners:
 } 1 high-output burner 3.0 kW
 } 1 economy burner 1.0 kW
 } 2 standard-output burners 1.75 kW

5 hob burners:
 } 1 high-output burner 3.0 kW
 } 1 wok burner 4.0 kW
 } 1 economy burner 1.0 kW
 } 2 standard-output burners 1.75 kW

CONVENIENCE  } Touch Control with timer
 } Combined induction
 } Combined Move
 } Power setting
 } Sensor button
 } Power management
 } Quick Start and Restart function
 } Wipe-proof function

 } Short-term timer
 } Digital display of the heat settings
 }    2-stage residual heat indicator per  
cooking zone

 } Child lock
 } Main switch with stop function
 } Automatic safety switch-off
 } Operation indicator lamp

 }  Electric stroke spark ignition can  
be operated with one hand

 }  Protection against unintentional  
gas leakage 
(thermoelectric safety pilot)

 } Steel pot supports with rubber feet
 }  Pre-set to natural gas (20 mbar), 
can be converted to liquefied gas

 }  Electric stroke spark ignition can  
be operated with one hand

 }  Protection against unintentional 
gas leakage 
(thermoelectric safety pilot)

 }  Steel pot supports with rubber feet
 }  Pre-set to natural gas (20 mbar), 
can be converted to liquefied gas

Power 
& dimensions  
(H x W x D)

 }    Connected load: 220 – 240 V/max. 7.4 kW
 } Appliance dimensions: 79.5 x 51.7 cm
 }    Installation dimensions:  
5.5 x 79.5 x 51.7 cm

 }    Connected gas load: 7.4 kW
 } Appliance dimensions: 58.2 x 52.0 cm
 }    Installation dimensions:  
48.0 x 49.0 x 56.0 cm

 } Connected gas load: 11.4 kW
 } Appliance dimensions: 75.0 x 52.0 cm
 }    Installation dimensions:  
48.0 x 49.0 x 56.0 cm
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Junker JI 38LT55
Stand-alone induction hotplate

with combined induction, glass ceramic

Junker JG 16BB51
Stand-alone gas hob 

Junker JG 17BB51
Stand-alone gas hob

DESIGN With stainless steel frame and
integrated hotplate controls

Stainless steel Stainless steel

FEATURES 4 induction cooking zones:
 }  1 cooking zone Ø 14.5 cm, 1.4 kW 
(Power setting 2.2 kW)

 }  1 cooking zone Ø 28 cm, 2.6 kW 
(Power setting 3.7 kW)

 }  2 cooking zones Ø 21 cm, 2.2 kW 
combined induction 
(Power setting 3.7 kW for each)

4 hob burners:
 } 1 high-output burner 3.0 kW
 } 1 economy burner 1.0 kW
 } 2 standard-output burners 1.75 kW

5 hob burners:
 } 1 high-output burner 3.0 kW
 } 1 wok burner 4.0 kW
 } 1 economy burner 1.0 kW
 } 2 standard-output burners 1.75 kW

CONVENIENCE  } Touch Control with timer
 } Combined induction
 } Combined Move
 } Power setting
 } Sensor button
 } Power management
 } Quick Start and Restart function
 } Wipe-proof function

 } Short-term timer
 } Digital display of the heat settings
 }    2-stage residual heat indicator per  
cooking zone

 } Child lock
 } Main switch with stop function
 } Automatic safety switch-off
 } Operation indicator lamp

 }  Electric stroke spark ignition can  
be operated with one hand

 }  Protection against unintentional  
gas leakage 
(thermoelectric safety pilot)

 } Steel pot supports with rubber feet
 }  Pre-set to natural gas (20 mbar), 
can be converted to liquefied gas

 }  Electric stroke spark ignition can  
be operated with one hand

 }  Protection against unintentional 
gas leakage 
(thermoelectric safety pilot)

 }  Steel pot supports with rubber feet
 }  Pre-set to natural gas (20 mbar), 
can be converted to liquefied gas

Power 
& dimensions  
(H x W x D)

 }    Connected load: 220 – 240 V/max. 7.4 kW
 } Appliance dimensions: 79.5 x 51.7 cm
 }    Installation dimensions:  
5.5 x 79.5 x 51.7 cm

 }    Connected gas load: 7.4 kW
 } Appliance dimensions: 58.2 x 52.0 cm
 }    Installation dimensions:  
48.0 x 49.0 x 56.0 cm

 } Connected gas load: 11.4 kW
 } Appliance dimensions: 75.0 x 52.0 cm
 }    Installation dimensions:  
48.0 x 49.0 x 56.0 cm

Hotplates

Order no. Item
JZ 9442X0 
Junker

4-piece set: 3 pots + 1 pan, 
induction-capable

Special accessories 
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HOTPLATES

Junker JE 16AH50
Hob

Junker JE 26DH12
Glass ceramic hob

Junker JE 36DH52
Glass ceramic hob

Junker JE 36FH52
Glass ceramic hob

DESIGN Stainless steel Frameless With stainless steel frame With stainless steel frame

FEATURES Stainless steel hob with 4 cast hotplates:
 }  2 quick-cook hotplates: 
1 x Ø 14.5 cm, 1.5 kW 
1 x Ø 18 cm, 2.0 kW

 }  2 standard hotplates 
1 x Ø 14.5 cm, 1.0 kW 
1 x Ø 18 cm, 1.5 kW

Glass ceramic hob with 4 high-speed  
cooking zones:
 } 2 cooking zones Ø 18 cm, 2.0 kW
 } 2 cooking zones Ø 14.5 cm, 1.2 kW

Glass ceramic hob with 4 high-speed  
cooking zones:
 } 2 cooking zones Ø 18 cm, 2.0 kW
 } 2 cooking zones Ø 14.5 cm, 1.2 kW

Glass ceramic hob with 4 high-speed 
cooking zones:
 }  1 cooking zone Ø 17/26.5 cm, 
with connectible extended cooking zone 
1.6 kW/2.4 kW

 }  1 dual-circuit zone Ø 12/21 cm, 
0.75 kW/2.2 kW

 } 2 cooking zones Ø 14.5 cm, 1.2 kW

CONVENIENCE 

Combinable:

 } Continuously adjustable

 
 
 

 } With all Junker and Junker+ cookers

 } Continuously adjustable

 
 
 

 } With all Junker and Junker+ cookers

 } Continuously adjustable
 } 4x residual heat indicator

 
 
 
 

 } With all Junker and Junker+ cookers

 } Continuously adjustable
 } 4x residual heat indicator

 
 
 
 

 } With all Junker and Junker+ cookers

Power 
& dimensions  
(H x W x D)

 }    Connected load: 220 – 240 V/6.0 kW
 } Appliance dimensions: 58.0 x 51.0 cm
 }    Installation dimensions:  
4 x 56.0 x 49.0 cm

 }  Connected load: 220 – 240 V/6.4 kW
 } Appliance dimensions: 59.2 x 52.2 cm
 }    Installation dimensions:  
3.9 x 56.0 x 49.0 cm

 }    Connected load: 220 – 240 V/6.4 kW
 } Appliance dimensions: 58.3 x 51.3 cm
 }    Installation dimensions:  
4.3 x 56.0 x 49.0-50.0 cm

 }  Connected load: 220 – 240 V/max. 7.0 kW
 } Appliance dimensions: 58.3 x 51.3 cm
 }    Installation dimensions:  
4.3 x 56.0 x 49.0-50.0 cm
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Junker JE 16AH50
Hob

Junker JE 26DH12
Glass ceramic hob

Junker JE 36DH52
Glass ceramic hob

Junker JE 36FH52
Glass ceramic hob

DESIGN Stainless steel Frameless With stainless steel frame With stainless steel frame

FEATURES Stainless steel hob with 4 cast hotplates:
 }  2 quick-cook hotplates: 
1 x Ø 14.5 cm, 1.5 kW 
1 x Ø 18 cm, 2.0 kW

 }  2 standard hotplates 
1 x Ø 14.5 cm, 1.0 kW 
1 x Ø 18 cm, 1.5 kW

Glass ceramic hob with 4 high-speed  
cooking zones:
 } 2 cooking zones Ø 18 cm, 2.0 kW
 } 2 cooking zones Ø 14.5 cm, 1.2 kW

Glass ceramic hob with 4 high-speed  
cooking zones:
 } 2 cooking zones Ø 18 cm, 2.0 kW
 } 2 cooking zones Ø 14.5 cm, 1.2 kW

Glass ceramic hob with 4 high-speed 
cooking zones:
 }  1 cooking zone Ø 17/26.5 cm, 
with connectible extended cooking zone 
1.6 kW/2.4 kW

 }  1 dual-circuit zone Ø 12/21 cm, 
0.75 kW/2.2 kW

 } 2 cooking zones Ø 14.5 cm, 1.2 kW

CONVENIENCE 

Combinable:

 } Continuously adjustable

 
 
 

 } With all Junker and Junker+ cookers

 } Continuously adjustable

 
 
 

 } With all Junker and Junker+ cookers

 } Continuously adjustable
 } 4x residual heat indicator

 
 
 
 

 } With all Junker and Junker+ cookers

 } Continuously adjustable
 } 4x residual heat indicator

 
 
 
 

 } With all Junker and Junker+ cookers

Power 
& dimensions  
(H x W x D)

 }    Connected load: 220 – 240 V/6.0 kW
 } Appliance dimensions: 58.0 x 51.0 cm
 }    Installation dimensions:  
4 x 56.0 x 49.0 cm

 }  Connected load: 220 – 240 V/6.4 kW
 } Appliance dimensions: 59.2 x 52.2 cm
 }    Installation dimensions:  
3.9 x 56.0 x 49.0 cm

 }    Connected load: 220 – 240 V/6.4 kW
 } Appliance dimensions: 58.3 x 51.3 cm
 }    Installation dimensions:  
4.3 x 56.0 x 49.0-50.0 cm

 }  Connected load: 220 – 240 V/max. 7.0 kW
 } Appliance dimensions: 58.3 x 51.3 cm
 }    Installation dimensions:  
4.3 x 56.0 x 49.0-50.0 cm
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NO CHANCE FOR 
STEAM AND ODOURS.
EXTRACTOR HOODS FROM JUNKER
The aroma of cooking food can be pleasant, but it shouldn't 
stink. What's more, the frying grease should be filtered from 
the air, just as the moisture should be from the cooking pots. 
With our modern extractor hoods, you can rest assured that all 
of these things will happen perfectly. Efficient, quiet, reliable, 
with various equipment features and power settings of up to 
730 m3/h. 

This clears the air, giving you an unobstructed view of the 
attractive design of our extractor hoods, which make a true 
aesthetic statement. 

The hoods are available as island or wall-mounted hoods as 
required, and in various designs, such as box and angled hoods 
or flat kitchen hoods, which can be discreetly integrated into 
kitchen units.
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THE IDEAL EXTRACTOR HOOD FOR 
EVERY KITCHEN.

YOUR ADVANTAGES:

POWER

Junker extractor hoods with a fan output 
of up to 730 m³/h filter out all vapours 
produced during cooking and frying –  
ensuring fresh air in the kitchen at all 
times.

ê  Fresh air in the kitchen at all times 
thanks to powerful motors

LED LIGHTING

The innovative LED lights of the 
extractor hoods from Junker ensure 
even more light for the hob. Another 
bright spot: the long-lasting lights  
consume very little energy.

ê Very energy-efficient
ê Bright light

QUICK-MOUNTING FIXTURE

Quick and simple: with the innovative 
installation system, Junker makes 
mounting extractor hoods even more  
precise, convenient and safe. The hood  
can also be aligned horizontally and  
vertically after drilling.

ê Fast, simple and versatile mounting

CIRCULATING AIR MODE

Circulating air mode in an extractor 
hood is based on the principle of air 
exchange. Instead of discharging the 
kitchen fumes extracted outside via an 
exhaust duct and supplying fresh air 
through a window, the circulating air 
mode system filters and cleans the air 
and then returns it to the room. Air thus 
constantly recirculates in a continuous 
cycle.

ê  No complicated exhaust duct system 
required

EXHAUST AIR MODE

Extractor hoods based on the exhaust  
system are powerful and effective. 
Odours, grease and steam are extract-
ed, filtered and routed outside via an 
exhaust duct. What's important here is  
a sufficient supply of fresh air.

 ê  Vapours channelled directly outside
 ê  Powerful and effective

FLAT KITCHEN HOODS

Flat kitchen hoods are installed in the 
wall unit and feature an almost invisible 
construction, especially when the flat 
extension is concealed behind the unit 
door with the help of a lowering frame 
(special accessory). A handle strip en-
larges the suction area to twice the size.

ê Discreet and almost invisible

ENERGY-EFFICIENCY RATING 
A+

Thanks to a modern motor, our extractor
hoods boast good energy-efficiency rat-
ings and economically remove all
odours that are created during cooking.

ê  Astonishingly efficient. Clear air,  
low consumption

WALL-MOUNTED HOODS

A wall-mounted hood is generally mount-
ed between the wall units above the 
hotplate. This means they blend in with 
the kitchen units while ensuring good 
ventilation that is hardly noticeable – 
apart from its efficiency.

ê   Good ventilation, blending in  
perfectly with the kitchen design

ISLAND HOODS

Our powerful and quiet island hoods 
are mounted above kitchen island units. 
With a timelessly attractive design, they 
aren't just specialists in ensuring clean 
air, but also turn a head or two in the 
kitchen as well. 

ê  Attractive and effective central  
element of the kitchen

Power + LED Easy
Installation

Energy
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EXTRACTOR HOODS

* Fan output as per EN 61591/noise levels as per EN 60704-3 and EN 60704-2-13. In accordance with EU Regulation no. 65/2014.

Junker JD 36AW51
Flat kitchen hood

Junker JD 36AL50
Flat kitchen hood

Junker JD 36AE50
Flat kitchen hood

Junker JD 39AE50
Flat kitchen hood

Junker JD 66WW50
Wall-mounted hood

DESIGN Hipped-roof design, stainless steel Hipped-roof design, stainless steel Hipped-roof design, stainless steel Hipped-roof design, stainless steel Hipped-roof design, stainless steel

FEATURES  }  For installation in a 60 cm-wide wall unit
 }  Telescopic rails, panelling with original  
light strip from kitchen furniture  
manufacturer possible

 }  For exhaust air or circulating air mode,  
a starter set will be required for the  
circulating air mode

 }  2-stage fan output, adjustable using  
rocker switch

 }  Automatic switching on/off with activation  
of moving filter surface

 }  Grease filter with saturation indicator, 
easy to replace

 }  For installation in a 60 cm-wide wall unit
 }  Telescopic rails, panelling with original  
light strip from kitchen furniture  
manufacturer possible

 }  For exhaust air or circulating air mode, 
a starter set will be required for the 
circulating air mode

 }  3-stage fan output, adjustable using  
rocker switch

 }  Automatic switching on/off with activation  
of moving filter surface

 }  Durable, dishwasher-suitable metal grease  
filter

 } Stainless steel handle strip

 }  For installation in a 60 cm-wide wall unit
 }  Telescopic rails, panelling with original  
light strip from kitchen furniture  
manufacturer possible

 }  For exhaust air or circulating air mode,  
a starter set will be required for the  
circulating air mode

 }  4-stage fan output, adjustable using 
short-stroke keys with LED display

 }  Automatic three-stage over-running 
of fan blades with digital display

 }  Energy-saving operation thanks to efficient 
BLDC technology

 }  Durable, dishwasher-suitable metal grease 
filter 

 } Stainless steel handle strip

 }  For installation in a 60 cm-wide or 90 cm-
wide wall cupboard

 }  Telescopic rails, panelling with original  
light strip from kitchen furniture  
manufacturer possible

 }  For exhaust air or circulating air mode, 
 a starter set will be required for the  
circulating air mode

 }  4-stage fan output, adjustable using 
short-stroke keys with LED display

 }  Automatic three-stage over-running 
of fan blades with digital display

 }  Energy-saving operation thanks to efficient 
BLDC technology

 }  Durable, dishwasher-suitable metal grease 
filter 

 } Stainless steel handle strip

 } For mounting on the wall
 }  For exhaust air or circulating air mode, 
a starter set will be required for the 
circulating air mode

 }  3-stage fan output, adjustable using rock-
er switch

 }  Durable, dishwasher-suitable metal grease 
filter

CONVENIENCE  }  Bright, even illumination with 
2 x 20 W halogen light bulbs

 } Illuminance: 403 lux
 } Colour temperature: 2,700 K

 }   Bright, even illumination with 
1 x 3 W LED module

 } Illuminance: 468 lux
 } Colour temperature: 3,500 K

 }   Bright, even illumination with 
1 x 3 W LED module

 } Illuminance: 468 lux
 } Colour temperature: 3,500 K

 }  Bright, even illumination with 
2 x 3 W LED modules

 } Illuminance: 569 lux
 } Colour temperature: 3,500 K

 }   Bright, even illumination with 
2 x 30 W halogen light bulbs

 } Illuminance: 270 lux
 } Colour temperature: 2,700 K

POWER 
& 
CONSUMPTION 

 } Energy-efficiency rating: C*
 }  Average energy consumption: 
63.7 kWh/year*

 } Fan efficiency rating: C*
 } Lighting efficiency rating: E*
 } Grease filter efficiency rating: C*
 }  Min./max. noise level at normal setting: 
60/65 dB*

 }  Fan output* in exhaust air mode max. 340 
m³/h, in circulating air mode max. 180 m³/h

 }   Energy-efficiency rating: B*
 }  Average energy consumption: 
39.2 kWh/year*

 } Fan efficiency rating: C*
 } Lighting efficiency rating: A*
 } Grease filter efficiency rating: B*
 }  Min./max. noise level at normal setting: 
59/68 dB*

 }  Fan output* in exhaust air mode max.  
400 m³/h, in circulating air mode max.  
190 m³/h

 }    Energy-efficiency rating: A+*
 }  Average energy consumption: 
17.9 kWh/year*

 } Fan efficiency rating: A*
 } Lighting efficiency rating: A*
 } Grease filter efficiency rating: C*

 }   Min./max. noise level at normal setting:  
53/59 dB*

 }  Fan output* in exhaust air mode max. 
270/420 m³/h, in circulating air mode  
max. 160/170 m³/h

 } Energy-efficiency rating: A*
 }  Average energy consumption: 
20 kWh/year*

 } Fan efficiency rating: A*
 } Lighting efficiency rating: A*
 } Grease filter efficiency rating: C*
 }  Min./max. noise level at normal setting: 
53/60 dB*

 }  Fan output* in exhaust air mode max. 
270/420 m³/h, in circulating air mode  
max. 160/180 m³/h

 } Energy-efficiency rating: D*
 }  Average energy consumption: 
91.8 kWh/year*

 } Fan efficiency rating: E*
 } Lighting efficiency rating: G*
 } Grease filter efficiency rating: D*
 }  Min./max. noise level at normal setting: 
53/67 dB*

 }  Fan output* in exhaust air mode  
max. 390 m³/h, in circulating air mode  
max. 230 m³/h

SPECIAL 
FEATURES

 } JZ 5145X0 circulating air mode starter set
 } JZ 5760N0 stainless steel handle strip

 } JZ 5145X0 circulating air mode starter set  } JZ 5101X5 circulating air mode starter set  } JZ 5145X0 circulating air mode starter set  } JZ 5138X5 circulating air mode starter set

Dimensions  
(H x W x D)

 }    Exhaust air: 203 x 598 x 290 mm
 } Circulated air: 203 x 598 x 290 mm

 } Exhaust air: 203 x 598 x 290 mm
 } Circulated air: 203 x 598 x 290 mm

 } Exhaust air: 203 – 598 x 200 mm
 } Circulated air: 203 – 598 x 200 mm

 } Exhaust air: 203 x 898 x 290 mm
 } Circulated air: 203 x 898 x 290 mm

 } Exhaust air: 799 – 976 x 600 x 500 mm
 }    Circulated air:  
799 – 976 x 600 x 500 mm

60 60
LED
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Junker JD 36AW51
Flat kitchen hood

Junker JD 36AL50
Flat kitchen hood

Junker JD 36AE50
Flat kitchen hood

Junker JD 39AE50
Flat kitchen hood

Junker JD 66WW50
Wall-mounted hood

DESIGN Hipped-roof design, stainless steel Hipped-roof design, stainless steel Hipped-roof design, stainless steel Hipped-roof design, stainless steel Hipped-roof design, stainless steel

FEATURES  }  For installation in a 60 cm-wide wall unit
 }  Telescopic rails, panelling with original  
light strip from kitchen furniture  
manufacturer possible

 }  For exhaust air or circulating air mode,  
a starter set will be required for the  
circulating air mode

 }  2-stage fan output, adjustable using  
rocker switch

 }  Automatic switching on/off with activation  
of moving filter surface

 }  Grease filter with saturation indicator, 
easy to replace

 }  For installation in a 60 cm-wide wall unit
 }  Telescopic rails, panelling with original  
light strip from kitchen furniture  
manufacturer possible

 }  For exhaust air or circulating air mode, 
a starter set will be required for the 
circulating air mode

 }  3-stage fan output, adjustable using  
rocker switch

 }  Automatic switching on/off with activation  
of moving filter surface

 }  Durable, dishwasher-suitable metal grease  
filter

 } Stainless steel handle strip

 }  For installation in a 60 cm-wide wall unit
 }  Telescopic rails, panelling with original  
light strip from kitchen furniture  
manufacturer possible

 }  For exhaust air or circulating air mode,  
a starter set will be required for the  
circulating air mode

 }  4-stage fan output, adjustable using 
short-stroke keys with LED display

 }  Automatic three-stage over-running 
of fan blades with digital display

 }  Energy-saving operation thanks to efficient 
BLDC technology

 }  Durable, dishwasher-suitable metal grease 
filter 

 } Stainless steel handle strip

 }  For installation in a 60 cm-wide or 90 cm-
wide wall cupboard

 }  Telescopic rails, panelling with original  
light strip from kitchen furniture  
manufacturer possible

 }  For exhaust air or circulating air mode, 
 a starter set will be required for the  
circulating air mode

 }  4-stage fan output, adjustable using 
short-stroke keys with LED display

 }  Automatic three-stage over-running 
of fan blades with digital display

 }  Energy-saving operation thanks to efficient 
BLDC technology

 }  Durable, dishwasher-suitable metal grease 
filter 

 } Stainless steel handle strip

 } For mounting on the wall
 }  For exhaust air or circulating air mode, 
a starter set will be required for the 
circulating air mode

 }  3-stage fan output, adjustable using rock-
er switch

 }  Durable, dishwasher-suitable metal grease 
filter

CONVENIENCE  }  Bright, even illumination with 
2 x 20 W halogen light bulbs

 } Illuminance: 403 lux
 } Colour temperature: 2,700 K

 }   Bright, even illumination with 
1 x 3 W LED module

 } Illuminance: 468 lux
 } Colour temperature: 3,500 K

 }   Bright, even illumination with 
1 x 3 W LED module

 } Illuminance: 468 lux
 } Colour temperature: 3,500 K

 }  Bright, even illumination with 
2 x 3 W LED modules

 } Illuminance: 569 lux
 } Colour temperature: 3,500 K

 }   Bright, even illumination with 
2 x 30 W halogen light bulbs

 } Illuminance: 270 lux
 } Colour temperature: 2,700 K

POWER 
& 
CONSUMPTION 

 } Energy-efficiency rating: C*
 }  Average energy consumption: 
63.7 kWh/year*

 } Fan efficiency rating: C*
 } Lighting efficiency rating: E*
 } Grease filter efficiency rating: C*
 }  Min./max. noise level at normal setting: 
60/65 dB*

 }  Fan output* in exhaust air mode max. 340 
m³/h, in circulating air mode max. 180 m³/h

 }   Energy-efficiency rating: B*
 }  Average energy consumption: 
39.2 kWh/year*

 } Fan efficiency rating: C*
 } Lighting efficiency rating: A*
 } Grease filter efficiency rating: B*
 }  Min./max. noise level at normal setting: 
59/68 dB*

 }  Fan output* in exhaust air mode max.  
400 m³/h, in circulating air mode max.  
190 m³/h

 }    Energy-efficiency rating: A+*
 }  Average energy consumption: 
17.9 kWh/year*

 } Fan efficiency rating: A*
 } Lighting efficiency rating: A*
 } Grease filter efficiency rating: C*

 }   Min./max. noise level at normal setting:  
53/59 dB*

 }  Fan output* in exhaust air mode max. 
270/420 m³/h, in circulating air mode  
max. 160/170 m³/h

 } Energy-efficiency rating: A*
 }  Average energy consumption: 
20 kWh/year*

 } Fan efficiency rating: A*
 } Lighting efficiency rating: A*
 } Grease filter efficiency rating: C*
 }  Min./max. noise level at normal setting: 
53/60 dB*

 }  Fan output* in exhaust air mode max. 
270/420 m³/h, in circulating air mode  
max. 160/180 m³/h

 } Energy-efficiency rating: D*
 }  Average energy consumption: 
91.8 kWh/year*

 } Fan efficiency rating: E*
 } Lighting efficiency rating: G*
 } Grease filter efficiency rating: D*
 }  Min./max. noise level at normal setting: 
53/67 dB*

 }  Fan output* in exhaust air mode  
max. 390 m³/h, in circulating air mode  
max. 230 m³/h

SPECIAL 
FEATURES

 } JZ 5145X0 circulating air mode starter set
 } JZ 5760N0 stainless steel handle strip

 } JZ 5145X0 circulating air mode starter set  } JZ 5101X5 circulating air mode starter set  } JZ 5145X0 circulating air mode starter set  } JZ 5138X5 circulating air mode starter set

Dimensions  
(H x W x D)

 }    Exhaust air: 203 x 598 x 290 mm
 } Circulated air: 203 x 598 x 290 mm

 } Exhaust air: 203 x 598 x 290 mm
 } Circulated air: 203 x 598 x 290 mm

 } Exhaust air: 203 – 598 x 200 mm
 } Circulated air: 203 – 598 x 200 mm

 } Exhaust air: 203 x 898 x 290 mm
 } Circulated air: 203 x 898 x 290 mm

 } Exhaust air: 799 – 976 x 600 x 500 mm
 }    Circulated air:  
799 – 976 x 600 x 500 mm
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EXTRACTOR HOODS

Junker JD 69WW50
Wall-mounted hood

Junker JD 66BW50
Wall-mounted hood

Junker JD 69BW50
Wall-mounted hood

Junker JD 66GW52
Wall-mounted hood with glass screen

Junker JD 69GW52
Wall-mounted hood with glass screen

DESIGN Hipped-roof design, stainless steel Box design, stainless steel Box design, stainless steel Glass design, stainless steel Glass design, stainless steel

FEATURES  }  For mounting on the wall
 }  For exhaust air or circulating air mode, 
a starter set will be required for the 
circulating air mode

 }  3-stage fan output, adjustable using  
rocker switch

 }  Durable, dishwasher-suitable metal grease 
filter

 } For mounting on the wall
 }  For exhaust air or circulating air mode, 
a starter set will be required for the 
circulating air mode

 }  3-stage fan output, adjustable using  
rocker switch

 }  Durable, dishwasher-suitable metal grease  
filter

 } For mounting on the wall
 }  For exhaust air or circulating air mode, 
a starter set will be required for the 
circulating air mode

 }  3-stage fan output, adjustable using  
rocker switch

 }  Durable, dishwasher-suitable metal grease 
filter

 } For mounting on the wall
 }  For exhaust air or circulating air mode, 
a starter set will be required for the 
circulating air mode

 }  3-stage fan output, adjustable using  
rocker switch

 }  Durable, dishwasher-suitable metal grease 
filter

 } For mounting on the wall
 }  For exhaust air or circulating air mode, 
a starter set will be required for the 
circulating air mode

 }  3-stage fan output, adjustable using  
rocker switch

 }  Durable, dishwasher-suitable metal grease 
filter

CONVENIENCE  }  Bright, even illumination with 
2 x 30 W halogen light bulbs

 } Illuminance: 246 lux
 } Colour temperature: 2,700 K

 }  Bright, even illumination with 
2 x 30 W halogen light bulbs

 } Illuminance: 270 lux
 } Colour temperature: 2,700 K

 }  Bright, even illumination with 
2 x 30 W halogen light bulbs

 } Illuminance: 246 lux
 } Colour temperature: 2,700 K

 }  Bright, even illumination with 
2 x 20 W halogen light bulbs

 } Illuminance: 372 lux
 } Colour temperature: 2,700 K

 }    Bright, even illumination with 
2 x 20 W halogen light bulbs

 } Illuminance: 307 lux
 } Colour temperature: 2,700 K

POWER 
& 
CONSUMPTION 

 } Energy-efficiency rating: E*
 }  Average energy consumption: 
102.6 kWh/year*

 } Fan efficiency rating: E* 
 } Lighting efficiency rating: G*
 } Grease filter efficiency rating: D*
 }  Min./max. noise level at normal setting: 
53/67 dB*

 }  Fan output* in exhaust air mode max.  
410 m³/h, in circulating air mode  
max. 230 m³/h

 } Energy-efficiency rating: E*
 }  Average energy consumption: 
103.7 kWh/year*

 } Fan efficiency rating: F*
 } Lighting efficiency rating: G*
 } Grease filter efficiency rating: D*
 }  Min./max. noise level at normal setting: 
53/64 dB*

 }  Fan output* in exhaust air mode  
max. 370 m³/h, in circulating air mode  
max. 230 m³/h

 } Energy-efficiency rating: E*
 }  Average energy consumption: 
103.4 kWh/year*

 } Fan efficiency rating: F*
 } Lighting efficiency rating: G*
 } Grease filter efficiency rating: D*
 }  Min./max. noise level at normal setting: 
52/64 dB*

 }  Fan output* in exhaust air mode  
max. 360 m³/h, in circulating air mode  
max. 230 m³/h

 } Energy-efficiency rating: D*
 }  Average energy consumption: 
91.6 kWh/year*

 } Fan efficiency rating: D*
 } Lighting efficiency rating: E*
 } Grease filter efficiency rating: B*
 }  Min./max. noise level at normal setting: 
47/62 dB*

 }  Fan output* in exhaust air mode  
max. 450 m³/h, in circulating air mode  
max. 290 m³/h

 } Energy-efficiency rating: D*
 }  Average energy consumption: 
91.6 kWh/year*

 } Fan efficiency rating: D*
 } Lighting efficiency rating: F*
 } Grease filter efficiency rating: B*
 }  Min./max. noise level at normal setting: 
47/62 dB*

 }  Fan output* in exhaust air mode  
max. 450 m³/h, in circulating air mode  
max. 290 m³/h

SPECIAL 
FEATURES

 } JZ 5138X5 circulating air mode starter set  } JZ 5101X5 circulating air mode starter set  } JZ 5101X5 circulating air mode starter set  } JZ 5101X5 circulating air mode starter set  } JZ 5101X5 circulating air mode starter set

Dimensions  
(H x W x D)

 }    Exhaust air:  
799 – 976 x 900 x 500 mm

 }    Circulated air:  
799 – 976 x 900 x 500 mm

 }    Exhaust air:  
642 – 954 x 600 x 500 mm

 }    Circulated air:  
642 – 1,064 x 600 x 500 mm

 }    Exhaust air:  
642 – 954 x 900 x 500 mm

 }    Circulated air:  
642 – 1,064 x 900 x 500 mm

 }    Exhaust air:  
634 – 954 x 600 x 540 mm

 }    Circulated air:  
634 – 1,064 x 600 x 540 mm

 }    Exhaust air:  
634 – 954 x 900 x 540 mm

 }    Circulated air:  
634 – 1,064 x 900 x 540 mm

*  Fan output as per EN 61591/noise levels as per EN 60704-3 and EN 60704-2-13. In accordance with EU Regulation no. 65/2014.

90 60
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Junker JD 69WW50
Wall-mounted hood

Junker JD 66BW50
Wall-mounted hood

Junker JD 69BW50
Wall-mounted hood

Junker JD 66GW52
Wall-mounted hood with glass screen

Junker JD 69GW52
Wall-mounted hood with glass screen

DESIGN Hipped-roof design, stainless steel Box design, stainless steel Box design, stainless steel Glass design, stainless steel Glass design, stainless steel

FEATURES  }  For mounting on the wall
 }  For exhaust air or circulating air mode, 
a starter set will be required for the 
circulating air mode

 }  3-stage fan output, adjustable using  
rocker switch

 }  Durable, dishwasher-suitable metal grease 
filter

 } For mounting on the wall
 }  For exhaust air or circulating air mode, 
a starter set will be required for the 
circulating air mode

 }  3-stage fan output, adjustable using  
rocker switch

 }  Durable, dishwasher-suitable metal grease  
filter

 } For mounting on the wall
 }  For exhaust air or circulating air mode, 
a starter set will be required for the 
circulating air mode

 }  3-stage fan output, adjustable using  
rocker switch

 }  Durable, dishwasher-suitable metal grease 
filter

 } For mounting on the wall
 }  For exhaust air or circulating air mode, 
a starter set will be required for the 
circulating air mode

 }  3-stage fan output, adjustable using  
rocker switch

 }  Durable, dishwasher-suitable metal grease 
filter

 } For mounting on the wall
 }  For exhaust air or circulating air mode, 
a starter set will be required for the 
circulating air mode

 }  3-stage fan output, adjustable using  
rocker switch

 }  Durable, dishwasher-suitable metal grease 
filter

CONVENIENCE  }  Bright, even illumination with 
2 x 30 W halogen light bulbs

 } Illuminance: 246 lux
 } Colour temperature: 2,700 K

 }  Bright, even illumination with 
2 x 30 W halogen light bulbs

 } Illuminance: 270 lux
 } Colour temperature: 2,700 K

 }  Bright, even illumination with 
2 x 30 W halogen light bulbs

 } Illuminance: 246 lux
 } Colour temperature: 2,700 K

 }  Bright, even illumination with 
2 x 20 W halogen light bulbs

 } Illuminance: 372 lux
 } Colour temperature: 2,700 K

 }    Bright, even illumination with 
2 x 20 W halogen light bulbs

 } Illuminance: 307 lux
 } Colour temperature: 2,700 K

POWER 
& 
CONSUMPTION 

 } Energy-efficiency rating: E*
 }  Average energy consumption: 
102.6 kWh/year*

 } Fan efficiency rating: E* 
 } Lighting efficiency rating: G*
 } Grease filter efficiency rating: D*
 }  Min./max. noise level at normal setting: 
53/67 dB*

 }  Fan output* in exhaust air mode max.  
410 m³/h, in circulating air mode  
max. 230 m³/h

 } Energy-efficiency rating: E*
 }  Average energy consumption: 
103.7 kWh/year*

 } Fan efficiency rating: F*
 } Lighting efficiency rating: G*
 } Grease filter efficiency rating: D*
 }  Min./max. noise level at normal setting: 
53/64 dB*

 }  Fan output* in exhaust air mode  
max. 370 m³/h, in circulating air mode  
max. 230 m³/h

 } Energy-efficiency rating: E*
 }  Average energy consumption: 
103.4 kWh/year*

 } Fan efficiency rating: F*
 } Lighting efficiency rating: G*
 } Grease filter efficiency rating: D*
 }  Min./max. noise level at normal setting: 
52/64 dB*

 }  Fan output* in exhaust air mode  
max. 360 m³/h, in circulating air mode  
max. 230 m³/h

 } Energy-efficiency rating: D*
 }  Average energy consumption: 
91.6 kWh/year*

 } Fan efficiency rating: D*
 } Lighting efficiency rating: E*
 } Grease filter efficiency rating: B*
 }  Min./max. noise level at normal setting: 
47/62 dB*

 }  Fan output* in exhaust air mode  
max. 450 m³/h, in circulating air mode  
max. 290 m³/h

 } Energy-efficiency rating: D*
 }  Average energy consumption: 
91.6 kWh/year*

 } Fan efficiency rating: D*
 } Lighting efficiency rating: F*
 } Grease filter efficiency rating: B*
 }  Min./max. noise level at normal setting: 
47/62 dB*

 }  Fan output* in exhaust air mode  
max. 450 m³/h, in circulating air mode  
max. 290 m³/h

SPECIAL 
FEATURES

 } JZ 5138X5 circulating air mode starter set  } JZ 5101X5 circulating air mode starter set  } JZ 5101X5 circulating air mode starter set  } JZ 5101X5 circulating air mode starter set  } JZ 5101X5 circulating air mode starter set

Dimensions  
(H x W x D)

 }    Exhaust air:  
799 – 976 x 900 x 500 mm

 }    Circulated air:  
799 – 976 x 900 x 500 mm

 }    Exhaust air:  
642 – 954 x 600 x 500 mm

 }    Circulated air:  
642 – 1,064 x 600 x 500 mm

 }    Exhaust air:  
642 – 954 x 900 x 500 mm

 }    Circulated air:  
642 – 1,064 x 900 x 500 mm

 }    Exhaust air:  
634 – 954 x 600 x 540 mm

 }    Circulated air:  
634 – 1,064 x 600 x 540 mm

 }    Exhaust air:  
634 – 954 x 900 x 540 mm

 }    Circulated air:  
634 – 1,064 x 900 x 540 mm
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EXTRACTOR HOODS

Junker JD 99SW52
Island hood

Junker JD 99GW52
Island hood, glass

DESIGN Box design, stainless steel Glass design, stainless steel

FEATURES  }  For mounting on the ceiling  
above island units

 }  For exhaust air or circulating  
air mode, a starter set will be  
required for the circulating air mode

 }  3-stage fan output, adjustable 
using rocker switch

 }  Durable, dishwasher-suitable 
metal grease filter

 }  For mounting on the ceiling  
above island units

 }  For exhaust air or circulating  
air mode, a starter set will be  
required for the circulating air mode

 }  3-stage fan output, adjustable 
using rocker switch

 }  Durable, dishwasher-suitable 
metal grease filter

CONVENIENCE  }  Bright, even illumination with 
4 x 20 W halogen light bulbs

 } Illuminance: 508 lux
 } Colour temperature: 2,700 K

 }  Bright, even illumination with 
4 x 20 W halogen light bulbs

 } Illuminance: 631 lux
 } Colour temperature: 2,700 K

POWER 
& 
CONSUMPTION 

 } Energy-efficiency rating: D*
 }  Average energy consumption: 
117.3 kWh/year*

 } Fan efficiency rating: D*
 } Lighting efficiency rating: F*
 } Grease filter efficiency rating: C*
 }  Min./max. noise level at normal setting: 
42/57 dB*

 }  Fan output* in exhaust air mode  
max. 480 m³/h, in circulating air mode  
max. 350 m³/h

 } Energy-efficiency rating: D*
 }  Average energy consumption: 
116.2 kWh/year*

 } Fan efficiency rating: D*
 } Lighting efficiency rating: F*
 } Grease filter efficiency rating: B*
 }  Min./max. noise level at normal setting: 
42/59 dB*

 }  Fan output* in exhaust air mode  
max. 470 m³/h, in circulating air mode  
max. 300 m³/h

SPECIAL 
FEATURES

 } JZ 5106X5 circulating air mode starter set  } JZ 5105X5 circulating air mode starter set

Dimensions  
(H x W x D)

 }  Exhaust air:  
744 – 924 x 900 x 600 mm

 }  Circulated air:  
744 – 1,044 x 900 x 600 mm

 }  Exhaust air:  
751 – 931 x 900 x 680 mm

 }  Circulated air:  
751 – 1,051 x 900 x 680 mm

*  Fan output as per EN 61591/noise levels as per EN 60704-3 and EN 60704-2-13. In accordance with EU-Regulation no. 65/2014.
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Junker JD 99SW52
Island hood

Junker JD 99GW52
Island hood, glass

DESIGN Box design, stainless steel Glass design, stainless steel

FEATURES  }  For mounting on the ceiling  
above island units

 }  For exhaust air or circulating  
air mode, a starter set will be  
required for the circulating air mode

 }  3-stage fan output, adjustable 
using rocker switch

 }  Durable, dishwasher-suitable 
metal grease filter

 }  For mounting on the ceiling  
above island units

 }  For exhaust air or circulating  
air mode, a starter set will be  
required for the circulating air mode

 }  3-stage fan output, adjustable 
using rocker switch

 }  Durable, dishwasher-suitable 
metal grease filter

CONVENIENCE  }  Bright, even illumination with 
4 x 20 W halogen light bulbs

 } Illuminance: 508 lux
 } Colour temperature: 2,700 K

 }  Bright, even illumination with 
4 x 20 W halogen light bulbs

 } Illuminance: 631 lux
 } Colour temperature: 2,700 K

POWER 
& 
CONSUMPTION 

 } Energy-efficiency rating: D*
 }  Average energy consumption: 
117.3 kWh/year*

 } Fan efficiency rating: D*
 } Lighting efficiency rating: F*
 } Grease filter efficiency rating: C*
 }  Min./max. noise level at normal setting: 
42/57 dB*

 }  Fan output* in exhaust air mode  
max. 480 m³/h, in circulating air mode  
max. 350 m³/h

 } Energy-efficiency rating: D*
 }  Average energy consumption: 
116.2 kWh/year*

 } Fan efficiency rating: D*
 } Lighting efficiency rating: F*
 } Grease filter efficiency rating: B*
 }  Min./max. noise level at normal setting: 
42/59 dB*

 }  Fan output* in exhaust air mode  
max. 470 m³/h, in circulating air mode  
max. 300 m³/h

SPECIAL 
FEATURES

 } JZ 5106X5 circulating air mode starter set  } JZ 5105X5 circulating air mode starter set

Dimensions  
(H x W x D)

 }  Exhaust air:  
744 – 924 x 900 x 600 mm

 }  Circulated air:  
744 – 1,044 x 900 x 600 mm

 }  Exhaust air:  
751 – 931 x 900 x 680 mm

 }  Circulated air:  
751 – 1,051 x 900 x 680 mm

Extractor hood noise levels*

Special accessories

Junker/Junker+
Extractor hoods

Order no. Item

JZ 5145X5 
Junker

Circulating air mode starter set  
for flat kitchen hood 60/90 cm  
(JD 36AW51, JD 36AL51,  
JD 36AE51, JD 39AE50)

JZ 5138X5 
Junker

Circulating air mode starter set  
for hipped roof 60/90 cm  
(JD 66WW50, JD 69WW50)

JZ 5101X5 
Junker

Circulating air mode starter set  
for box 60/90 cm, glass 60/90 cm 
(JD 66BW50, JD 69BW50,  
JD 66GW52, JD 69GW52)

JZ 5105X5 
Junker

Circulating air mode starter set 
for JD 99GW52

JZ 5106X5 
Junker

Circulating air mode starter set 
for JD 99SW52

JZ 5760N0 
Junker

Stainless steel handle strip for  
JD 36AW51

JZ 5101X5 
Junker+

Circulating air mode starter set  
for JD 66SE52, JD 66KE52,  
JD 69LE52

JZ 5102X5 
Junker+

Circulating air mode starter set  
for JD 69SE52, JD 69KE52

Exhaust air mode Circulating air mode

max.  
normal setting

max.  
intensive setting

max.  
normal setting

max.  
intensive setting

Appliances dB(A)  
re1 pW

 dB(A)  
re 20 
µPa 

sound 
pressure

dB(A)  
re1 pW

 dB(A)  
re 20 
µPa 

sound 
pressure

dB(A)  
re1 pW

 dB(A)  
re 20 
µPa 

sound 
pressure

dB(A)  
re1 pW

 dB(A)  
re 20 
µPa 

sound 
pressure

Junker

JD36AW51 65 51 72 58

JD36AL50 68 54 74 60

JD36AE50 59 45 69 55 70 56 72 58

JD39AE50 60 46 70 56 70 56 71 57

JD66WW50 67 53 67 53

JD69WW50 67 53 67 53

JD66BW50 64 50 67 53

JD69BW50 64 50 67 53

JD66GW52 62 48 71 57

JD69GW52 62 48 70 56

JD99SW52 57 43 68 54

JD99GW52 59 45 71 57

dB(A)  
re1 pW

 dB(A)  
re 20 
µPa 

sound 
pressure

dB(A)  
re1 pW

 dB(A)  
re 20 
µPa 

sound 
pressure

dB(A)  
re1 pW

 dB(A)  
re 20 
µPa 

sound 
pressure

dB(A)  
re1 pW

 dB(A)  
re 20 
µPa 

sound 
pressure

Junker+ 

JD66SE52 58 44 69 55 69 55 73 59

JD69SE52 55 41 65 51 68 54 73 59

JD66KE52 58 44 68 54 70 56 74 60

JD69KE52 54 40 64 50 67 53 72 58

JD69LE52 59 45 69 55 69 55 73 59
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EXTRACTOR HOODS

Junker+ JD 66SE52
Box hood

Junker+ JD 69SE52
Box hood

Junker+ JD 66KE52
Angled hood

Junker+ JD 69KE52
Angled hood

Junker+ JD 69LE52
Angled hood

DESIGN Stainless steel Stainless steel Stainless steel Stainless steel Stainless steel/glass

FEATURES  }   For exhaust air or circulating air mode, 
a starter set will be required for the 
circulating air mode

 }  Durable, dishwasher-suitablemetal grease  
filter

 }  High, finely adjustable air rating thanks  
to electronic control

 }  5-stage fan output (3 power settings + 2  
intensive settings) adjustable using short-
stroke keys with 7-segment display

 }  Intensive setting with automatic reset
 } Automatic over-running of fan blades
 } Powerful fan operation with low noise

 }  For exhaust air or circulating air mode, 
a starter set will be required for the 
circulating air mode

 }  Durable, dishwasher-suitable metal grease  
filter

 }  High, finely adjustable air rating thanks  
to electronic control

 }  5-stage fan output (3 power settings + 2  
intensive settings) adjustable using short- 
stroke keys with 7-segment display

 }  Intensive setting with automatic reset
 } Automatic over-running of fan blades
 } Powerful fan operation with low noise

 }  For exhaust air or circulating air mode, 
a starter set will be required for the  
circulating air mode

 }  Durable, dishwasher-suitable metal grease 
filter

 }  High, finely adjustable air rating thanks  
to electronic control

 }  5-stage fan output (3 power settings + 2  
intensive settings) adjustable using short-
stroke keys with 7-segment display

 }  Intensive setting with automatic reset
 } Automatic over-running of fan blades
 } Powerful fan operation with low noise

 }   For exhaust air or circulating air mode, 
a starter set will be required for the 
circulating air mode

 }  Durable, dishwasher-suitable metal grease 
filter

 }  High, finely adjustable air rating thanks  
to electronic control

 }  5-stage fan output (3 power settings + 2  
intensive settings) adjustable using short-
stroke keys with 7-segment display

 }  Intensive setting with automatic reset
 } Automatic over-running of fan blades
 } Powerful fan operation with low noise

 }  For exhaust air or circulating air mode, 
a starter set will be required for the  
circulating air mode

 }  Durable, dishwasher-suitable metal grease 
filter

 }  High, finely adjustable air rating thanks  
to electronic control

 }  5-stage fan output (3 power settings + 2  
intensive settings) adjustable using short-
stroke keys with 7-segment display

 }  Intensive setting with automatic reset
 } Automatic over-running of fan blades
 } Powerful fan operation with low noise

CONVENIENCE  }  Quick-mounting fixture
 }  Bright, even illumination with  
2 x 3 W LED lights, with dimming  
function, Soft Light

 } Illuminance: 745 lux
 } Colour temperature: 3,500 K

 }  Quick-mounting fixture
 }  Bright, even illumination with  
3 x 3 W LED lights, with dimming  
function, Soft Light

 } Illuminance: 897 lux
 } Colour temperature: 3,500 K

 }  Quick-mounting fixture
 }  Bright, even illumination with 
2 x 3 W LED lights, with dimming  
function, Soft Light

 } Illuminance: 675 lux
 } Colour temperature: 3,500 K

 }  Quick-mounting fixture
 }  Bright, even illumination with 
3 x 3 W LED lights, with dimming  
function, Soft Light

 } Illuminance: 779 lux
 } Colour temperature: 3,500 K

 }  Quick-mounting fixture
 }  Bright, even illumination with 
2 x 3 W LED lights, with dimming  
function, Soft Light

 } Illuminance: 581 lux
 } Colour temperature: 3,500 K

POWER 
& 
CONSUMPTION 

 } Energy-efficiency rating: A+*
 }  Average energy consumption: 
28.5 kWh/year*

 } Fan efficiency rating: A*
 } Lighting efficiency rating: A*
 } Grease filter efficiency rating: C*
 }  Min./max. noise level at normal setting: 
47/58 dB*

 }  Fan output* in exhaust air mode max. 
430/680 m³/h, in circulating air mode  
max. 290/350 m³/h

 }   Energy-efficiency rating: A+*
 }  Average energy consumption: 
32.5 kWh/year*

 } Fan efficiency rating: A*
 } Lighting efficiency rating: A*
 } Grease filter efficiency rating: C*
 }  Min./max. noise level at normal setting: 
45/55 dB*

 }  Fan output* in exhaust air mode max.  
460/730 m³/h, in circulating air mode  
max. 340/440 m³/h

 }    Energy-efficiency rating: A*
 }  Average energy consumption: 
32.6 kWh/year*

 } Fan efficiency rating: A*
 } Lighting efficiency rating: A*
 } Grease filter efficiency rating: C*
 }  Min./max. noise level at normal setting: 
45/58 dB*

 }  Fan output* in exhaust air mode max.  
410/630 m³/h, in circulating air mode  
max. 280/330 m³/h

 } Energy-efficiency rating: A*
 }  Average energy consumption: 
35.9 kWh/year*

 } Fan efficiency rating: A*
 } Lighting efficiency rating: A*
 } Grease filter efficiency rating: C*
 }  Min./max. noise level at normal setting: 
44/54 dB*

 }  Fan output* in exhaust air mode max. 
430/670 m³/h, in circulating air mode  
max. 350/430 m³/h

 } Energy-efficiency rating: A*
 }  Average energy consumption: 
33 kWh/year*

 } Fan efficiency rating: A*
 } Lighting efficiency rating: A*
 } Grease filter efficiency rating: B*
 }  Min./max. noise level at normal setting: 
45/59 dB*

 }  Fan output* in exhaust air mode max. 
410/640 m³/h, in circulating air mode  
max. 280/330 m³/h

SPECIAL 
FEATURES

 } JZ 5101X5 circulating air mode starter set  } JZ 5102X5 circulating air mode starter set  } JZ 5101X5 circulating air mode starter set  } JZ 5102X5 circulating air mode starter set  } JZ 5101X5 circulating air mode starter set

Dimensions  
(H x W x D)

 }    Exhaust air:  
628 – 954 x 600 x 500 mm

 }  Circulated air:  
628 – 1,064 x 600 x 500 mm

 }  Exhaust air:  
628 – 954 x 900 x 500 mm

 }  Circulated air:  
628 – 1,064 x 900 x 500 mm

 }  Exhaust air:  
865 – 1,153 x 600 x 417 mm

 }  Circulated air:  
865 – 1,263 x 600 x 417 mm

 }  Exhaust air:  
865 – 1,153 x 900 x 417 mm

 }  Circulated air:  
865 – 1,263 x 900 x 417 mm

 }  Exhaust air:  
865 – 1,153 x 900 x 441 mm

 }  Circulated air:  
865 – 1,263 x 900 x 441 mm

* Fan output as per EN 61591/noise levels as per EN 60704-3 and EN 60704-2-13. In accordance with EU Regulation no. 65/2014.

60
Electronic

Control
Power + LEDEnergy Energy

90
Electronic

Control
Power + LED
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Junker+ JD 66SE52
Box hood

Junker+ JD 69SE52
Box hood

Junker+ JD 66KE52
Angled hood

Junker+ JD 69KE52
Angled hood

Junker+ JD 69LE52
Angled hood

DESIGN Stainless steel Stainless steel Stainless steel Stainless steel Stainless steel/glass

FEATURES  }   For exhaust air or circulating air mode, 
a starter set will be required for the 
circulating air mode

 }  Durable, dishwasher-suitablemetal grease  
filter

 }  High, finely adjustable air rating thanks  
to electronic control

 }  5-stage fan output (3 power settings + 2  
intensive settings) adjustable using short-
stroke keys with 7-segment display

 }  Intensive setting with automatic reset
 } Automatic over-running of fan blades
 } Powerful fan operation with low noise

 }  For exhaust air or circulating air mode, 
a starter set will be required for the 
circulating air mode

 }  Durable, dishwasher-suitable metal grease  
filter

 }  High, finely adjustable air rating thanks  
to electronic control

 }  5-stage fan output (3 power settings + 2  
intensive settings) adjustable using short- 
stroke keys with 7-segment display

 }  Intensive setting with automatic reset
 } Automatic over-running of fan blades
 } Powerful fan operation with low noise

 }  For exhaust air or circulating air mode, 
a starter set will be required for the  
circulating air mode

 }  Durable, dishwasher-suitable metal grease 
filter

 }  High, finely adjustable air rating thanks  
to electronic control

 }  5-stage fan output (3 power settings + 2  
intensive settings) adjustable using short-
stroke keys with 7-segment display

 }  Intensive setting with automatic reset
 } Automatic over-running of fan blades
 } Powerful fan operation with low noise

 }   For exhaust air or circulating air mode, 
a starter set will be required for the 
circulating air mode

 }  Durable, dishwasher-suitable metal grease 
filter

 }  High, finely adjustable air rating thanks  
to electronic control

 }  5-stage fan output (3 power settings + 2  
intensive settings) adjustable using short-
stroke keys with 7-segment display

 }  Intensive setting with automatic reset
 } Automatic over-running of fan blades
 } Powerful fan operation with low noise

 }  For exhaust air or circulating air mode, 
a starter set will be required for the  
circulating air mode

 }  Durable, dishwasher-suitable metal grease 
filter

 }  High, finely adjustable air rating thanks  
to electronic control

 }  5-stage fan output (3 power settings + 2  
intensive settings) adjustable using short-
stroke keys with 7-segment display

 }  Intensive setting with automatic reset
 } Automatic over-running of fan blades
 } Powerful fan operation with low noise

CONVENIENCE  }  Quick-mounting fixture
 }  Bright, even illumination with  
2 x 3 W LED lights, with dimming  
function, Soft Light

 } Illuminance: 745 lux
 } Colour temperature: 3,500 K

 }  Quick-mounting fixture
 }  Bright, even illumination with  
3 x 3 W LED lights, with dimming  
function, Soft Light

 } Illuminance: 897 lux
 } Colour temperature: 3,500 K

 }  Quick-mounting fixture
 }  Bright, even illumination with 
2 x 3 W LED lights, with dimming  
function, Soft Light

 } Illuminance: 675 lux
 } Colour temperature: 3,500 K

 }  Quick-mounting fixture
 }  Bright, even illumination with 
3 x 3 W LED lights, with dimming  
function, Soft Light

 } Illuminance: 779 lux
 } Colour temperature: 3,500 K

 }  Quick-mounting fixture
 }  Bright, even illumination with 
2 x 3 W LED lights, with dimming  
function, Soft Light

 } Illuminance: 581 lux
 } Colour temperature: 3,500 K

POWER 
& 
CONSUMPTION 

 } Energy-efficiency rating: A+*
 }  Average energy consumption: 
28.5 kWh/year*

 } Fan efficiency rating: A*
 } Lighting efficiency rating: A*
 } Grease filter efficiency rating: C*
 }  Min./max. noise level at normal setting: 
47/58 dB*

 }  Fan output* in exhaust air mode max. 
430/680 m³/h, in circulating air mode  
max. 290/350 m³/h

 }   Energy-efficiency rating: A+*
 }  Average energy consumption: 
32.5 kWh/year*

 } Fan efficiency rating: A*
 } Lighting efficiency rating: A*
 } Grease filter efficiency rating: C*
 }  Min./max. noise level at normal setting: 
45/55 dB*

 }  Fan output* in exhaust air mode max.  
460/730 m³/h, in circulating air mode  
max. 340/440 m³/h

 }    Energy-efficiency rating: A*
 }  Average energy consumption: 
32.6 kWh/year*

 } Fan efficiency rating: A*
 } Lighting efficiency rating: A*
 } Grease filter efficiency rating: C*
 }  Min./max. noise level at normal setting: 
45/58 dB*

 }  Fan output* in exhaust air mode max.  
410/630 m³/h, in circulating air mode  
max. 280/330 m³/h

 } Energy-efficiency rating: A*
 }  Average energy consumption: 
35.9 kWh/year*

 } Fan efficiency rating: A*
 } Lighting efficiency rating: A*
 } Grease filter efficiency rating: C*
 }  Min./max. noise level at normal setting: 
44/54 dB*

 }  Fan output* in exhaust air mode max. 
430/670 m³/h, in circulating air mode  
max. 350/430 m³/h

 } Energy-efficiency rating: A*
 }  Average energy consumption: 
33 kWh/year*

 } Fan efficiency rating: A*
 } Lighting efficiency rating: A*
 } Grease filter efficiency rating: B*
 }  Min./max. noise level at normal setting: 
45/59 dB*

 }  Fan output* in exhaust air mode max. 
410/640 m³/h, in circulating air mode  
max. 280/330 m³/h

SPECIAL 
FEATURES

 } JZ 5101X5 circulating air mode starter set  } JZ 5102X5 circulating air mode starter set  } JZ 5101X5 circulating air mode starter set  } JZ 5102X5 circulating air mode starter set  } JZ 5101X5 circulating air mode starter set

Dimensions  
(H x W x D)

 }    Exhaust air:  
628 – 954 x 600 x 500 mm

 }  Circulated air:  
628 – 1,064 x 600 x 500 mm

 }  Exhaust air:  
628 – 954 x 900 x 500 mm

 }  Circulated air:  
628 – 1,064 x 900 x 500 mm

 }  Exhaust air:  
865 – 1,153 x 600 x 417 mm

 }  Circulated air:  
865 – 1,263 x 600 x 417 mm

 }  Exhaust air:  
865 – 1,153 x 900 x 417 mm

 }  Circulated air:  
865 – 1,263 x 900 x 417 mm

 }  Exhaust air:  
865 – 1,153 x 900 x 441 mm

 }  Circulated air:  
865 – 1,263 x 900 x 441 mm

60
Electronic
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Power + LEDEnergy
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THE DIFFERENCE  
BETWEEN CLEAN  
AND PRISTINE.
DISHWASHERS FROM JUNKER
We're not satisfied with things just being clean. We would 
rather they were pristine. That's why Junker dishwashers 
feature smart technology such as the Dosage Assist feature, 
which ensures sparkling cleaning results by dissolving and 
distributing the cleaning tab in a controlled manner. 

Or the load sensor: it adjusts the water consumption for the 
loaded quantity of dishes to ensure perfect dishwashing 
results. And for anyone in a hurry, our range features the 
special Vario Speed function, which reduces the dishwash- 
ing time by up to 50 %.

Dishwashers from Junker offer up to five programmes to 
guarantee dazzling dishwashing results. In order to effective-
ly prevent all kinds of water damage, almost all of our  
dishwashers are equipped with Aqua Stop – for a lifetime 
warranty.
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YOUR ADVANTAGES:

INTENSIVE 70 °C

The ideal programme for stubborn, burnt-
on and starchy or fatty food residues.

ê  Ensures ideal cleaning results, even with 
heavy soiling

VARIO SPEED

The Vario Speed function shortens the 
dishwashing time by up to 50 %* while 
still ensuring optimum cleaning and drying 
of dishes. The best option for washing 
and drying a full load of dishes very 
quickly.

ê Reduces dishwashing time by up to 50 %

QUICK WASH 45
 

The 45 °C quick wash programme washes 
dirty dishes in just 29 minutes. Not only 
is that extremely fast, but the result is 
also extremely clean. With a half load, 
you will always achieve ideal cleaning 
results* despite the fast programme time.

ê Ideal for lightly soiled dishes

TIME PRESELECTION

Depending on the model, the start time  
can be programmed from 1-24 or 3, 6  
or 9 hours in advance. This means that  
the dishwasher will operate when electricity  
prices are cheapest. What's more, this 
means your dishes will be ready exactly 
when you want. You can check the remain-
ing time display at any time to find out 
when the programme will finish.

ê  1-24 or 3, 6 or 9 hours' time preselection 
options for flexibility and cheap dishwash-
ing with night-time electricity tariffs

½ LOAD

Sometimes dishwashing just can't wait 
until the machine is full. Not a problem 
with the "½ load" function, as it is ideal 
for dealing with small loads. It won't just 
save you energy and water, but time 
as well.

ê Saves energy, water and time

BLDC MOTOR

Unlike conventional motors, the BLDC 
motor functions without brushes. This 
doesn't just make it very quiet, but  
also energy-efficient, fast and durable.

ê  Extremely quiet, energy-efficient  
and durable

AQUA STOP

The Aqua Stop safety system prevents  
water damage of any kind, whether in the 
supply hose or from a leak in the machine. 
Junker warranties this safety for the life of 
thedishwasher.

ê Tap can always stay turned on
ê   No additional installations  
necessary on the tap

MULTIPLE WATER  
 PROTECTION

The system comprises a double-walled 
supply hose, an overflow channel on  
the container and a float with a safety 
switch in the base tray.

ê Protection against water damage

* Under standard conditions with 5 place settings and without drying.

GLASS PROTECTION TECHNOLOGY

Water that is too soft or too hard can  
lead to glass corrosion or limescale  
deposits. Junker dishwashers feature  
glass protection technology and thus  
regulate the water hardness level. This 
allows us to ensure that glasses and por-
celain are always washed carefully.

ê  Careful treatment for your dishes

OUR PROGRAMMES ONLY 
KNOW ONE RESULT: 
SPARKLING CLEANLINESS.

Vario Speed Halbe
Beladung

Intensive 
70º

BLDC
drive

Multiwater
proofing
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YOUR ADVANTAGES:

AQUA SENSOR

The Aqua Sensor controls the water  
consumption depending on the type  
and degree of soiling on the dishes.  
It controls the rinsing water with light 
beams. A decision is made as to when  
the rinsing process is complete de-
pending on the food, fat or detergent 
residues present in the rinsing water.

ê  Saves water, energy and time by  
monitoring soiling in the water

LOAD SENSOR

The load sensor detects the loaded volume 
of dishes in the dishwasher and adjusts 
water consumption accordingly.

ê  The best dishwashing results thanks  
to optimum adjustment of the water 
consumption

INFO LIGHT

The red dot on the floor lights up as a 
visual programme signal when the dish-
washer is running.

ê   Provides information about the end  
of the programme

AUTOMATIC DETERGENT 
FUNCTION

It doesn't matter whether you use tabs, 
liquid or powder detergent, or whether 
this is for shorter programme run times: 
Junker dishwashers automatically adjust 
the dishwashing programme to the deter-
gent you are using. This applies without 
restriction to all water hardness levels.  
No more limescale deposits or  
widespread water residues.

ê Suitable for all detergent types
ê  No manual adjustment required

DOSAGE ASSIST

With the help of the Dosage Assist func-
tion, the dishwashing tab falls directly  
into a small collecting tray. A targeted  
jet of water quickly dissolves the tab  
in a controlled manner. The detergent  
is distributed evenly throughout the 
machine, always guaranteeing optimum 
cleaning results for you.

ê  Optimum dishwashing results using  
full effect of the detergent
ê  Also ideally suited to powder and  
gel detergents

SELF-CLEANING SIEVE

A special spray nozzle on the bottom 
of the lower spray arm ensures that the 
straining sieve is cleaned continuously. 
The deposited dirt is conveyed to the 
drain pump by the coarse filter.

ê   Constant cleaning performance,  
even with large loads

MOUNTING HEIGHT 
(86.5CM/81.5CM)

While the 86.5 cm-high appliances 
provide more space, the 81.5 cm-high 
dishwashers provide an ideal solution  
if a replacement is required.

ê   Offers the ideal appliance for every  
requirement

DUO POWER

Thanks to two intersecting action ranges,  
the double spray arm ensures complete 
coverage of the top basket, which has been 
increased in depth by 4 cm. The optimum 
distribution of the rinsing water guarantees 
even more efficient dishwashing perfor-
mance.

ê Even distribution of water
ê  Optimum rinsing of the Dosage Assist

OUR DISHWASHERS ARE ALL-ROUNDERS: 
FAST, POWERFUL, SAFE AND QUIET.

Detergent
aware

86,5
Aqua 

sensor
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DISHWASHING

Junker JS 03IN53
Dishwasher

Junker JS 04IN54
Dishwasher

Junker JS 04VX94
Dishwasher

Junker JS 04VN92
Dishwasher

DESIGN Integrable, stainless steel control panel Integrable, stainless steel control panel
Can be fully integrated behind  
a furniture panel

Can be fully integrated behind  
a furniture panel

FEATURES  }  3 programmes: 
Normal 65 °C, Eco 50 °C, Pre-rinse

 } Dosage Assist
 } Load sensor
 } Automatic detergent function
 }  Glass protection/alternating washing  
technology

 } LED programme status indicator
 } 2 cup shelves in top basket
 } Multiple water protection
 } Capacity: 12 place settings

 }   4 programmes: 
Normal 65 °C, Quick wash 45 °C,  
Eco 50 °C, Pre-rinse

 } Dosage Assist
 } Load sensor
 } Automatic detergent function
 }  Glass protection/alternating washing  
technology

 } LED programme status indicator
 } 2 cup shelves in top basket
 } Multiple water protection
 } Capacity: 12 place settings

 }  Control panel on upper part of inner door
 }  4 programmes: 
Normal 65 °C, Quick wash 45 °C,  
Eco 50 °C, Pre-rinse

 } Dosage Assist
 } Load sensor
 } Automatic detergent function
 }  Glass protection/alternating washing  
technology

 } LED programme status indicator

 } Audible programme end signal
 } 2 cup shelves in top basket
 } Multiple water protection
 } Capacity: 12 place settings

 }  Control panel on upper part of inner door
 }  4 programmes:  
Intensive 70 °C, Normal 65 °C,  
Quick wash 45 °C, Eco 50 °C

 } Special function: half load
 } Aqua Sensor
 } Dosage Assist
 } Load sensor
 } Automatic detergent function
 }  Glass protection/alternating washing  
technology

 } LED programme status indicator 
 }  Electr. time preselection: 3, 6 or 9 hours 
 } Audible programme end signal 
 } 2 cup shelves in top basket
 } Aqua Stop with warranty
 } Capacity: 12 place settings

CONVENIENCE  }   Energy label: A+1/A2

 }  Energy/water3 per year: 
290 kWh/3,360 litres

 } Energy/water4: 1.02 kWh/12 l
 } Noise levels: 54 dB (A) re 1 pW
 }  Self-cleaning sieve with 
3-part wave filter system

 }  Regenerating electronics/ continuous- 
flow water heater (BLDC)

 }  Electronic refill display for salt/rinse aid
 }  Inner container/base:  
stainless steel/Polinox

 } Energy label: A+1/A2

 }  Energy/water3 per year: 
290 kWh/3,360 litres

 } Energy/water4: 1.02 kWh/12 l
 } Noise levels: 52 dB (A) re 1 pW
 }  Self-cleaning sieve with 
3-part wave filter system

 }  Regenerating electronics/ continuous- 
flow water heater (BLDC)

 }  Electronic refill display for salt/rinse aid
 }  Inner container/base:  
stainless steel/Polinox

 }   Energy label: A+1/A2

 } Energy/water3 per year:
 }  290 kWh/3,360 litres
 } Energy/water4: 1.02 kWh/12 l
 } Noise levels: 52 dB (A) re 1 pW
 }  Self-cleaning sieve with 3-part wave  
filter system

 }  Regenerating electronics/ continuous- 
flow water heater (BLDC)

 }  Electronic refill display for salt/rinse aid
 }  Inner container/base:  
stainless steel/Polinox

 } Energy label: A+1/A2

 }  Energy/water3 per year: 
290 kWh/3,300 litres

 } Energy/water4: 1.02 kWh/11.7 l
 } Noise levels: 48 dB (A) re 1 pW
 }  Self-cleaning sieve with 3-part wave  
filter system

 }  Regenerating electronics/continuous- 
flow water heater (BLDC)

 }  Electronic refill display for salt/rinse aid
 }  Inner container/base:  
stainless steel/Polinox

Power 
& dimensions  
(H x W x D)

 }    Connected load: 220 – 240 V/2.4 kW
 } Fuse min. 10 A
 } Dimensions: 81.5 x 59.8 x 57.3 cm

 }  Connected load: 220 – 240 V/2.4 kW
 } Fuse min. 10 A
 } Dimensions: 81.5 x 59.8 x 57.3 cm

Junker JS 04VN94
Same features and  
convenience as JS 04VX94,  
however 81.5 cm high

 } Connected load: 220 – 240 V/2.4 kW
 } Fuse min. 10 A
 } Dimensions: 86.5 x 59.8 x 55 cm

 } Connected load: 220 – 240 V/2.4 kW
 } Fuse min. 10 A
 } Dimensions: 81.5 x 59.8 x 55 cm

1 Values in accordance with EU Regulation 1059/2010.
2 Drying efficiency rating.
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Junker JS 03IN53
Dishwasher

Junker JS 04IN54
Dishwasher

Junker JS 04VX94
Dishwasher

Junker JS 04VN92
Dishwasher

DESIGN Integrable, stainless steel control panel Integrable, stainless steel control panel
Can be fully integrated behind  
a furniture panel

Can be fully integrated behind  
a furniture panel

FEATURES  }  3 programmes: 
Normal 65 °C, Eco 50 °C, Pre-rinse

 } Dosage Assist
 } Load sensor
 } Automatic detergent function
 }  Glass protection/alternating washing  
technology

 } LED programme status indicator
 } 2 cup shelves in top basket
 } Multiple water protection
 } Capacity: 12 place settings

 }   4 programmes: 
Normal 65 °C, Quick wash 45 °C,  
Eco 50 °C, Pre-rinse

 } Dosage Assist
 } Load sensor
 } Automatic detergent function
 }  Glass protection/alternating washing  
technology

 } LED programme status indicator
 } 2 cup shelves in top basket
 } Multiple water protection
 } Capacity: 12 place settings

 }  Control panel on upper part of inner door
 }  4 programmes: 
Normal 65 °C, Quick wash 45 °C,  
Eco 50 °C, Pre-rinse

 } Dosage Assist
 } Load sensor
 } Automatic detergent function
 }  Glass protection/alternating washing  
technology

 } LED programme status indicator

 } Audible programme end signal
 } 2 cup shelves in top basket
 } Multiple water protection
 } Capacity: 12 place settings

 }  Control panel on upper part of inner door
 }  4 programmes:  
Intensive 70 °C, Normal 65 °C,  
Quick wash 45 °C, Eco 50 °C

 } Special function: half load
 } Aqua Sensor
 } Dosage Assist
 } Load sensor
 } Automatic detergent function
 }  Glass protection/alternating washing  
technology

 } LED programme status indicator 
 }  Electr. time preselection: 3, 6 or 9 hours 
 } Audible programme end signal 
 } 2 cup shelves in top basket
 } Aqua Stop with warranty
 } Capacity: 12 place settings

CONVENIENCE  }   Energy label: A+1/A2

 }  Energy/water3 per year: 
290 kWh/3,360 litres

 } Energy/water4: 1.02 kWh/12 l
 } Noise levels: 54 dB (A) re 1 pW
 }  Self-cleaning sieve with 
3-part wave filter system

 }  Regenerating electronics/ continuous- 
flow water heater (BLDC)

 }  Electronic refill display for salt/rinse aid
 }  Inner container/base:  
stainless steel/Polinox

 } Energy label: A+1/A2

 }  Energy/water3 per year: 
290 kWh/3,360 litres

 } Energy/water4: 1.02 kWh/12 l
 } Noise levels: 52 dB (A) re 1 pW
 }  Self-cleaning sieve with 
3-part wave filter system

 }  Regenerating electronics/ continuous- 
flow water heater (BLDC)

 }  Electronic refill display for salt/rinse aid
 }  Inner container/base:  
stainless steel/Polinox

 }   Energy label: A+1/A2

 } Energy/water3 per year:
 }  290 kWh/3,360 litres
 } Energy/water4: 1.02 kWh/12 l
 } Noise levels: 52 dB (A) re 1 pW
 }  Self-cleaning sieve with 3-part wave  
filter system

 }  Regenerating electronics/ continuous- 
flow water heater (BLDC)

 }  Electronic refill display for salt/rinse aid
 }  Inner container/base:  
stainless steel/Polinox

 } Energy label: A+1/A2

 }  Energy/water3 per year: 
290 kWh/3,300 litres

 } Energy/water4: 1.02 kWh/11.7 l
 } Noise levels: 48 dB (A) re 1 pW
 }  Self-cleaning sieve with 3-part wave  
filter system

 }  Regenerating electronics/continuous- 
flow water heater (BLDC)

 }  Electronic refill display for salt/rinse aid
 }  Inner container/base:  
stainless steel/Polinox

Power 
& dimensions  
(H x W x D)

 }    Connected load: 220 – 240 V/2.4 kW
 } Fuse min. 10 A
 } Dimensions: 81.5 x 59.8 x 57.3 cm

 }  Connected load: 220 – 240 V/2.4 kW
 } Fuse min. 10 A
 } Dimensions: 81.5 x 59.8 x 57.3 cm

Junker JS 04VN94
Same features and  
convenience as JS 04VX94,  
however 81.5 cm high

 } Connected load: 220 – 240 V/2.4 kW
 } Fuse min. 10 A
 } Dimensions: 86.5 x 59.8 x 55 cm

 } Connected load: 220 – 240 V/2.4 kW
 } Fuse min. 10 A
 } Dimensions: 81.5 x 59.8 x 55 cm

Energy

3 Annual consumption with 280 standard cleaning cycles using cold water fill (for energy consumption: incl. consumption of modes with low power consumption).
4  Consumption per rinse cycle using cold water fill (for energy consumption: incl. consumption of modes with low power consumption).  
Actual consumption for energy/water consumption depending on type of use of appliance.
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DISHWASHING

1 Values in accordance with EU Regulation 1059/2010.
2 Drying efficiency rating.

 

Junker+ JS 05IN50
Dishwasher

Junker+ JS 05VX91
Dishwasher

DESIGN Integrable, stainless steel control panel
Can be fully integrated behind  
a furniture panel

FEATURES  }  5 programmes: 
Intensive 70 °C, Normal 65 °C, 
Quick wash 45 °C, Eco 50 °C, Pre-rinse

 } Special function: Vario Speed
 } Aqua Sensor
 } Dosage Assist
 } Load sensor
 } Automatic detergent function
 }  Glass protection/alternating washing  
technology

 } LED programme status indicator
 } 24-hour time preselection
 } Remaining time display

 } Vario basket system 
 } Height-adjustable top basket
 }  2 foldaway divider rows in the bottom  
basket

 } 2 cup shelves in top basket
 } Aqua Stop with warranty
 } Capacity: 12 place settings

 }  Control panel on upper part of inner door
 }  5 programmes: 
Intensive 70 °C, Normal 65 °C, 
Quick wash 45 °C, Eco 50 °C, Pre-rinse

 } Special function: Vario Speed
 } Aqua Sensor
 } Dosage Assist
 } Load sensor
 } Automatic detergent function
 }  Glass protection/alternating washing  
technology 

 } Info Light

 }  Electr. time preselection: 3, 6 or 9 hours
 } Audible programme end signal
 } Vario basket system
 } Height-adjustable top basket
 }  2 foldaway divider rows in the bottom  
basket

 } 2 cup shelves in top basket
 } Aqua Stop with warranty
 } Capacity: 12 place settings

CONVENIENCE  }   Energy label: A+1/A2

 }  Energy/water3 per year: 
290 kWh/3,300 litres

 } Energy/water4: 1.02 kWh/11.7 l
 } Noise levels: 48 dB (A) re 1 pW
 }  Self-cleaning sieve with 3-part wave filter 
system

 }  Regenerating electronics/continuous- 
flow water heater (BLDC)

 }  Electronic refill display for salt/rinse aid
 }  Inner container/base: stainless  
steel/Polinox

 } Energy label: A+1/A²
 }  Energy/water³ per year: 
290 kWh/3,360 litre

 } Energy/water4: 1.02 kWh/12.0 l
 } Noise levels: 46 dB (A) re 1 pW
 }  Self-cleaning sieve with 3-part wave filter  
system

 }  Regenerating electronics/continuous- 
flow water heater (BLDC)

 }  Electronic refill display for salt/rinse aid
 }  Inner container/base: stainless  
steel/Polinox 

Power 
& dimensions  
(H x W x D)

 }    Connected load: 220 – 240 V/2.4 kW
 } Fuse min. 10 A
 } Dimensions: 81.5 x 59.8 x 57.3 cm

Junker+ JS 05VN91 
Same features and  
convenience as JS 05VX91,  
however 81.5 cm high

 } Connected load: 220 – 240 V/2.4 kW
 } Fuse min. 10 A
 }  Dimensions: 86.5 x 59.8 x 55 cm

1Energy Vario Speed

81,5
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3 Annual consumption with 280 standard cleaning cycles using cold water fill (for energy consumption: incl. consumption of modes with low power consumption).
4  Consumption per rinse cycle using cold water fill (for energy consumption: incl. consumption of modes with low power consumption).  
Actual consumption for energy/water consumption depending on type of use of appliance.

 

Junker+ JS 05IN50
Dishwasher

Junker+ JS 05VX91
Dishwasher

DESIGN Integrable, stainless steel control panel
Can be fully integrated behind  
a furniture panel

FEATURES  }  5 programmes: 
Intensive 70 °C, Normal 65 °C, 
Quick wash 45 °C, Eco 50 °C, Pre-rinse

 } Special function: Vario Speed
 } Aqua Sensor
 } Dosage Assist
 } Load sensor
 } Automatic detergent function
 }  Glass protection/alternating washing  
technology

 } LED programme status indicator
 } 24-hour time preselection
 } Remaining time display

 } Vario basket system 
 } Height-adjustable top basket
 }  2 foldaway divider rows in the bottom  
basket

 } 2 cup shelves in top basket
 } Aqua Stop with warranty
 } Capacity: 12 place settings

 }  Control panel on upper part of inner door
 }  5 programmes: 
Intensive 70 °C, Normal 65 °C, 
Quick wash 45 °C, Eco 50 °C, Pre-rinse

 } Special function: Vario Speed
 } Aqua Sensor
 } Dosage Assist
 } Load sensor
 } Automatic detergent function
 }  Glass protection/alternating washing  
technology 

 } Info Light

 }  Electr. time preselection: 3, 6 or 9 hours
 } Audible programme end signal
 } Vario basket system
 } Height-adjustable top basket
 }  2 foldaway divider rows in the bottom  
basket

 } 2 cup shelves in top basket
 } Aqua Stop with warranty
 } Capacity: 12 place settings

CONVENIENCE  }   Energy label: A+1/A2

 }  Energy/water3 per year: 
290 kWh/3,300 litres

 } Energy/water4: 1.02 kWh/11.7 l
 } Noise levels: 48 dB (A) re 1 pW
 }  Self-cleaning sieve with 3-part wave filter 
system

 }  Regenerating electronics/continuous- 
flow water heater (BLDC)

 }  Electronic refill display for salt/rinse aid
 }  Inner container/base: stainless  
steel/Polinox

 } Energy label: A+1/A²
 }  Energy/water³ per year: 
290 kWh/3,360 litre

 } Energy/water4: 1.02 kWh/12.0 l
 } Noise levels: 46 dB (A) re 1 pW
 }  Self-cleaning sieve with 3-part wave filter  
system

 }  Regenerating electronics/continuous- 
flow water heater (BLDC)

 }  Electronic refill display for salt/rinse aid
 }  Inner container/base: stainless  
steel/Polinox 

Power 
& dimensions  
(H x W x D)

 }    Connected load: 220 – 240 V/2.4 kW
 } Fuse min. 10 A
 } Dimensions: 81.5 x 59.8 x 57.3 cm

Junker+ JS 05VN91 
Same features and  
convenience as JS 05VX91,  
however 81.5 cm high

 } Connected load: 220 – 240 V/2.4 kW
 } Fuse min. 10 A
 }  Dimensions: 86.5 x 59.8 x 55 cm

1

Special accessories

Dishwashing

Order no. Item
JZ7710X0 
Junker

Hose extension

JZ7735X1 
Junker

Panelling strip 
for 81.5 cm height, 
exclusively suitable 
for 60 cm dishwashers

JZ7736X1 
Junker

Panelling strip  
for 86.5 cm height

JZ7735X0 
Junker

Panelling strip 
for 81.5 cm height, 
exclusively suitable 
for 45 cm dishwashers  
JS 04VS91, JS 15VS90
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DISHWASHING

Junker+ JS 15VX91
Dishwasher

Junker JS 04VS91
Dishwasher

Junker+ JS 15VS90
Dishwasher

DESIGN Can be fully integrated behind  
a furniture panel

Can be fully integrated behind  
a furniture panel

Can be fully integrated behind  
a furniture panel

FEATURES  }   Control panel on upper part of inner door
 }  5 programmes: 
Intensive 70 °C, Normal 65 °C, 
Eco 50 °C, Quick wash 45 °C, Pre-rinse

 } Aqua Sensor
 } Dosage Assist
 } Load sensor
 } Automatic detergent function
 }   Glass protection/alternating washing  
technology 

 } Info Light
 } Heat exchanger
 } 24-hour time preselection
 } Remaining time display
 } Audible programme end signal

 } Vario basket system/Vario drawer
 }  Height-adjustable top basket with  
3-stage Rackmatic

 }   2 foldaway divider rows in the bottom  
basket

 } 2 cup shelves in top basket
 } Aqua Stop with warranty
 } Capacity: 13 place settings

 }   Control panel on upper part of inner door
 }  4 programmes:  
Normal 65 °C, Eco 50 °C,  
Quick wash 35 °C, Pre-rinse

 } Dosage Assist
 } Load sensor
 } Automatic detergent function
 }   Glass protection/alternating washing  
technology 

 } Heat exchanger
 } Audible programme end signal
 } Vario basket system 
 } 2 cup shelves in top basket
 } Multiple water protection
 } Capacity: 9 place settings

 }   Control panel on upper part of inner door
 }  5 programmes:  
Intensive 70 °C, Normal 65 °C, 
Eco 50 °C, Quick wash 45 °C, Pre-rinse

 } Special function: Vario Speed
 } Aqua Sensor
 } Dosage Assist
 } Load sensor
 } Automatic detergent function
 }   Glass protection/alternating washing  
technology

 } Heat exchanger
 } 24-hour time preselection 
 } Remaining time display
 } Audible programme end signal

 } Vario basket system
 }  Height-adjustable top basket with cutlery 
compartment

 }   2 foldaway divider rows in the bottom  
basket

 } Aqua Stop with warranty
 } Capacity: 9 place settings

CONVENIENCE  }   Energy label: A++1/A2 
Energy/water3 per year:

 } 262 kWh/2,660 litres
 } Energy/water4: 0.92 kWh/9.5 l
 } Noise levels: 46 dB (A) re 1 pW
 }  Self-cleaning sieve with 3-part wave filter  
system

 }  Regenerating electronics/continuous- 
flow water heater (BLDC)

 }  Electronic refill display for salt/rinse aid
 }   Inner container/base:  
stainless steel/Polinox

 }   Energy label: A+1/A2

 }  Energy/water3 per year: 
220 kWh/3,640 litres

 } Energy/water4: 0.78 kWh/13 l
 } Noise levels: 52 dB (A) re 1 pW
 } Duo Power spray arms in top basket
 }  Self-cleaning sieve with 3-part wave filter  
system

 }  Regenerating electronics/continuous- 
flow water heater (BLDC)

 } Electr. refill display for salt/rinse aid
 }   Inner container/base:  
stainless steel/stainless steel

 } Energy label: A+1/A2

 } Energy/water3 per year:
 }  220 kWh/2,660 litres 
Energy/water4: 0.78 kWh/9.5 l

 } Noise levels: 48 dB (A) re 1 pW
 } Duo Power spray arms in top basket
 }  Self-cleaning sieve with 3-part wave filter  
system

 }  Regenerating electronics/continuous- 
flow water heater (BLDC)

 }  Electronic refill display for salt/rinse aid
 }  Inner container/base: 
stainless steel/stainless steel

Power 
& dimensions  
(H x W x D)

Junker+ JS 15VN91
Same features and conveni- 
enceas JS 15VX90, however  
81.5 cm high

 } Connected load: 220 – 240 V/2.4 kW
 } Fuse min. 10 A
 } Dimensions: 86.5 x 59.8 x 55 cm

 } Connected load: 220 – 240 V/2.4 kW
 } Fuse min. 10 A
 } Dimensions: 81.5 x 44.8 x 55 cm

 } Connected load: 220 – 240 V/2.4 kW
 } Fuse min. 10 A
 } Dimensions: 81.5 x 44.8 x 55 cm

1

1 Values in accordance with EU Regulation 1059/2010.
2 Drying efficiency rating.
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Junker+ JS 15VX91
Dishwasher

Junker JS 04VS91
Dishwasher

Junker+ JS 15VS90
Dishwasher

DESIGN Can be fully integrated behind  
a furniture panel

Can be fully integrated behind  
a furniture panel

Can be fully integrated behind  
a furniture panel

FEATURES  }   Control panel on upper part of inner door
 }  5 programmes: 
Intensive 70 °C, Normal 65 °C, 
Eco 50 °C, Quick wash 45 °C, Pre-rinse

 } Aqua Sensor
 } Dosage Assist
 } Load sensor
 } Automatic detergent function
 }   Glass protection/alternating washing  
technology 

 } Info Light
 } Heat exchanger
 } 24-hour time preselection
 } Remaining time display
 } Audible programme end signal

 } Vario basket system/Vario drawer
 }  Height-adjustable top basket with  
3-stage Rackmatic

 }   2 foldaway divider rows in the bottom  
basket

 } 2 cup shelves in top basket
 } Aqua Stop with warranty
 } Capacity: 13 place settings

 }   Control panel on upper part of inner door
 }  4 programmes:  
Normal 65 °C, Eco 50 °C,  
Quick wash 35 °C, Pre-rinse

 } Dosage Assist
 } Load sensor
 } Automatic detergent function
 }   Glass protection/alternating washing  
technology 

 } Heat exchanger
 } Audible programme end signal
 } Vario basket system 
 } 2 cup shelves in top basket
 } Multiple water protection
 } Capacity: 9 place settings

 }   Control panel on upper part of inner door
 }  5 programmes:  
Intensive 70 °C, Normal 65 °C, 
Eco 50 °C, Quick wash 45 °C, Pre-rinse

 } Special function: Vario Speed
 } Aqua Sensor
 } Dosage Assist
 } Load sensor
 } Automatic detergent function
 }   Glass protection/alternating washing  
technology

 } Heat exchanger
 } 24-hour time preselection 
 } Remaining time display
 } Audible programme end signal

 } Vario basket system
 }  Height-adjustable top basket with cutlery 
compartment

 }   2 foldaway divider rows in the bottom  
basket

 } Aqua Stop with warranty
 } Capacity: 9 place settings

CONVENIENCE  }   Energy label: A++1/A2 
Energy/water3 per year:

 } 262 kWh/2,660 litres
 } Energy/water4: 0.92 kWh/9.5 l
 } Noise levels: 46 dB (A) re 1 pW
 }  Self-cleaning sieve with 3-part wave filter  
system

 }  Regenerating electronics/continuous- 
flow water heater (BLDC)

 }  Electronic refill display for salt/rinse aid
 }   Inner container/base:  
stainless steel/Polinox

 }   Energy label: A+1/A2

 }  Energy/water3 per year: 
220 kWh/3,640 litres

 } Energy/water4: 0.78 kWh/13 l
 } Noise levels: 52 dB (A) re 1 pW
 } Duo Power spray arms in top basket
 }  Self-cleaning sieve with 3-part wave filter  
system

 }  Regenerating electronics/continuous- 
flow water heater (BLDC)

 } Electr. refill display for salt/rinse aid
 }   Inner container/base:  
stainless steel/stainless steel

 } Energy label: A+1/A2

 } Energy/water3 per year:
 }  220 kWh/2,660 litres 
Energy/water4: 0.78 kWh/9.5 l

 } Noise levels: 48 dB (A) re 1 pW
 } Duo Power spray arms in top basket
 }  Self-cleaning sieve with 3-part wave filter  
system

 }  Regenerating electronics/continuous- 
flow water heater (BLDC)

 }  Electronic refill display for salt/rinse aid
 }  Inner container/base: 
stainless steel/stainless steel

Power 
& dimensions  
(H x W x D)

Junker+ JS 15VN91
Same features and conveni- 
enceas JS 15VX90, however  
81.5 cm high

 } Connected load: 220 – 240 V/2.4 kW
 } Fuse min. 10 A
 } Dimensions: 86.5 x 59.8 x 55 cm

 } Connected load: 220 – 240 V/2.4 kW
 } Fuse min. 10 A
 } Dimensions: 81.5 x 44.8 x 55 cm

 } Connected load: 220 – 240 V/2.4 kW
 } Fuse min. 10 A
 } Dimensions: 81.5 x 44.8 x 55 cm

1 1

3 Annual consumption with 280 standard cleaning cycles using cold water fill (for energy consumption: incl. consumption of modes with low power consumption).
4  Consumption per rinse cycle using cold water fill (for energy consumption: incl. consumption of modes with low power consumption).  
Actual consumption for energy/water consumption depending on type of use of appliance.
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GOOD COOKING  
STARTS WITH THE 
RIGHT REFRIGERATION.
JUNKER REFRIGERATION APPLIANCES
It's a well-known fact that the freshness of food is vital for the 
best cooking results. That's why Junker refrigeration appliances 
don't just offer reliable cooling, but also two smart climate zones 
in the 0 °C range in the form of the Extra Fresh and Extra Cold 
Professional features. One features a controllable, moist environ-
ment so that fruit and vegetables stay fresh and crispy for up 
to three times longer, whilst the other zone is dry. This means it 
offers the ideal refrigeration conditions for meat and fish.

Good, flexible interior compartments, various freezing options 
and optimum, electronically controlled temperature setting are 
a matter of course. The energy consumption of Junker refrig-
eration units is also refreshing. With energy-efficiency rating 
A++, it is extremely low.
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FOOD CAN BE KEPT FOR LONGER 
WITH REDUCED ENERGY CONSUMPTION.

YOUR ADVANTAGES:

ENERGY-EFFICIENCY 
RATING A++

Thanks to low-consumption compressors, 
highly effective insulation and optimum 
refrigeration circuits, Junker cooling 
appliances consume impressively little 
electricity, meaning that many of them 
are awarded energy-efficiencyrating A++.

ê  Kind to the environment and your wallet

PROFESSIONAL  
FRESHNESS SYSTEM

Both the temperature and humidity are 
critical for preserving freshness longer. 
With the Junker Professional freshness 
system, food is stored close to 0 °C, so 
ensuring it stays fresh up to three times 
longer. The Extra Cold Professional drawer 
offers the perfect climate for cheese, fish 
and meat. The Extra Fresh Professional 
drawer keeps fruit and vegetables crisp 
and juicy for longer. 

ê  Vitamins and minerals are preserved  
for longer

ELECTRONIC CONTROL

Electronically controlled temperature 
selection results in optimum storage of 
food so your provisions stay fresh for 
significantly longer.

ê  Food stays fresh for significantly longer 
thanks to optimum electronic control of 
temperature setting

SLIDING HINGE

A sliding hinge creates a sliding connec-
tion between the furniture/appliance door 
and allows for fine adjustment in terms 
of depth and/or height. When appliances 
are replaced, it ensures that new equip-
ment will fit into niches and behind front 
panels.

ê   Sliding connection between the furniture 
door and the door of the refrigeration 
appliance

VARIO TRAY WITH CORRUGATED BASE

The produce drawers have a moulded, 
corrugated base. When fruits and vegeta-
bles are in contact with the rippled base, 
its depressions will collect any moisture 
that might occur.

ê  Vegetables crisper for longer

FLAT HINGE TECHNOLOGY

The flat hinge technology is a fixed 
connection between the cabinet and 
appliance door. It is very resilient and 
allows the door to open to a very wide 
angle. Below an opening angle of 20°, 
the door closes automatically and thus 
cannot stay open by accident.

ê  Convenient connection

LOW FROST

The Low Frost technology reduces 
ice or frost formation in the freezer com-
partment and distributes it more evenly. 
This reduces energy consumption and 
means that defrosting is considerably  
faster than with conventional systems.

ê  Less ice formation, faster 
defrosting

BIG BOX

With our transparent freezer drawers, 
you can keep an eye on everything. One 
particular highlight is the 29 cm-high 
Big Box. It offers an enormous amount 
of space, e.g. for large portions of frozen 
food or several pizzas.

ê More space, greater overview

SUPER FREEZING

In order to prevent previously frozen 
food from starting to defrost when you 
store new food, you can simply activate 
the super freezing function up to 24 
hours in advance. The appliance will 
then automatically cool down to a tem-
perature as cold as –30 °C so that newly 
stored warm foods do not interrupt the 
freezing process.

ê  Faster freezing of even larger quantities 
thanks to automatic cooling down

Low frost Super
freezing

EnergyFreshness 
System

ne
ar

Electronic
Control



FOOD REFRIGERATING EXTRA FRESH
PROFESSIONAL

Cauliflower 12 30

Button mushrooms 3 7

Lamb's lettuce/corn salad 5 21

Lettuce 5 20

Cabbage 20 90

Radishes 7 14

Asparagus 5 14

Apples 60 180

Pears 30 90

Strawberries 3 7

Kiwis 14 50

Grapes 14 40

Raspberries 2 5

FOOD REFRIGERATING EXTRA COLD 
PROFESSIONAL

Scallops 3 5

Oysters 3 5

Fish 1 3

Salmon 1 3

Scampi 2 3

Yoghurt, 3.5 % 3 up to 30 days

Gouda 3 21

Roquefort 3 up to 14 days

Gruyère 3 14

Quark, 20 % 3 30

Cream, 30 % 5 20

Full-fat milk 3 7

Chicken 3 5

Lamb chop 2 7

Fillet of beef 2 7

Pork chop 2 5

Game 2 5

Sliced salami 4 8

Cooked ham 7 12

SHELF LIFE IN DAYS

Re
fr

ig
er

at
io

n 
ap

pl
ia

nc
es

Freshness 
System

ne
ar



JUNKER   Sales handbook 201758

REFRIGERATION APPLIANCES

Junker JC 15GA20
Undercounter refrigerator

Junker JC 20GB20
Built-in refrigerator

Junker JC 20GB30
Built-in refrigerator

Junker JF 20GB20
Built-in freezer

DESIGN Integrable Integrable Integrable Integrable

FEATURES  }   Niche height: 820 mm
 }  For installation behind the door of  
a floor unit.

 }  Net capacity for refrigeration 108 litres  
(137 litres), for freezing 15 litres

 } Niche height 880 mm
 }  For installation behind the door of a tall  
housing

 }  Net capacity for refrigeration 112 litres  
(150 litres), for freezing 17 litres

 } Niche height 880 mm
 }  For installation behind the door of a tall 
housing

 }  Net capacity for refrigeration 112 litres  
(150 litres), for freezing 17 litres

 } Niche height 880 mm
 }  For installation behind the door of a tall 
housing

 } Net capacity 94 litres
 }  Super freezing with automatic deactivation

CONVENIENCE  } Energy-efficiency rating A+
Top1:
 }     freezer compartment –18 °C  
and below

 } Freezing capacity: 2 kg/24 h
 } Power cut safe: 10 h
 } Pizza freezer compartment

Bottom:
 } Low-maintenance, bright interior
 }  Fully automatic defrosting in the  
refrigerator

 }  2 (3) shelves made from safety glass,  
1 (2) of which can be adjusted in height

 } 3 continuous door racks
 }  Transparent vegetable tray with 
corrugated base 

 } Interior lighting

 } Door stop to the right, can be changed 
 } Flat hinge
 }  Energy consumption:  
178 kWh (118 kWh)*/year

 }  Energy consumption:  
0.485 kWh (0.321 kWh)/24 h

 } Noise level: 38 (38) dB (A) re 1 pW

 } Energy-efficiency rating A+
Top1:
 }     freezer compartment –18 °C  
and below

 } Freezing capacity: 2 kg/24 h
 } Power cut safe: 10 h
 } Pizza freezer compartment

Bottom:
 } Low-maintenance, bright interior
 }  Fully automatic defrosting in the  
refrigerator

 }  3 (4) shelves made from safety glass,  
2 (3) of which can be adjusted in height

 } 4 continuous door racks
 }  Transparent vegetable tray with  
corrugated base

 } Interior lighting

 } Door stop to the right, can be changed
 } Sliding hinge
 }  Energy consumption:  
191 kWh (122 kWh)*/year

 }  Energy consumption:  
0.523 kWh (0.334 kWh)/24 h

 } Noise level: 39 (34) dB (A) re 1 pW

 } Energy-efficiency rating A++
Top1:
 }     freezer compartment –18 °C  
and below

 } Freezing capacity: 2 kg/24 h
 } Power cut safe: 10 h
 } Pizza freezer compartment

Bottom:
 } Low-maintenance, bright interior
 }  Fully automatic defrosting in the  
refrigerator

 }  3 (4) shelves made from safety glass,  
2 (3) of which can be adjusted in height

 } 4 continuous door racks
 }  Transparent vegetable tray with  
corrugated base

 } Interior lighting

 } Door stop to the right, can be changed
 } Sliding hinge
 }  Energy consumption:  
150 kWh (96 kWh)*/year

 }  Energy consumption:  
0.410 kWh (0.262 kWh)/24 h

 } Noise level: 37 (37) dB (A) re 1 pW

 } Energy-efficiency rating A+

 }     freezer compartment –18 °C  
and below

 } Freezing capacity: 11 kg/24 h
 } Power cut safe: 19 h
 } 4 transparent freezer drawers
 }  Button with yellow indicator lamp for 
max. freezing performance

 }  Red warning lamp for impermissible 
temperature increase

 } Door stop to the right, can be changed
 } Sliding hinge
 } Energy consumption: 192 kWh*/year
 } Energy consumption: 0.526 kWh/24 h
 } Noise level: 36 dB (A) re 1 pW

POWER  } Connected load: 220 – 240 V/90 W

 }  JC 15KA20 (not illustrated) 
Features same as JC 15GA20, however  
without    freezer compartment. 
Values in ( ) apply to model JC 15GA20

 }   Connected load: 220 – 240 V/90 W

 }  JC 20KB20 (not illustrated) 
Features same as JC 20GB20, however  
without    freezer compartment. 
Values in ( ) apply to model JC 20KB20

 }   Connected load: 220 – 240 V/90 W

 }  JC 20KB30 (not illustrated) 
Features same as JC 20GB30, however  
without    freezer compartment. 
Values in ( ) apply to model JC 20KB30

 } Connected load: 220 – 240 V/90 W

z1  Only applies to models with freezer compartment. * Based on the results of the standard testing over 24 h. 
Actual consumption depends on the level of use/location of appliance.
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Junker JC 15GA20
Undercounter refrigerator

Junker JC 20GB20
Built-in refrigerator

Junker JC 20GB30
Built-in refrigerator

Junker JF 20GB20
Built-in freezer

DESIGN Integrable Integrable Integrable Integrable

FEATURES  }   Niche height: 820 mm
 }  For installation behind the door of  
a floor unit.

 }  Net capacity for refrigeration 108 litres  
(137 litres), for freezing 15 litres

 } Niche height 880 mm
 }  For installation behind the door of a tall  
housing

 }  Net capacity for refrigeration 112 litres  
(150 litres), for freezing 17 litres

 } Niche height 880 mm
 }  For installation behind the door of a tall 
housing

 }  Net capacity for refrigeration 112 litres  
(150 litres), for freezing 17 litres

 } Niche height 880 mm
 }  For installation behind the door of a tall 
housing

 } Net capacity 94 litres
 }  Super freezing with automatic deactivation

CONVENIENCE  } Energy-efficiency rating A+
Top1:
 }     freezer compartment –18 °C  
and below

 } Freezing capacity: 2 kg/24 h
 } Power cut safe: 10 h
 } Pizza freezer compartment

Bottom:
 } Low-maintenance, bright interior
 }  Fully automatic defrosting in the  
refrigerator

 }  2 (3) shelves made from safety glass,  
1 (2) of which can be adjusted in height

 } 3 continuous door racks
 }  Transparent vegetable tray with 
corrugated base 

 } Interior lighting

 } Door stop to the right, can be changed 
 } Flat hinge
 }  Energy consumption:  
178 kWh (118 kWh)*/year

 }  Energy consumption:  
0.485 kWh (0.321 kWh)/24 h

 } Noise level: 38 (38) dB (A) re 1 pW

 } Energy-efficiency rating A+
Top1:
 }     freezer compartment –18 °C  
and below

 } Freezing capacity: 2 kg/24 h
 } Power cut safe: 10 h
 } Pizza freezer compartment

Bottom:
 } Low-maintenance, bright interior
 }  Fully automatic defrosting in the  
refrigerator

 }  3 (4) shelves made from safety glass,  
2 (3) of which can be adjusted in height

 } 4 continuous door racks
 }  Transparent vegetable tray with  
corrugated base

 } Interior lighting

 } Door stop to the right, can be changed
 } Sliding hinge
 }  Energy consumption:  
191 kWh (122 kWh)*/year

 }  Energy consumption:  
0.523 kWh (0.334 kWh)/24 h

 } Noise level: 39 (34) dB (A) re 1 pW

 } Energy-efficiency rating A++
Top1:
 }     freezer compartment –18 °C  
and below

 } Freezing capacity: 2 kg/24 h
 } Power cut safe: 10 h
 } Pizza freezer compartment

Bottom:
 } Low-maintenance, bright interior
 }  Fully automatic defrosting in the  
refrigerator

 }  3 (4) shelves made from safety glass,  
2 (3) of which can be adjusted in height

 } 4 continuous door racks
 }  Transparent vegetable tray with  
corrugated base

 } Interior lighting

 } Door stop to the right, can be changed
 } Sliding hinge
 }  Energy consumption:  
150 kWh (96 kWh)*/year

 }  Energy consumption:  
0.410 kWh (0.262 kWh)/24 h

 } Noise level: 37 (37) dB (A) re 1 pW

 } Energy-efficiency rating A+

 }     freezer compartment –18 °C  
and below

 } Freezing capacity: 11 kg/24 h
 } Power cut safe: 19 h
 } 4 transparent freezer drawers
 }  Button with yellow indicator lamp for 
max. freezing performance

 }  Red warning lamp for impermissible 
temperature increase

 } Door stop to the right, can be changed
 } Sliding hinge
 } Energy consumption: 192 kWh*/year
 } Energy consumption: 0.526 kWh/24 h
 } Noise level: 36 dB (A) re 1 pW

POWER  } Connected load: 220 – 240 V/90 W

 }  JC 15KA20 (not illustrated) 
Features same as JC 15GA20, however  
without    freezer compartment. 
Values in ( ) apply to model JC 15GA20

 }   Connected load: 220 – 240 V/90 W

 }  JC 20KB20 (not illustrated) 
Features same as JC 20GB20, however  
without    freezer compartment. 
Values in ( ) apply to model JC 20KB20

 }   Connected load: 220 – 240 V/90 W

 }  JC 20KB30 (not illustrated) 
Features same as JC 20GB30, however  
without    freezer compartment. 
Values in ( ) apply to model JC 20KB30

 } Connected load: 220 – 240 V/90 W

z1  Only applies to models with freezer compartment. * Based on the results of the standard testing over 24 h. 
Actual consumption depends on the level of use/location of appliance.
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REFRIGERATION APPLIANCES

Junker JC 30GB20
Built-in refrigerator

Junker JC 30GB30
Built-in refrigerator

Junker JC 40GB20
Built-in refrigerator

Junker JC 40GB30
Built-in refrigerator

Junker JC 40TB20
Refrigerator-freezer

DESIGN Integrable Integrable Integrable Integrable Integrable

FEATURES  } Niche height 1,025 mm
 }  For installation behind the door of a tall 
housing

 }  Net capacity for refrigeration 141 litres  
(181 litres), for freezing 17 litres

 } Niche height 1,025 mm
 }  For installation behind the door of a tall  
housing

 }  Net capacity for refrigeration 141 litres  
(181 litres), for freezing 17 litres

 } Niche height 1,225 m
 }  For installation behind the door of a tall 
housing

 }  Net capacity for refrigeration 183 litres  
(221 litres), for freezing 17 litres

 } Niche height 1,225 mm
 }  For installation behind the door of a tall 
housing

 }  Net capacity for refrigeration 183 litres  
(221 litres), for freezing 17 litres

 } Niche height 1,225 mm
 }  For installation behind the door of a tall 
housing

 }  Net capacity for refrigeration 149 litres,  
for freezing 41 litres

CONVENIENCE  } Energy-efficiency rating A+
Top1:
 }     freezer compartment –18 °C  
and below

 } Freezing capacity: 2 kg/24 h
 } Power cut safe: 10 h
 } Pizza freezer compartment

Bottom:
 } Low-maintenance, bright interior
 }  Fully automatic defrosting in the  
refrigerator

 }  4 (5) shelves made from safety glass,  
3 (4) of which can be adjusted in height

 } 4 continuous door racks
 }  Transparent vegetable tray with  
corrugated base

 } Interior lighting

 } Door stop to the right
 } Sliding hinge
 }  Energy consumption:  
203 kWh (126 kWh)*/year

 }  Energy consumption:  
0.556 kWh (0.345 kWh)/24 h

 } Noise level: 38 (34) dB (A) re 1 pW

 } Energy-efficiency rating A++
Top1:
 }     freezer compartment –18 °C  
and below

 } Freezing capacity: 2 kg/24 h
 } Power cut safe: 10 h
 } Pizza freezer compartment

Bottom:
 } Low-maintenance, bright interior
 }  Fully automatic defrosting in the  
refrigerator

 }  4 (5) shelves made from safety glass,  
3 (4) of which can be adjusted in height

 } 4 continuous door racks
 }  Transparent vegetable tray with  
corrugated base

 } Interior lighting

 } Door stop to the right, can be changed
 } Sliding hinge 
 }  Energy consumption:  
160 kWh (99 kWh)*/year

 }  Energy consumption:  
0.437 kWh (0.271 kWh)/24 h

 } Noise level: 37 (37) dB (A) re 1 pW

 } Energy-efficiency rating A+
Top1:
 }     freezer compartment –18 °C  
and below

 } Freezing capacity: 2 kg/24 h
 } Power cut safe: 10 h
 } Pizza freezer compartment

Bottom:
 } Low-maintenance, bright interior
 }  Fully automatic defrosting in the  
refrigerator

 }  5 (6) shelves made from safety glass,  
4 (5) of which can be adjusted in height

 } 4 continuous door racks
 }  Transparent vegetable tray with  
corrugated base

 } Interior lighting

 } Door stop to the right, can be changed
 } Sliding hinge 
 }  Energy consumption:  
221 kWh (131 kWh)*/year

 }  Energy consumption:  
0.605 kWh (0.358 kWh)/24 h

 } Noise level: 37 (36) dB (A) re 1 pW

 } Energy-efficiency rating A++
Top1:
 }     freezer compartment –18 °C  
and below

 } Freezing capacity: 2 kg/24 h
 } Power cut safe: 10 h
 } Pizza freezer compartment

Bottom:
 } Low-maintenance, bright interior
 }  Fully automatic defrosting in the  
refrigerator

 }  5 (6) shelves made from safety glass,  
4 (5) of which can be adjusted in height

 } 4 continuous door racks
 }  Transparent vegetable tray with  
corrugated base

 } Interior lighting

 } Door stop to the right, can be changed
 } Sliding hinge 
 }  Energy consumption:  
174 kWh (103 kWh)*/year

 }  Energy consumption:  
0.474 kWh (0.282 kWh)/24 h

 } Noise level: 37 (37) dB (A) re 1 pW

 } Energy-efficiency rating A+
Top1:
 }     freezer compartment –18 °C  
and below

 } Freezing capacity: 2 kg/24 h
 } Power cut safe: 17 h
 }  Removable, height-adjustable 
shelf in freezer compartment

Bottom:
 } Low-maintenance, bright interior
 }  Fully automatic defrosting in the  
refrigerator

 }  4 shelves made from safety glass,  
3 of which can be adjusted in height

 } 4 continuous door racks
 }  Transparent vegetable tray with  
corrugated base

 } Interior lighting

 } Door stop to the right, can be changed
 } Sliding hinge 
 } Energy consumption: 229 kWh*/year
 } Energy consumption: 0.625 kWh/24 h
 } Noise level: 39 dB (A) re 1 pW

POWER  } Connected load: 220 – 240 V/90 W

 }   JC 30KB20 (not illustrated) 
Features same as JC 30GB20, however  
without    freezer compartment. 
Values in ( ) apply to model JC 30KB20

 }   Connected load: 220 – 240 V/90 W

 } JC 30KB30 (not illustrated)
 }  Features same as JC 30GB30, however  
without    freezer compartment. 
Values in ( ) apply to model JC 30KB30

 }   Connected load: 220 – 240 V/90 W

 }  JC 40KB20 (not illustrated) 
Features same as JC 40GB20, however  
without    freezer compartment. 
Values in ( ) apply to model JC 40KB20

 }   Connected load: 220 – 240 V/90 W

 }  JC 40KB30 (not illustrated) 
Features same as JC 40GB30, however  
without    freezer compartment. 
Values in ( ) apply to model JC 40KB30

 } Connected load: 220 – 240 V/90 W

1  Only applies to models with freezer compartment. * Based on the results of the standard testing over 24 h.  
Actual consumption depends on the level of use/location of appliance.
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Junker JC 30GB20
Built-in refrigerator

Junker JC 30GB30
Built-in refrigerator

Junker JC 40GB20
Built-in refrigerator

Junker JC 40GB30
Built-in refrigerator

Junker JC 40TB20
Refrigerator-freezer

DESIGN Integrable Integrable Integrable Integrable Integrable

FEATURES  } Niche height 1,025 mm
 }  For installation behind the door of a tall 
housing

 }  Net capacity for refrigeration 141 litres  
(181 litres), for freezing 17 litres

 } Niche height 1,025 mm
 }  For installation behind the door of a tall  
housing

 }  Net capacity for refrigeration 141 litres  
(181 litres), for freezing 17 litres

 } Niche height 1,225 m
 }  For installation behind the door of a tall 
housing

 }  Net capacity for refrigeration 183 litres  
(221 litres), for freezing 17 litres

 } Niche height 1,225 mm
 }  For installation behind the door of a tall 
housing

 }  Net capacity for refrigeration 183 litres  
(221 litres), for freezing 17 litres

 } Niche height 1,225 mm
 }  For installation behind the door of a tall 
housing

 }  Net capacity for refrigeration 149 litres,  
for freezing 41 litres

CONVENIENCE  } Energy-efficiency rating A+
Top1:
 }     freezer compartment –18 °C  
and below

 } Freezing capacity: 2 kg/24 h
 } Power cut safe: 10 h
 } Pizza freezer compartment

Bottom:
 } Low-maintenance, bright interior
 }  Fully automatic defrosting in the  
refrigerator

 }  4 (5) shelves made from safety glass,  
3 (4) of which can be adjusted in height

 } 4 continuous door racks
 }  Transparent vegetable tray with  
corrugated base

 } Interior lighting

 } Door stop to the right
 } Sliding hinge
 }  Energy consumption:  
203 kWh (126 kWh)*/year

 }  Energy consumption:  
0.556 kWh (0.345 kWh)/24 h

 } Noise level: 38 (34) dB (A) re 1 pW

 } Energy-efficiency rating A++
Top1:
 }     freezer compartment –18 °C  
and below

 } Freezing capacity: 2 kg/24 h
 } Power cut safe: 10 h
 } Pizza freezer compartment

Bottom:
 } Low-maintenance, bright interior
 }  Fully automatic defrosting in the  
refrigerator

 }  4 (5) shelves made from safety glass,  
3 (4) of which can be adjusted in height

 } 4 continuous door racks
 }  Transparent vegetable tray with  
corrugated base

 } Interior lighting

 } Door stop to the right, can be changed
 } Sliding hinge 
 }  Energy consumption:  
160 kWh (99 kWh)*/year

 }  Energy consumption:  
0.437 kWh (0.271 kWh)/24 h

 } Noise level: 37 (37) dB (A) re 1 pW

 } Energy-efficiency rating A+
Top1:
 }     freezer compartment –18 °C  
and below

 } Freezing capacity: 2 kg/24 h
 } Power cut safe: 10 h
 } Pizza freezer compartment

Bottom:
 } Low-maintenance, bright interior
 }  Fully automatic defrosting in the  
refrigerator

 }  5 (6) shelves made from safety glass,  
4 (5) of which can be adjusted in height

 } 4 continuous door racks
 }  Transparent vegetable tray with  
corrugated base

 } Interior lighting

 } Door stop to the right, can be changed
 } Sliding hinge 
 }  Energy consumption:  
221 kWh (131 kWh)*/year

 }  Energy consumption:  
0.605 kWh (0.358 kWh)/24 h

 } Noise level: 37 (36) dB (A) re 1 pW

 } Energy-efficiency rating A++
Top1:
 }     freezer compartment –18 °C  
and below

 } Freezing capacity: 2 kg/24 h
 } Power cut safe: 10 h
 } Pizza freezer compartment

Bottom:
 } Low-maintenance, bright interior
 }  Fully automatic defrosting in the  
refrigerator

 }  5 (6) shelves made from safety glass,  
4 (5) of which can be adjusted in height

 } 4 continuous door racks
 }  Transparent vegetable tray with  
corrugated base

 } Interior lighting

 } Door stop to the right, can be changed
 } Sliding hinge 
 }  Energy consumption:  
174 kWh (103 kWh)*/year

 }  Energy consumption:  
0.474 kWh (0.282 kWh)/24 h

 } Noise level: 37 (37) dB (A) re 1 pW

 } Energy-efficiency rating A+
Top1:
 }     freezer compartment –18 °C  
and below

 } Freezing capacity: 2 kg/24 h
 } Power cut safe: 17 h
 }  Removable, height-adjustable 
shelf in freezer compartment

Bottom:
 } Low-maintenance, bright interior
 }  Fully automatic defrosting in the  
refrigerator

 }  4 shelves made from safety glass,  
3 of which can be adjusted in height

 } 4 continuous door racks
 }  Transparent vegetable tray with  
corrugated base

 } Interior lighting

 } Door stop to the right, can be changed
 } Sliding hinge 
 } Energy consumption: 229 kWh*/year
 } Energy consumption: 0.625 kWh/24 h
 } Noise level: 39 dB (A) re 1 pW

POWER  } Connected load: 220 – 240 V/90 W

 }   JC 30KB20 (not illustrated) 
Features same as JC 30GB20, however  
without    freezer compartment. 
Values in ( ) apply to model JC 30KB20

 }   Connected load: 220 – 240 V/90 W

 } JC 30KB30 (not illustrated)
 }  Features same as JC 30GB30, however  
without    freezer compartment. 
Values in ( ) apply to model JC 30KB30

 }   Connected load: 220 – 240 V/90 W

 }  JC 40KB20 (not illustrated) 
Features same as JC 40GB20, however  
without    freezer compartment. 
Values in ( ) apply to model JC 40KB20

 }   Connected load: 220 – 240 V/90 W

 }  JC 40KB30 (not illustrated) 
Features same as JC 40GB30, however  
without    freezer compartment. 
Values in ( ) apply to model JC 40KB30

 } Connected load: 220 – 240 V/90 W

1  Only applies to models with freezer compartment. * Based on the results of the standard testing over 24 h.  
Actual consumption depends on the level of use/location of appliance.
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REFRIGERATION APPLIANCES

Junker JC 40TB30
Refrigerator-freezer

Junker JC 60TB20
Refrigerator-freezer

Junker JC 60TB30
Refrigerator-freezer

Junker JC 67BB30
Refrigerator-freezer

DESIGN Integrable Integrable Integrable Integrable

FEATURES  } Niche height 1,225 mm
 }  For installation behind the door of a tall 
housing

 }  Net capacity for refrigeration 149 litres,  
for freezing 41 litres

 } Niche height 1,450 mm
 }  For installation behind the door of a tall  
housing

 }  Net capacity for refrigeration 186 litres,  
for freezing 41 litres

 } Niche height 1,450 mm
 }  For installation behind the door of a tall 
housing

 }  Net capacity for refrigeration 186 litres,  
for freezing 41 litres

 } Niche height 1,450 mm
 }  For installation behind the door of a tall 
housing

 }  Net capacity for refrigeration 157 litres,  
for freezing 52 litres

CONVENIENCE  } Energy-efficiency rating A++
Top1:
 }     freezer compartment –18 °C  
and below

 } Freezing capacity: 2 kg/24 h
 } Power cut safe: 17 h
 }   Removable, height-adjustable shelf in  
freezer compartment

Bottom:
 } Low-maintenance, bright interior
 }  Fully automatic defrosting in the  
refrigerator

 }  4 shelves made from safety glass, 3 of  
which can be adjusted in height

 } 4 continuous door racks
 }  Transparent vegetable tray with  
corrugated base

 } Interior lighting

 } Door stop to the right, can be changed
 } Sliding hinge
 } Energy consumption: 180 kWh*/year
 } Energy consumption: 0.492 kWh/24 h
 } Noise level: 39 dB (A) re 1 pW

 } Energy-efficiency rating A+
Top1:
 }     freezer compartment –18 °C  
and below

 } Freezing capacity: 2 kg/24 h
 } Power cut safe: 17 h
 }  Removable, height-adjustable shelf in  
freezer compartment

Bottom:
 } Low-maintenance, bright interior
 }  Fully automatic defrosting in the  
refrigerator

 }  5 shelves made from safety glass, 4 of  
which can be adjusted in height

 } 3 continuous door racks
 }  Transparent vegetable tray with  
corrugated base

 } Interior lighting

 } Door stop to the right, can be changed
 } Sliding hinge
 } Energy consumption: 244 kWh*/year
 } Energy consumption: 0.668 kWh/24 h
 } Noise level: 39 dB (A) re 1 pW

 } Energy-efficiency rating A++
Top1:
 }     freezer compartment –18 °C  
and below

 } Freezing capacity: 2 kg/24 h
 } Power cut safe: 17 h
 }   Removable, height-adjustable shelf in  
freezer compartment

Bottom:
 } Low-maintenance, bright interior
 }  ully automatic defrosting in the  
refrigerator

 }  5 shelves made from safety glass, 4 of  
which can be adjusted in height

 } 3 continuous door racks
 }  Transparent vegetable tray with  
corrugated base

 } Interior lighting

 } Door stop to the right, can be changed
 } Sliding hinge
 } Energy consumption: 193 kWh*/year
 } Energy consumption: 0.526 kWh/24 h
 } Noise level: 39 dB (A) re 1 pW

 } Energy-efficiency rating A++
Top1:
 } Low-maintenance, bright interior
 }  Fully automatic defrosting in the  
refrigerator

 }  4 shelves made from safety glass, 3 of  
which can be adjusted in height

 } 1 continuous door rack
 } LED lighting
 } Door stop to the right, can be changed
 } Sliding hinge
 } Energy consumption: 199 kWh*/year
 } Energy consumption: 0.544 kWh/24 h
 } Noise level: 38 dB (A) re 1 pW

Bottom:
 }     freezer compartment –18 °C  
and below

 } Freezing capacity: 2.5 kg/24 h
 } Power cut safe: 22 h 
 }  Electronic temperature control readable  
via LED

 }  Fresh Sense – constant temperature with 
smart sensor technology 

 }  Low Frost – less ice formation, faster  
defrosting

 }  Vario zone – removable glass shelves for  
flexible use of the freezer compartment

 }   2 transparent freezer drawers
 }  Super freezing with automatic  
deactivation

POWER  }   Connected load: 220 – 240 V/90 W  }   Connected load: 220 – 240 V/90 W  } Connected load: 220 – 240 V/90 W  } Connected load: 220 – 240 V/90 W

1  Only applies to models with freezer compartment. * Based on the results of the standard testing over 24 h.  
Actual consumption depends on the level of use/location of appliance.

Available from 
01/2017
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Junker JC 40TB30
Refrigerator-freezer

Junker JC 60TB20
Refrigerator-freezer

Junker JC 60TB30
Refrigerator-freezer

Junker JC 67BB30
Refrigerator-freezer

DESIGN Integrable Integrable Integrable Integrable

FEATURES  } Niche height 1,225 mm
 }  For installation behind the door of a tall 
housing

 }  Net capacity for refrigeration 149 litres,  
for freezing 41 litres

 } Niche height 1,450 mm
 }  For installation behind the door of a tall  
housing

 }  Net capacity for refrigeration 186 litres,  
for freezing 41 litres

 } Niche height 1,450 mm
 }  For installation behind the door of a tall 
housing

 }  Net capacity for refrigeration 186 litres,  
for freezing 41 litres

 } Niche height 1,450 mm
 }  For installation behind the door of a tall 
housing

 }  Net capacity for refrigeration 157 litres,  
for freezing 52 litres

CONVENIENCE  } Energy-efficiency rating A++
Top1:
 }     freezer compartment –18 °C  
and below

 } Freezing capacity: 2 kg/24 h
 } Power cut safe: 17 h
 }   Removable, height-adjustable shelf in  
freezer compartment

Bottom:
 } Low-maintenance, bright interior
 }  Fully automatic defrosting in the  
refrigerator

 }  4 shelves made from safety glass, 3 of  
which can be adjusted in height

 } 4 continuous door racks
 }  Transparent vegetable tray with  
corrugated base

 } Interior lighting

 } Door stop to the right, can be changed
 } Sliding hinge
 } Energy consumption: 180 kWh*/year
 } Energy consumption: 0.492 kWh/24 h
 } Noise level: 39 dB (A) re 1 pW

 } Energy-efficiency rating A+
Top1:
 }     freezer compartment –18 °C  
and below

 } Freezing capacity: 2 kg/24 h
 } Power cut safe: 17 h
 }  Removable, height-adjustable shelf in  
freezer compartment

Bottom:
 } Low-maintenance, bright interior
 }  Fully automatic defrosting in the  
refrigerator

 }  5 shelves made from safety glass, 4 of  
which can be adjusted in height

 } 3 continuous door racks
 }  Transparent vegetable tray with  
corrugated base

 } Interior lighting

 } Door stop to the right, can be changed
 } Sliding hinge
 } Energy consumption: 244 kWh*/year
 } Energy consumption: 0.668 kWh/24 h
 } Noise level: 39 dB (A) re 1 pW

 } Energy-efficiency rating A++
Top1:
 }     freezer compartment –18 °C  
and below

 } Freezing capacity: 2 kg/24 h
 } Power cut safe: 17 h
 }   Removable, height-adjustable shelf in  
freezer compartment

Bottom:
 } Low-maintenance, bright interior
 }  ully automatic defrosting in the  
refrigerator

 }  5 shelves made from safety glass, 4 of  
which can be adjusted in height

 } 3 continuous door racks
 }  Transparent vegetable tray with  
corrugated base

 } Interior lighting

 } Door stop to the right, can be changed
 } Sliding hinge
 } Energy consumption: 193 kWh*/year
 } Energy consumption: 0.526 kWh/24 h
 } Noise level: 39 dB (A) re 1 pW

 } Energy-efficiency rating A++
Top1:
 } Low-maintenance, bright interior
 }  Fully automatic defrosting in the  
refrigerator

 }  4 shelves made from safety glass, 3 of  
which can be adjusted in height

 } 1 continuous door rack
 } LED lighting
 } Door stop to the right, can be changed
 } Sliding hinge
 } Energy consumption: 199 kWh*/year
 } Energy consumption: 0.544 kWh/24 h
 } Noise level: 38 dB (A) re 1 pW

Bottom:
 }     freezer compartment –18 °C  
and below

 } Freezing capacity: 2.5 kg/24 h
 } Power cut safe: 22 h 
 }  Electronic temperature control readable  
via LED

 }  Fresh Sense – constant temperature with 
smart sensor technology 

 }  Low Frost – less ice formation, faster  
defrosting

 }  Vario zone – removable glass shelves for  
flexible use of the freezer compartment

 }   2 transparent freezer drawers
 }  Super freezing with automatic  
deactivation

POWER  }   Connected load: 220 – 240 V/90 W  }   Connected load: 220 – 240 V/90 W  } Connected load: 220 – 240 V/90 W  } Connected load: 220 – 240 V/90 W

1  Only applies to models with freezer compartment. * Based on the results of the standard testing over 24 h.  
Actual consumption depends on the level of use/location of appliance.
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REFRIGERATION APPLIANCES

Junker JC 70BB20
Combination refrigerator-freezer

Junker JC 77BB30
Combination refrigerator-freezer

Junker JC 80BB20
Combination refrigerator-freezer

Junker JC 87BB30
Combination refrigerator-freezer

DESIGN Integrable Integrable Integrable Integrable

FEATURES  } Niche height 1,580 mm
 }  For installation behind the door of a tall 
housing

 }  Net capacity for refrigeration 175 litres,  
for freezing 59 litres

 }   Niche height 1,580 mm
 }  For installation behind the door of a tall  
housing

 }  Net capacity for refrigeration 169 litres,  
for freezing 63 litres 

 }  Super freezing with automatic  
deactivation

 } Niche height 1,775 mm
 }  For installation behind the door of a tall 
housing

 }  Net capacity for refrigeration 217 litres,  
for freezing 59 litres 

 } Niche height 1,775 mm
 }  For installation behind the door of a tall 
housing

 }  Net capacity for refrigeration 209 litres,  
for freezing 63 litres 

 }  Super freezing with automatic  
deactivation

CONVENIENCE  } Energy-efficiency rating A+
Top1:
 } Low-maintenance, bright interior
 }  Fully automatic defrosting in the  
refrigerator

 }  4 shelves made from safety glass, 3 of  
which can be adjusted in height

 } 4 continuous door racks
 }  Transparent vegetable tray with corruga- 
ted base

 } Interior lighting
Bottom:
 }     freezer compartment –18 °C  
and below

 } Freezing capacity: 3 kg/24 h
 } Power cut safe: 13 h
 } 3 freezer drawers

 } Door stop to the right, can be changed
 } Sliding hinge
 } Energy consumption: 257 kWh*/year
 } Energy consumption: 0.702 kWh/24 h
 } Noise level: 40 dB (A) re 1 pW

 } Energy-efficiency rating A++
Top1:
 } Low-maintenance, bright interior
 }  Fully automatic defrosting in the  
refrigerator

 }  4 shelves made from safety glass, 3 of  
which can be adjusted in height

 } 4 continuous door racks
 }  Transparent vegetable tray with corruga- 
ted base

 } LED lighting
Bottom:
 }     freezer compartment –18 °C  
and below

 } Freezing capacity: 3 kg/24 h
 } Power cut safe: 26 h
 } Low Frost 
 } Big Box
 }  Vario zone – for flexible freezer 
compartment use

 } 2 transparent freezer drawers

 } Door stop to the right, can be changed
 } Sliding hinge
 } Energy consumption: 212 kWh*/year
 } Energy consumption: 0.580 kWh/24 h
 } Noise level: 38 dB (A) re 1 pW

 } Energy-efficiency rating A+
Top1:
 } Low-maintenance, bright interior
 }  Fully automatic defrosting in the  
refrigerator

 }  5 shelves made from safety glass, 4 of  
which can be adjusted in height

 } 5 continuous door racks
 }  Transparent vegetable tray with corrugat-
ed base

 } Interior lighting
Bottom:
 }     freezer compartment –18 °C  
and below

 } Freezing capacity: 3 kg/24 h
 } Power cut safe: 13 h
 } 3 freezer drawers

 } Door stop to the right, can be changed
 } Sliding hinge
 } Energy consumption: 275 kWh*/year
 } Energy consumption: 0.752 kWh/24 h
 } Noise level: 40 dB (A) re 1 pW

 } Energy-efficiency rating A++
Top1:
 } Low-maintenance, bright interior
 }  Fully automatic defrosting in the  
refrigerator

 }  5 shelves made from safety glass, 4 of  
which can be adjusted in height

 } 5 continuous door racks
 }  Transparent vegetable tray with corrugat-
ed base

 } LED lighting
Bottom:
 }     freezer compartment –18 °C  
and below

 } Freezing capacity: 3 kg/24 h
 } Power cut safe: 26 h
 } Low Frost 
 } Big Box
 }  Vario zone – for flexible freezer 
compartment use

 } 2 transparent freezer drawers

 } Door stop to the right, can be changed
 } Sliding door
 } Energy consumption: 227 kWh*/year
 } Energy consumption: 0.621 kWh/24 h
 } Noise level: 38 dB (A) re 1 pW

POWER  } Connected load: 220 – 240 V/90 W  } Connected load: 220 – 240 V/90 W  }   Connected load: 220 – 240 V/90 W  }   Connected load: 220 – 240 V/90 W

1  Only applies to models with freezer compartment. * Based on the results of the standard testing over 24 h.  
Actual consumption depends on the level of use/location of appliance.

Energie
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Junker JC 70BB20
Combination refrigerator-freezer

Junker JC 77BB30
Combination refrigerator-freezer

Junker JC 80BB20
Combination refrigerator-freezer

Junker JC 87BB30
Combination refrigerator-freezer

DESIGN Integrable Integrable Integrable Integrable

FEATURES  } Niche height 1,580 mm
 }  For installation behind the door of a tall 
housing

 }  Net capacity for refrigeration 175 litres,  
for freezing 59 litres

 }   Niche height 1,580 mm
 }  For installation behind the door of a tall  
housing

 }  Net capacity for refrigeration 169 litres,  
for freezing 63 litres 

 }  Super freezing with automatic  
deactivation

 } Niche height 1,775 mm
 }  For installation behind the door of a tall 
housing

 }  Net capacity for refrigeration 217 litres,  
for freezing 59 litres 

 } Niche height 1,775 mm
 }  For installation behind the door of a tall 
housing

 }  Net capacity for refrigeration 209 litres,  
for freezing 63 litres 

 }  Super freezing with automatic  
deactivation

CONVENIENCE  } Energy-efficiency rating A+
Top1:
 } Low-maintenance, bright interior
 }  Fully automatic defrosting in the  
refrigerator

 }  4 shelves made from safety glass, 3 of  
which can be adjusted in height

 } 4 continuous door racks
 }  Transparent vegetable tray with corruga- 
ted base

 } Interior lighting
Bottom:
 }     freezer compartment –18 °C  
and below

 } Freezing capacity: 3 kg/24 h
 } Power cut safe: 13 h
 } 3 freezer drawers

 } Door stop to the right, can be changed
 } Sliding hinge
 } Energy consumption: 257 kWh*/year
 } Energy consumption: 0.702 kWh/24 h
 } Noise level: 40 dB (A) re 1 pW

 } Energy-efficiency rating A++
Top1:
 } Low-maintenance, bright interior
 }  Fully automatic defrosting in the  
refrigerator

 }  4 shelves made from safety glass, 3 of  
which can be adjusted in height

 } 4 continuous door racks
 }  Transparent vegetable tray with corruga- 
ted base

 } LED lighting
Bottom:
 }     freezer compartment –18 °C  
and below

 } Freezing capacity: 3 kg/24 h
 } Power cut safe: 26 h
 } Low Frost 
 } Big Box
 }  Vario zone – for flexible freezer 
compartment use

 } 2 transparent freezer drawers

 } Door stop to the right, can be changed
 } Sliding hinge
 } Energy consumption: 212 kWh*/year
 } Energy consumption: 0.580 kWh/24 h
 } Noise level: 38 dB (A) re 1 pW

 } Energy-efficiency rating A+
Top1:
 } Low-maintenance, bright interior
 }  Fully automatic defrosting in the  
refrigerator

 }  5 shelves made from safety glass, 4 of  
which can be adjusted in height

 } 5 continuous door racks
 }  Transparent vegetable tray with corrugat-
ed base

 } Interior lighting
Bottom:
 }     freezer compartment –18 °C  
and below

 } Freezing capacity: 3 kg/24 h
 } Power cut safe: 13 h
 } 3 freezer drawers

 } Door stop to the right, can be changed
 } Sliding hinge
 } Energy consumption: 275 kWh*/year
 } Energy consumption: 0.752 kWh/24 h
 } Noise level: 40 dB (A) re 1 pW

 } Energy-efficiency rating A++
Top1:
 } Low-maintenance, bright interior
 }  Fully automatic defrosting in the  
refrigerator

 }  5 shelves made from safety glass, 4 of  
which can be adjusted in height

 } 5 continuous door racks
 }  Transparent vegetable tray with corrugat-
ed base

 } LED lighting
Bottom:
 }     freezer compartment –18 °C  
and below

 } Freezing capacity: 3 kg/24 h
 } Power cut safe: 26 h
 } Low Frost 
 } Big Box
 }  Vario zone – for flexible freezer 
compartment use

 } 2 transparent freezer drawers

 } Door stop to the right, can be changed
 } Sliding door
 } Energy consumption: 227 kWh*/year
 } Energy consumption: 0.621 kWh/24 h
 } Noise level: 38 dB (A) re 1 pW

POWER  } Connected load: 220 – 240 V/90 W  } Connected load: 220 – 240 V/90 W  }   Connected load: 220 – 240 V/90 W  }   Connected load: 220 – 240 V/90 W

1  Only applies to models with freezer compartment. * Based on the results of the standard testing over 24 h.  
Actual consumption depends on the level of use/location of appliance.

Energy LED
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REFRIGERATION APPLIANCES

Junker+ JC 40EA31
Built-in refrigerator

Junker+ JC 40FA31
Built-in refrigerator

Junker+ JC 50EA31
Built-in refrigerator

Junker+ JC 50FA31
Built-in refrigerator

DESIGN Integrable Integrable Integrable Integrable

FEATURES  } Niche height: 1,225 mm
 }  For installation behind the door of a tall 
housing 

 }  Total net capacity: 187 litres, refrigerator: 
128 litres

 } Professional freshness system: 59 litres

 } Niche height: 1,225 mm
 }  For installation behind the door of a tall  
housing 

 }  Total net capacity: 169 litres, refrigerator:  
95 litres 

   freezer compartment: 15 litres
 } Professional freshness system: 59 litres

 } Niche height: 1,400 mm
 }  For installation behind the door of a tall 
housing 

 }  Total net capacity: 222 litres, refrigerator: 
163 litres

 } Professional freshness system: 59 litres

 } Niche height: 1,400 mm
 }  For installation behind the door of a tall 
housing 

 }  Total net capacity: 204 litres, refrigerator: 
130 litres 

   freezer compartment: 15 litres
 } Professional freshness system: 59 litres

CONVENIENCE  } Energy-efficiency rating A++
 } LED lighting
 }  3 shelves, 3 of which can be adjusted in 
height and are made from safety glass

 }  59-litre fresh zone close to 0 ºC,  
of which: one controllable Extra Fresh  
Professional drawer "Moist zone" on  
telescopic rails and one Extra Cold  
Professional drawer "Dry zone" on  
telescopic rails

 }  Touch Control – electronic temperature 
control, accurate digital display

 }  Automatic defrosting in the refrigerator  
compartment

 } Super cooling
 } Audible door alarm 
 } Frozen food calendar
 } Door stop to the right, can be changed
 } Flat hinge
 } Energy consumption: 120 kWh*/year
 } Energy consumption: 0.327 kWh/24 h
 } Noise level: 33 dB (A) re 1 pW
 } Accessories: 1x egg tray

 } Energy-efficiency rating A++
Top1:
 }     freezer compartment –18 °C  
and below

 } Freezing capacity: 2.5 kg/24 h
 } Power cut safe: 13 h
 } Pizza freezer compartment

Bottom:
 } LED lighting
 }  3 shelves, of which 2 can be adjusted  
in height and are made from safety glass

 } 3 door racks
 }  59-litre fresh zone close to 0 ºC,  
of which: one controllable Extra Fresh  
Professional drawer "Moist zone" on  
telescopic rails and one Extra Cold  
professional drawer "Dry zone" on  
telescopic rails

 }  Touch Control – electronic temperature 
control, accurate digital display

 }  Automatic defrosting in the refrigerator  
compartment

 } Super cooling
 } Audible door alarm
 } Door stop to the right, can be changed
 } Flat hinge
 } Energy consumption: 184 kWh*/year
 } Energy consumption: 0.503 kWh/24 h
 } Noise level: 38 dB (A) re 1 pW
 } Accessories: 2x egg trays, 1x ice cube tray

 } Energy-efficiency rating A++
 } LED lighting
 }  5 shelves, of which 4 can be adjusted  
in height and are made from safety glass 

 } 1 bottle rack, 3 door racks
 }  59-litre fresh zone close to 0 ºC,  
of which: one controllable Extra Fresh  
Professional drawer "Moist zone" on  
telescopic rails and one Extra Cold  
Professional drawer "Dry zone"  
on telescopic rails

 }  Touch Control – electronic temperature 
control, accurate digital display

 }  Automatic defrosting in the refrigerator  
compartment

 } Super cooling
 } Audible door alarm 
 } Frozen food calendar 
 }  Height-adjustable feet at the front,  
rollers at the back

 } Door stop to the right, can be changed
 } Flat hinge
 } Energy consumption: 124 kWh*/year
 } Energy consumption: 0.337 kWh/24 h
 } Noise level: 37 dB (A) re 1 pW
 } Accessories: 1x egg tray

 } Energy-efficiency rating A++
Top1:
 }     freezer compartment –18 °C  
and below

 } Freezing capacity: 2.5 kg/24 h
 } Power cut safe: 13 h
 } Pizza freezer compartment

Bottom:
 } LED lighting
 }  4 shelves, of which 3 can be adjusted  
in height and are made from safety glass

 } 4 door racks
 }  59-litre fresh zone close to 0 ºC,  
of which: one controllable Extra Fresh  
Professional drawer "Moist zone" on  
telescopic rails and one Extra Cold  
Professional drawer "Dry zone"  
on telescopic rails

 }  Touch Control – electronic temperature  
control, accurate digital display

 }  Automatic defrosting in the refrigerator  
compartment

 } Super cooling
 } Audible door alarm
 } Door stop to the right, can be changed
 } Flat hinge
 } Energy consumption: 196 kWh*/year
 } Energy consumption: 0.536 kWh/24 h
 } Noise level: 38 dB (A) re 1 pW
 } Accessories: 2x egg trays, 1x ice cube tray

POWER  }   Connected load: 220 – 240 V/90 W  }   Connected load: 220 – 240 V/90 W  }   Connected load: 220 – 240 V/90 W  } Connected load: 220 – 240 V/90 W

NEU

1  Only applies to models with freezer compartment. * Based on the results of the standard testing over 24 h. 
Actual consumption depends on the level of use/location of appliance.
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Junker+ JC 40EA31
Built-in refrigerator

Junker+ JC 40FA31
Built-in refrigerator

Junker+ JC 50EA31
Built-in refrigerator

Junker+ JC 50FA31
Built-in refrigerator

DESIGN Integrable Integrable Integrable Integrable

FEATURES  } Niche height: 1,225 mm
 }  For installation behind the door of a tall 
housing 

 }  Total net capacity: 187 litres, refrigerator: 
128 litres

 } Professional freshness system: 59 litres

 } Niche height: 1,225 mm
 }  For installation behind the door of a tall  
housing 

 }  Total net capacity: 169 litres, refrigerator:  
95 litres 

   freezer compartment: 15 litres
 } Professional freshness system: 59 litres

 } Niche height: 1,400 mm
 }  For installation behind the door of a tall 
housing 

 }  Total net capacity: 222 litres, refrigerator: 
163 litres

 } Professional freshness system: 59 litres

 } Niche height: 1,400 mm
 }  For installation behind the door of a tall 
housing 

 }  Total net capacity: 204 litres, refrigerator: 
130 litres 

   freezer compartment: 15 litres
 } Professional freshness system: 59 litres

CONVENIENCE  } Energy-efficiency rating A++
 } LED lighting
 }  3 shelves, 3 of which can be adjusted in 
height and are made from safety glass

 }  59-litre fresh zone close to 0 ºC,  
of which: one controllable Extra Fresh  
Professional drawer "Moist zone" on  
telescopic rails and one Extra Cold  
Professional drawer "Dry zone" on  
telescopic rails

 }  Touch Control – electronic temperature 
control, accurate digital display

 }  Automatic defrosting in the refrigerator  
compartment

 } Super cooling
 } Audible door alarm 
 } Frozen food calendar
 } Door stop to the right, can be changed
 } Flat hinge
 } Energy consumption: 120 kWh*/year
 } Energy consumption: 0.327 kWh/24 h
 } Noise level: 33 dB (A) re 1 pW
 } Accessories: 1x egg tray

 } Energy-efficiency rating A++
Top1:
 }     freezer compartment –18 °C  
and below

 } Freezing capacity: 2.5 kg/24 h
 } Power cut safe: 13 h
 } Pizza freezer compartment

Bottom:
 } LED lighting
 }  3 shelves, of which 2 can be adjusted  
in height and are made from safety glass

 } 3 door racks
 }  59-litre fresh zone close to 0 ºC,  
of which: one controllable Extra Fresh  
Professional drawer "Moist zone" on  
telescopic rails and one Extra Cold  
professional drawer "Dry zone" on  
telescopic rails

 }  Touch Control – electronic temperature 
control, accurate digital display

 }  Automatic defrosting in the refrigerator  
compartment

 } Super cooling
 } Audible door alarm
 } Door stop to the right, can be changed
 } Flat hinge
 } Energy consumption: 184 kWh*/year
 } Energy consumption: 0.503 kWh/24 h
 } Noise level: 38 dB (A) re 1 pW
 } Accessories: 2x egg trays, 1x ice cube tray

 } Energy-efficiency rating A++
 } LED lighting
 }  5 shelves, of which 4 can be adjusted  
in height and are made from safety glass 

 } 1 bottle rack, 3 door racks
 }  59-litre fresh zone close to 0 ºC,  
of which: one controllable Extra Fresh  
Professional drawer "Moist zone" on  
telescopic rails and one Extra Cold  
Professional drawer "Dry zone"  
on telescopic rails

 }  Touch Control – electronic temperature 
control, accurate digital display

 }  Automatic defrosting in the refrigerator  
compartment

 } Super cooling
 } Audible door alarm 
 } Frozen food calendar 
 }  Height-adjustable feet at the front,  
rollers at the back

 } Door stop to the right, can be changed
 } Flat hinge
 } Energy consumption: 124 kWh*/year
 } Energy consumption: 0.337 kWh/24 h
 } Noise level: 37 dB (A) re 1 pW
 } Accessories: 1x egg tray

 } Energy-efficiency rating A++
Top1:
 }     freezer compartment –18 °C  
and below

 } Freezing capacity: 2.5 kg/24 h
 } Power cut safe: 13 h
 } Pizza freezer compartment

Bottom:
 } LED lighting
 }  4 shelves, of which 3 can be adjusted  
in height and are made from safety glass

 } 4 door racks
 }  59-litre fresh zone close to 0 ºC,  
of which: one controllable Extra Fresh  
Professional drawer "Moist zone" on  
telescopic rails and one Extra Cold  
Professional drawer "Dry zone"  
on telescopic rails

 }  Touch Control – electronic temperature  
control, accurate digital display

 }  Automatic defrosting in the refrigerator  
compartment

 } Super cooling
 } Audible door alarm
 } Door stop to the right, can be changed
 } Flat hinge
 } Energy consumption: 196 kWh*/year
 } Energy consumption: 0.536 kWh/24 h
 } Noise level: 38 dB (A) re 1 pW
 } Accessories: 2x egg trays, 1x ice cube tray

POWER  }   Connected load: 220 – 240 V/90 W  }   Connected load: 220 – 240 V/90 W  }   Connected load: 220 – 240 V/90 W  } Connected load: 220 – 240 V/90 W

NEU

1  Only applies to models with freezer compartment. * Based on the results of the standard testing over 24 h. 
Actual consumption depends on the level of use/location of appliance.
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You can rely on Junker. After all, Junker stands for quality – for its built-in  
appliances and customer service alike. In the event you have any problems,  
we will offer you prompt and expert assistance.

Even if you require genuine spare parts or accessories – our expert  
employees will be happy to help you.

BETTER SERVICE FOR 
YOUR SATISFACTION. 
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AT Österreich, Austria
BSH Hausgeräte Gesellschaft mbH
Werkskundendienst für Hausgeräte
Quellenstrasse 2a
1100 Wien
Tel.: 0810 240 260*
Fax: 01 605 75 51 212
E-Mail: vie-stoerungsannahme@bshg.com

BE Belgique, België, Belgium
BSH Home Appliances S.A.
Avenue du Laerbeek 74
Laarbeeklaan 74
1090 Bruxelles - Brussel
Tel.: 070 222 149

BG Bulgaria
BSH Domakinski Uredi Bulgaria EOOD
115К Tsarigradsko Chausse Blvd.
European Trade Center Building, 5th floor
1784 Sofia
Tеl.: 07 00 20 817
Fax: 02 878 79 72
E-Mail: informacia.servis-bg@bshg.com

CY Cyprus, Κύπρος
BSH Ikiakes Syskeves-Service
39, Arh. Makaariou III Str.
2407 Egomi / Nikosia (Lefkosia)
Tel.: 77 77 8007
Fax: 022 65 81 28
E-Mail: bsh.service.cyprus@cytanet.com.cy

CZ Česká republika, Czech Republic
BSH domácí spotřebiče s.r.o.
Firemní servis domácích spotřebičů
Pekařská 10b
155 00 Praha 5
Tel.: 0251 095 546
Fax: 0251 095 549

DK Danmark, Denmark
BSH Hvidevarer A / S
Telegrafvej 4
2750 Ballerup
Tel.: 44 89 89 85
Fax: 44 89 89 86
E-Mail: BSH-Service.dk@bshg.com

EE Eesti, Estonia
SIMSON OÜ
Raua 55
10152 Tallinn
Tel.: 0627 8730
Fax: 0627 8733
E-Mail: teenindus@simson.ee

ES España, Spain
BSH Electrodomésticos España S.A.
Servicio Oficial del Fabricante
Parque Empresarial PLAZA, 
C / Manfredonia, 6
50197 Zaragoza
Tel.: 902 351 352 / 976 305 710
Fax: 976 578 425

FI Suomi, Finland
BSH Kodinkoneet Oy
Itälahdenkatu 18 A
PL 123
00201 Helsinki
Tel.: 0207 510 700
Fax: 0207 510 780 
E-Mail: BSH-Service-Fi@bshg.com 
Lankapuhelimesta 8,28 snt/puhelu + 7 snt/min (alv 24%) 
Matkapuhelimesta 8,28 snt/puhelu + 17 snt/min (alv 24%)

FR France
BSH Electroménager S.A.S.
50 rue Ardoin - BP 47
93401 SAINT-OUEN cedex
Service interventions à domicile:  
01 40 10 42 13
Service Consommateurs: 
0 892 698 210 (0,40 € TTC / mn) 
Service Pièces Détachées et Accessoires: 
0 892 698 009 (0,40 € TTC / mn) 
E-Mail: soa-consommateurs@bshg.com

GR Greece, Ελλάς
BSH Ikiakes Siskeves A.B.E.
Central Branch Service
17 km E.O. Athinon-Lamias & Potamou 20
14564 Kifisia
Παvελλήvıo тηλέφωνο: 181 82 (άστική χρέωση)
E-Mail: nfk-CustomerService@bshg.com

HR Hrvatska, Croatia
BSH kućni uređaji d.o.o.
Kneza Branimira 22
10000 Zagreb
Tel:. 01 640 36 09
Fax: 01 640 36 03
E-Mail: informacije.servis-hr@bshg.com

HU Magyarország, Hungary
BSH Háztartási Készülék Kereskedelm Kft.
Háztartási gépek márkaszervize
Királyhágó tér 8-9
1126 Budapest
Hibabejelentés
Tel.: +361 489 5461
Fax: +361 201 8786
E-Mail: hibabejelentes@bsh.hu
Alkatrészrendelés 
Tel.: +361 489 5463
Fax: +361 201 8786
E-Mail: alkatreszrendeles@bsh.hu

IT Italia, Italy
BSH Elettrodomestici S.p.A.
Via Marcello Nizzoli 1
20147 Milano (MI)
Numero verde 800 829120
E-Mail: info@mil-assistenza.com

LT Lietuva, Lithuania
UAB „AG Service“
R. Kalantos g. 32
52494 Kaunas
Free call line 8800 77577
Tel.: 037 301 032
Fax: 037 331 363
E-Mail: servisas@agservice.lt
www.agservice.lt

LU Luxembourg
BSH électroménagers S.A.
13-15, ZI Breedeweues
1259 Senningerberg
Tel.: 26349 300
Fax: 26349 315
E-Mail:  
lux-service.electromenager@bshg.com

LV Latvija, Latvia
General Serviss Limited
Bullu street 70c
1067 Riga
Tel.: 07 42 41 37
E-Mail: bt@olimpeks.lv

NL Nederland, Netherlands
BSH Huishoudapparaten B.V. 
Taurusavenue 36 
2132 LS Hoofddorp 
Storingsmelding: 
Tel.: 088 424 4000 
Fax: 088 424 4845 
E-Mail: contactcenter-nl@bshg.com 
Onderdelenverkoop: 
Tel.: 088 424 4000 
Fax: 088 424 4801 
E-Mail: onderdelen-nl@bshg.com 

PL Polska, Poland
BSH Sprzęt Gospodarstwa
Domowego Sp. z o.o.
Al. Jerozolimskie 183
02-222 Warszawa
Tel.: 801 191 534
Fax: 0225 727 709
E-Mail: Serwis.Fabryczny@bshg.com

PT Portugal
BSHP Electrodomésticos Lda.
Rua Alto do Montijo, nº 15
2790-012 Carnaxide
Tel.: 214 250 700
Fax: 214 250 701
E-Mail: bshp.reparacao@bshg.com 
*(PT 0,10€/min. Mobile 0,25€/min)

RO România, Romania
BSH Electrocasnice srl.
Sos. Bucuresti-Ploiesti, nr. 19-21, sect.1
13682 Bucuresti
Tel.: 021 203 9748
Fax: 021 203 9733
E-Mail: service.romania@bshg.com

SE Sverige, Sweden
BSH Hushållsapparater AB
Landsvägen 32
169 29 Solna
Tel.: 0771 11 22 77 
E-Mail: BSH-Service.SE@bshg.com

SI Slovenija, Slovenia
BSH Hišni aparati d.o.o.
Litostrojska 48
1000 Ljubljana
Tel.: 01 583 07 00
Fax: 01 583 08 89
E-Mail: informacije.servis@bshg.com

SK Slovensko, Slovakia
BSH domáci spotřebiče s.r.o. 
Organizačná zložka Bratislava 
Galvaniho 17 / C 
821 04 Bratislava 
Tel.:02 44 45 20 41 
E-Mail: opravy@bshg.com

XS Srbija, Serbia
BSH Kućni aparati d.o.o.
Milutina Milankovića br. 9ž
11070 Novi Beograd
Tel.: 011 353 70 08
Fax: 011 205 23 89
E-Mail: informacije.servis-sr@bshg.com
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